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A CO
2
laser-based annealing technique for the mitigation of damaged sites of fused silica is studied to suppress the residual stress

left on the surface. The laser annealing by a linear decrease of the CO
2
laser power effectively reduces the residual stress. The

residual stress of mitigated sites is characterized by polarimetry, the reduction of the maximum retardance around the mitigated
sites with the exposure time of laser annealing fits a stretched exponential equation, and themaximum retardancewith optimal laser
annealing is reduced (36 ± 3)% compared to that without laser annealing.The residual stress regions are destructively characterized
by introducing damage. The critical size of damage leading to fracture propagation for the mitigated sites without laser annealing
is in the range of 120∼230 𝜇m, and the corresponding critical size of damage for the mitigated sites with laser annealing is larger
than 600 𝜇m. According to the relationship between maximum damage size and critical stress, the residual stress without laser
annealing is in the range of 28–39MPa and the residual stress with laser annealing is less than 17 MPa. These results indicate that
the CO

2
laser-based annealing technique has a positive effect on the control of residual stress induced by CO

2
laser-based damage

mitigation.

1. Introduction

For the high-power UV laser systems, fused silica materials
are universally used to fabricate large aperture optics, such
as windows, lenses, gratings, and debris shields, but one of
the challenging issues for high-cost fused silica optics is laser-
induced damages [1, 2]. Although the fabrication techniques
of fused silica optics have been considerably improved, the
damage precursors are still present as defects produced
during the manufacturing process [3]. With a high-fluence
irradiation, these precursorsmay be initiated as laser damage,
and the damage will grow exponentially upon subsequent
laser shots and will result in excessive light scattering and
beammodulation, and finally it will lead to the failure of fused
silica optics [4].

Various techniques including chemical etch, plasma etch,
microflame torch, and CO

2
laser treatment have been devel-

oped to mitigate the growth of the surface damage, and the
most successful method at this time is the CO

2
laser treat-

ment to locally melt or evaporate the damage [5]. Upon the

working temperature and exposure time, there are two kinds
of CO

2
laser-based mitigation approaches, evaporative and

nonevaporative [6–10]. The nonevaporative approach works
at lower temperature for longer time and uses longer pulses
with lower peak power to heal the damagedmaterial via some
combination of material flow and thermal annealing. It has
the advantage of minimal surface perturbation or material
removal, no redeposited debris in or around the damage site,
and just needs a simple system setup [8–10].

The nonevaporative approach has been successfully appl-
ied to damaged sites with lateral dimensions less than 110 𝜇m
[8]. For the mitigation of larger damaged sites by nonevapo-
rative technique, one of the limits is the residual stress, which
may lead to that the cracks induced by the exposure of the
CO
2
beam or the high-fluence UV laser propagate away

from the mitigated damaged sites [6]. Therefore, an effective
control of the residual stress to an acceptable level is necessary
for the mitigation of larger damaged sites by the nonevapora-
tive approach. Jiang et al. reported that the nonevaporative
technique can be used to mitigate damaged sites with lateral
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Figure 1: Typical micrographs of damage site before mitigation (a) and after mitigation (b) by CO
2
laser.

sizes as large as 400 𝜇m, but the high temperature annealing
by using an ovenmust be applied to relieve the residual stress
of the mitigated sites [11, 12].

In this paper, the nonevaporative approach is explored to
mitigate the damaged sites as large as 250𝜇m, and the inves-
tigation of the CO

2
laser-based annealing technique is con-

ducted to suppress the residual stress left on the surface of
fused silica optics for the mitigation of larger damaged sites
by the nonevaporative approach.

2. Experimental Details

The samples used in this study are polished UV-grade
Corning 7980 fused silica, 40mmsquare and 4mmthick.The
fused silica samples were lightly etched in the buffered
hydrofluoric (HF) acid solutions and then cleaned by deion-
ized water. Damaged sites with lateral size of about 250𝜇m
were created on the output surface of these blank samples by
using a frequency-tripled Nd:YAG laser (Saga) operating at
355 nm, 6.3 ns with a 1/e2 beam diameter of 800 𝜇m. Gener-
ally, damaged sites with smaller lateral size were first initiated
with higher laser fluence, and then subsequent laser shots
with lower fluencewere irradiated to increase the damage size
to about 250 𝜇m.

A commercial radio frequency power excited CO
2
laser

(Coherent GEM-100 L) with amaximumoutput power of 100
watt and power stability of ±3% was used to mitigate the
damaged sites of the fused silica samples.The spatial profile of
the CO

2
laser beam isGaussian, and a beam spot with a diam-

eter of 4.2mm at 1/e2 at the sample surface was obtained by
a ZnSe lens with a 20mm focal length for the mitigation of
the damaged sites. For mitigating the damaged sites with
diameter of 250 𝜇m, the damaged sites were first preheated
with low laser power of 13.7 watt for 30 seconds and then
irradiated by high power of 25.3 watt for 4 seconds. To
minimize the residual stress of the mitigated sites left on the
surface of fused silica sample, a variety of linear decreases in
power of theCO

2
laser from 19.7watt to 8.7wattwith different

exposure times were performed following the mitigation.
The morphology of mitigated sites was measured using a

Nikon-LV 100 optical microscope. The residual stress field of
mitigated sites was characterized with a photoelastic tool

(PTC-702). The method is based on the property of bire-
fringence under stress [13]. A critical damage size leading to
fracture propagation due to residual stress was applied to
precisely determine the amplitude of residual stress, and a
series of damaged sites with different lateral size in the range
from 100𝜇mto 1400 𝜇mwere introduced on the surface of the
residual stress zones around the mitigated sites by the
Nd:YAG laser operating at 355 nm.

Laser damage threshold measurements of the mitigated
sites and pristinematerials were performedwith a frequency-
tripled Nd:YAG laser (Saga), which delivers a pulse length of
6.3 ns at 355 nm with a diameter of 800𝜇m at 1/e2 at the
sample surface.The R-on-1 procedure was used to do damage
testing. In the R-on-1 test, a variety of fluences gradually
increased on each site, ten shots for each fluence, and the
measurement was stopped when the first damage occurred.
For each set of parameters, a series of sites were created and
analyzed, and the results given in this study are based on a
statistical analysis on the fused silica samples.

3. Results and Discussion

Figure 1 shows the typical micrographs of damage site before
mitigation and aftermitigation byCO

2
laser. Aftermitigation,

the damage site was effectively healed, and a central melt
zone was observed at the mitigated site. Generally, the CO

2

laser beam energy is intensively absorbed locally at the
damage site of fused silica sample, and this induces a rapid
temperature increase in the irradiation zone.Thermal expan-
sion in the irradiated region occurs with increasing tempera-
ture. Because the irradiated region is surrounded by the other
parts of the fused silica sample, the expansion of the heated
material induces compressive stress in the irradiated region.
As the material in the irradiated region heats up to a peak
temperature exceeding the glass transition temperature, the
material of damage site melted and healed, while the com-
pressive stress in the melt zone is completely relaxed and the
surrounding compressive stress decreases. After switching off
the CO

2
laser beam, a rapid thermal quench ensues.Themelt

zone of mitigated site can not completely relax the strained
material over the time that is shorter compared to struc-
tural relaxation time, and a structure corresponding to high
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Figure 2: (a) A typical image of a mitigated site observed by a photoelastic tool (PTC-702). (b) A typical image of fracture extending for the
introduced damage site at the location of the maximum retardance.

temperature is frozen at higher density, so the melt zone
is plastically deformed. After collective cooling of the fused
silica sample, the thermal expansion of the irradiated region
vanishes and the plastic deformation of the melt zone with
higher density remains, and the central melt zone undergoes
tensile stress [14–16].

The residual stress distribution of the mitigated site is
measured by a photoelastic tool (PTC-702). A light pattern
associated to the stress distribution is observed, and a maxi-
mum of phase retardance was around the mitigated site as
shown in Figure 2(a). According to the report of Gallais et al.
[13], the location of the maximum retardance is vulnerable to
damage initiation. And even worse, if a small damage site is
introduced at the location of the maximum retardance, the
residual stress may lead to that the cracks of the introduced
damage site propagate away as shown in Figure 2(b), which
causes a catastrophic failure of the fused silica optics. Thus,
the residual stress around the mitigated site must be sup-
pressed to avoid the destruction of the fused silica optics.

To effectively control the residual stress after damage
mitigation, the region of plastic deformation should be clearly
identified. The temperature distribution along the axis of the
mitigated site can be steadily calculated using a steady-state
approximation with the following equation [17]:

𝑇
𝑧
(𝑃, 𝑎, 𝑧) =

(1 − 𝑅) 𝑃

2𝑎𝑘√𝜋

(1 − 𝐸𝑟𝑓(
𝑧

𝑎

)) exp((𝑧
𝑎

)

2

) + 𝑇
0
,

(1)

where 𝑃 is the CO
2
laser power for damage mitigation, 𝑎 is

the 1/𝑒 laser beam radius, 𝑘 is the thermal conductivity, 𝑅 is
the reflectivity,𝑇

𝑧
(𝑃, 𝑎, 𝑧) is the temperature on the axis with

depth 𝑧 under the surface, and 𝑇
0
is the ambient room tem-

perature. Assuming 1 − 𝑅 = 0.85, 𝑘 = 0.02Wcm−1 K−1, 𝑎 =
1.5mm, and 𝑃 = 25.3W, the temperature distribution along
the axis of the mitigated site was achieved. During the 4-
second damage mitigation process, the fused silica materials
at high temperatures with relaxation time constant less than 4
seconds have sufficient time to approach the equilibrium state

corresponding to the thermodynamic temperature. Upon
quenching after switching off the CO

2
laser, the structures

of these materials at high temperatures are maintained at
the states that they reached at high temperatures due to the
extremely large cooling rate. According to the report of Zhao
et al. [18], the relaxation time constant of fused silica is 4
seconds for a temperature of 1581 K, and according to the cal-
culated result of the temperature distribution along the axis
duringmitigation process, the temperature of 1581 K locates at
the depth 𝑧 = 0.7mmunder the surface.Therefore, the mate-
rials in the irradiated region on the axis as deep as 0.7mm
are plastically deformed after collective cooling of the fused
silica sample.

If the cooling rate of the materials in the irradiated region
after damage mitigation is effectively slowed, the structures
of these materials that they reached high temperatures may
gradually change to the states corresponding to low thermo-
dynamic temperatures during the decrease of the tempera-
ture. Feit et al. reported [16] a linear ramp down of the CO

2

laser power following the damage mitigation can effectively
suppress the plastic deformation induced by the quenching,
and the more gradual the cooling, the smaller the plastic
deformation. A linear decrease of CO

2
laser power from

19.7 watt to 8.7 watt with different exposure times was
performed following the damage mitigation to minimize the
residual stress. Figure 3 shows the change of maximum
retardance around themitigated sites resulting from identical
heating but different exposure times of the linear ramp down
of the CO

2
laser power. The maximum retardance first

decreases abruptly with the increase of the exposure time and
then gradually changes to steady amplitude. A better fit to
the experimental data of the maximum retardance with
increasing exposure time was performed, and the equation
can be written as

𝑅 (𝑡) = 𝑅
0
+ 𝐴 × exp(−( 𝑡

𝜏

)

𝛽

) , (2)
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Figure 3:Themaximum retardancemeasured around themitigated
site as a function of the exposure times of the linear ramp down of
the CO

2
laser power.

where 𝑅(𝑡) is the maximum retardance with exposure time 𝑡
of the power ramp down, 𝑅

0
= (23.2 ± 0.3) nm is the maxi-

mum retardance without exposure of the power ramp down,
𝐴 = (13.0±0.7) nm is a time-independent constant, 𝜏 = (9.1±
1.5) s is the average relaxation time, and𝛽 = (0.61±0.08) is the
stretched exponential parameter.This formation is consistent
with the stretched exponential Kohlrausch-William-Watts
function for the structural relaxation of glass reported by
Scherer [19].

It is found that the maximum retardance with optimal
exposure time of the CO

2
laser power linear ramp down is

reduced (36 ± 3)% as compared to that without exposure of
the power ramp down. Thus, the residual stress around the
mitigated sites is effectively suppressed by the CO

2
laser-

based annealing with the power ramp down following the
damage mitigation. If there is an exact relation between the
retardance value and the residual stress level, we may pre-
cisely evaluate the change of the residual stress. But the
retardance is integrated over the thickness of the irradiated
region, and there is no direct proportionality between the
maximum retardance value and the residual stress level. To
precisely determine the amplitude of residual stress, a series
of damaged sites with different lateral size in the range from
100 𝜇m to 1400 𝜇mwere introduced on the locations of maxi-
mum retardance around the mitigated sites by Nd:YAG laser.
If the diameter of the damage site is larger than the critical
size, the residual stress will lead the fracture to extend. By
statistically analyzing the size of the damaged sites that will
propagate away due to the residual stress, the amplitude of
the residual stress can be exactly determined by the following
equation [15]:

𝜎
𝑐
=
𝐾
𝐼

√𝜋𝑙

, (3)

where 𝜎
𝑐
is the critical stress, 𝐾

𝐼
= 0.75MPam1/2 is the

fracture toughness of fused silica, and 𝑙 is the maximum flaw
length. The experimental results indicated that for mitigated

Table 1: Residual stress at the location of maximum retardance
without or with laser annealing.

Without annealing With annealing
Residual stress (MPa) 28 < 𝜎

𝑐
< 39 𝜎

𝑐
< 17
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Figure 4: Damage threshold of pristine material and mitigated sites
without and with laser annealing.

sites without CO
2
laser-based annealing the critical size of

damage leading to fracture propagation for themitigated sites
is in the range of 120∼230𝜇m and that for mitigated sites
with CO

2
laser-based annealing the corresponding critical

size of damage is larger than 600𝜇m. Calculated from (3), the
residual stress without and with CO

2
laser-based annealing is

obtained and shown in Table 1. It is found that the residual
stress is reduced dramatically after laser annealing.

The CO
2
laser-based nonevaporative mitigation tech-

nique has been used to enhance the laser-induced damage
threshold (LIDT), but the effect of laser annealing on the
LIDT of mitigated sites is not clear. The LIDT of pristine
material, mitigated sites without laser annealing, and miti-
gated sites with laser annealing were measured by Nd:YAG
laser operating at 355 nmand 6.3 ns, and the results are shown
in Figure 4. After laser annealing of mitigated sites, the LIDT
in the center of the mitigated site is better than that without
laser annealing and the LIDT of the 0% damage probability
with laser annealing is even 60% more than that of pristine
material. In addition, the LIDT at the location of maximum
retardance around the mitigated site keeps the level of the
pristine material. Thus, laser annealing after the CO

2
laser-

based nonevaporative mitigation technique can effectively
enhance the LIDT of damaged sites.

4. Conclusion

The CO
2
laser-based annealing technique for the nonevap-

orative mitigation of damaged sites as large as 250𝜇m was
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studied to limit the residual stress left in the surface of optics.
The annealing parameters were systematically taken into
account, and an annealing method by the linear decrease of
the CO

2
laser power following the end of the nonevaporative

mitigation effectively minimizes the residual stress. The
residual stresses of mitigated sites were characterized by the
photoelastic tool, and the change of themaximum retardance
around the mitigated sites follows a stretched exponential
equation, and the maximum retardance with optimal laser
annealing is reduced (36 ± 3)% compared to that without
laser annealing. The destructive characterization of residual
stresses by introducing a surface flaw to determine the critical
size leading to fracture propagation was performed. The
critical size is in the range of 120∼230 𝜇m without laser
annealing, and the corresponding critical size is larger than
600𝜇mwith laser annealing. According to the relationship of
maximumdamage size and critical stress, the residual stress is
less than 17MPa with laser annealing. The laser damage
measurement indicated that laser annealing can effectively
enhance the laser-induced damage threshold. These results
provide sufficient evidence that the CO

2
laser-based anneal-

ing technique has a positive effect on the control of residual
stressed induced by CO

2
laser-based damage mitigation.
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