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Abstract. 
A two-dimensional scattering problem of a line source by a set of perfectly conducting circular cylinders buried in a semi-infinite medium is solved, in both TE and TM polarization. A cylindrical-wave approach is used and applied to both the field emitted by the source and the field scattered by the buried objects. Reflection and transmission of such fields through the planar interface are evaluated making use of the plane-wave spectrum of a cylindrical wave. Numerical results are presented, with checks confirming the validity of the method.


1. Introduction
Analytical and numerical techniques, to solve direct scattering by buried objects, offer useful tools in postprocessing of measured data from environmental sensing, detection of land mines, or of buried utilities, inspection of roads’ and buildings’ anomalies. Several methods are developed in the literature to solve such a scattering problem with cylinders buried below a planar interface [1–4] or embedded in a dielectric slab [5–9]. In the mentioned works, the excitation is given by a plane wave, which, propagating in a vacuum half-space, impinges on the interface with the medium hosting the objects. Less attention has been devoted to alternative kinds of excitations, with a more direct link to sources used in practical applications. As far as ground-penetrating radar investigation is considered, in most cases the excitation field is emitted by a dipole antenna [10]. Therefore, modelling such a field with a point or a line source is a more realistic assumption. In the work of D’Yakonov [11], an analytical solution to the scattering of a time-varying electromagnetic field from a point source, by a cylindrical inhomogeneity below the surface of the earth, is developed. It is assumed that the field produced by the source is parallel to the axis of the cylinder and it is constant along it. D’Yakonov’s exact solution has been extended by Ogunade [12] to get numerical results for the case of an embedded circular cylinder excited by a line current. The problem of scattering of a subterranean cylindrical inhomogeneity from a line source is solved by Howard [13] with a modified mode-matching method in conjunction with an integral equation.
In [4], the cylindrical wave approach has been used to solve scattering of a plane wave by perfectly conducting cylindrical objects buried in a dielectric half-space. The method, which is based on expansions into cylindrical waves of the fields scattered by the buried cylinders, allows to take into account in an accurate way the scatterers’ geometry. Moreover, making use of the plane-wave spectrum of a cylindrical wave [14], reflection and transmission through the planar interface between air and ground of the scattered fields, can also be evaluated. 
In this paper, in reply to a need of realistic description of the scattering scenario, the interaction of a line source with buried perfectly conducting cylinders is dealt with. As the geometry of the problem is two-dimensional, the field radiated by the source can be described by a cylindrical wave. Therefore, the CWA presented in [4] is here suitably extended to evaluate reflection in the source half-space, the transmission in the ground, and the interaction with the buried objects. In particular, reflected and transmitted cylindrical waves of zeroth order are defined, which have been numerically evaluated in order to implement the theoretical analysis into a Fortran code. 
The paper is organized as follows: in Section 2, the theoretical analysis is presented in detail, while in Section 3 some hints on the numerical implementation are given, and numerical results both in near- and far-field regions are reported.
2. Theoretical Analysis 
The geometry of the problem is depicted in Figure 1: 
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Figure 1: Geometry of the problem.


Moreover, a reference frame 
	
		
			
				R
				F
			

			

				𝑞
			

		
	
 centered on the axis of the 
	
		
			

				𝑞
			

		
	
th cylinder (
	
		
			
				𝑞
				=
				1
				,
				…
				,
				𝑁
			

		
	
) is employed, both rectangular (
	
		
			
				𝑂
				,
				𝜉
			

			

				𝑞
			

			
				,
				𝜁
			

			

				𝑞
			

		
	
) and polar (
	
		
			
				𝑂
				,
				𝜌
			

			

				𝑞
			

			
				,
				𝜃
			

			

				𝑞
			

		
	
), with 
	
		
			

				𝜉
			

			

				𝑞
			

			
				=
				𝑘
			

			

				0
			

			

				𝑥
			

			

				𝑞
			

			
				=
				𝜉
				−
				𝜒
			

			

				𝑞
			

			
				,
				𝜁
			

			

				𝑞
			

			
				=
				𝑘
			

			

				0
			

			

				𝑧
			

			

				𝑞
			

			
				=
				𝜁
				−
				𝜂
			

			

				𝑞
			

		
	
, and  
	
		
			

				𝜌
			

			

				𝑞
			

			
				=
				𝑘
			

			

				0
			

			

				𝑟
			

			

				𝑞
			

		
	
, with (
	
		
			

				𝜒
			

			

				𝑞
			

			
				,
				𝜂
			

			

				𝑞
			

		
	
) being the coordinates in MRF of the center of the 
	
		
			

				𝑞
			

		
	
th cylinder, with radius 
	
		
			

				𝛼
			

			

				𝑞
			

			
				=
				𝑘
			

			

				0
			

			

				𝑎
			

			

				𝑞
			

		
	
. 
The problem is solved by means of a scalar function V(ξ, ζ), which stands for the total field component parallel to the cylinders’ axes, that is, the electric field 
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, in TM and TE polarization, respectively. Moreover, the field V(ξ, ζ) is decomposed in each medium into a certain number of terms, that is, the excitation field 
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(ξ, ζ) from the line source, and the terms following its interaction with the interface and the cylinders. In particular, the interaction of the field 
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(ξ, ζ) in medium 0, and a transmitted field 
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(ξ, ζ) in medium 1, as shown in Figure 2(a). Taking into account the geometry of the source, the incident field 
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), and the reflected and transmitted fields are determined by means of the plane-wave spectrum of a cylindrical wave. From the interaction of the transmitted field with the buried cylinders, a field 
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(ξ, ζ) are excited, due to reflection and transmission of 
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(ξ, ζ) through the interface, respectively (Figure 2(b)). Scattered field contributions are expressed as a sum of cylindrical waves, and the plane-wave spectrum is used to cope with reflection and transmission of such waves.  
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(b)
Figure 2: Decomposition of the total field: (a) incident, reflected, and transmitted cylindrical waves; (b) scattered fields.


The line source radiates a y-directed field expressed through a Hankel function of first kind and zeroth order, with argument proportional to the distance from the source to the observation point. If the source is placed as in Figure 1, the field generated in absence of the planar interfaces and the cylinders can be written as [15]
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In a similar way, the transmitted field 
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An expression of the transmitted field in (7) as a function of polar coordinates centred on the 
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The field in (11) can also be written in the following more compact form:
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				𝑠
			

			
				(
				𝜉
				,
				𝜁
				)
				=
				𝑉
			

			
				0
				𝑁
			

			

				
			

			
				𝑞
				=
				1
				+
				∞
			

			

				
			

			
				𝑚
				=
				−
				∞
			

			

				𝑐
			

			
				𝑞
				𝑚
			

			
				C
				W
			

			

				𝑚
			

			
				
				𝑛
			

			

				1
			

			

				𝜉
			

			

				𝑞
			

			
				,
				𝑛
			

			

				1
			

			

				𝜁
			

			

				𝑞
			

			
				
				,
			

		
	

					with 
	
		
			
				C
				W
			

			

				𝑚
			

			
				(
				𝑛
			

			

				1
			

			

				𝜉
			

			

				𝑞
			

			
				,
				𝑛
			

			

				1
			

			

				𝜁
			

			

				𝑞
			

			
				)
				=
				𝐻
			

			
				𝑚
				(
				1
				)
			

			
				(
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑞
			

			
				)
				𝑒
			

			
				𝑖
				ℓ
				𝜃
			

			

				𝑞
			

		
	
, where 
	
		
			

				𝐻
			

			
				𝑚
				(
				1
				)
			

			
				(
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑞
			

			

				)
			

		
	
 is the first-kind Hankel function of order m. Making use of the addition theorem of Hankel functions, the field in (13) can be written in 
	
		
			
				R
				F
			

			

				𝑞
			

		
	
, as follows:
						
	
 		
 			
				(
				1
				4
				)
			
 		
	

	
		
			

				𝑉
			

			

				𝑠
			

			
				
				𝜉
			

			

				𝑞
			

			
				,
				𝜁
			

			

				𝑞
			

			
				
				=
				𝑉
			

			
				0
				∞
			

			

				
			

			
				ℓ
				=
				−
				∞
			

			

				𝐽
			

			

				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			
				
				𝑒
			

			
				𝑖
				ℓ
				𝜃
			

			

				𝑝
			

			

				𝑁
			

			

				
			

			
				𝑞
				=
				1
				+
				∞
			

			

				
			

			
				𝑚
				=
				−
				∞
			

			

				𝑖
			

			

				𝑚
			

			

				𝑐
			

			
				𝑞
				𝑚
			

			
				×
				
				C
				W
			

			
				𝑚
				−
				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜉
			

			
				𝑞
				𝑝
			

			
				,
				𝑛
			

			

				1
			

			

				𝜁
			

			
				𝑞
				𝑝
			

			
				
				
				1
				−
				𝛿
			

			
				𝑞
				𝑝
			

			
				
				+
				𝐻
			

			
				ℓ
				(
				1
				)
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			

				
			

			
				
			
			

				𝐽
			

			

				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			
				
				𝛿
			

			
				𝑞
				𝑝
			

			

				𝛿
			

			
				ℓ
				𝑚
			

			
				
				.
			

		
	

To express the scattered fields 
	
		
			

				𝑉
			

			
				s
				r
			

			
				(
				𝜉
				,
				𝜁
				)
			

		
	
 and 
	
		
			

				𝑉
			

			
				s
				t
			

			
				(
				𝜉
				,
				𝜁
				)
			

		
	
, the cylindrical function 
	
		
			
				C
				W
			

			

				𝑚
			

		
	
 is expanded into a Fourier spectrum 
	
		
			

				𝐹
			

			

				𝑚
			

		
	
:
						
	
 		
 			
				(
				1
				5
				)
			
 		
	

	
		
			
				C
				W
			

			

				𝑚
			

			
				1
				(
				𝜉
				,
				𝜁
				)
				=
			

			
				
			
			
				
				2
				𝜋
			

			
				+
				∞
				−
				∞
			

			

				𝐹
			

			

				𝑚
			

			
				
				𝜉
				,
				𝑛
			

			

				‖
			

			
				
				𝑒
			

			
				𝑖
				𝑛
			

			

				‖
			

			

				𝜁
			

			
				𝑑
				𝑛
			

			

				‖
			

			

				,
			

		
	

					and the explicit expression of  the spectrum is given by
						
	
 		
 			
				(
				1
				6
				)
			
 		
	

	
		
			

				𝐹
			

			

				𝑚
			

			
				
				𝜉
				,
				𝑛
			

			

				‖
			

			
				
				=
				2
				𝑒
			

			
				
				𝑖
				|
				𝜉
				|
			

			
				
			
			
				1
				−
				𝑛
			

			
				2
				‖
			

			
				
			
			

				
			

			
				
			
			
				1
				−
				𝑛
			

			
				2
				‖
			

			
				
				𝑒
			

			
				−
				𝑖
				𝑚
			

			
				a
				r
				c
				c
				o
				s
			

			

				𝑛
			

			

				‖
			

			
				𝑒
				,
				𝜉
				≥
				0
				,
			

			
				𝑖
				𝑚
			

			
				a
				r
				c
				c
				o
				s
			

			

				𝑛
			

			

				‖
			

			
				,
				𝜉
				≤
				0
				.
			

		
	

The scattered-reflected field 
	
		
			

				𝑉
			

			
				s
				r
			

			
				(
				𝜉
				,
				𝜁
				)
			

		
	
 is the sum of the fields scattered by each cylinder and reflected by the interface. In particular, reflected cylindrical waves are defined as basis functions of the scattered-reflected field, which are obtained by evaluating the reflection on each plane wave of the spectrum (16): 
						
	
 		
 			
				(
				1
				7
				)
			
 		
	

	
		
			
				R
				W
			

			

				𝑚
			

			
				
				𝑛
			

			

				1
			

			
				𝜉
				,
				𝑛
			

			

				1
			

			
				𝜁
				
				=
				1
			

			
				
			
			
				
				2
				𝜋
			

			
				+
				∞
				−
				∞
			

			

				Γ
			

			
				1
				0
			

			
				
				𝑛
			

			

				‖
			

			
				
				𝐹
			

			

				𝑚
			

			
				
				𝑛
			

			

				1
			

			
				𝜉
				,
				𝑛
			

			

				‖
			

			
				
				𝑒
			

			
				𝑖
				𝑛
			

			

				1
			

			

				𝑛
			

			

				‖
			

			

				𝜁
			

			
				𝑑
				𝑛
			

			

				‖
			

			

				.
			

		
	

Thus, the scattered-reflected field is 
						
	
 		
 			
				(
				1
				8
				)
			
 		
	

	
		
			

				𝑉
			

			
				s
				r
			

			
				(
				𝜉
				,
				𝜁
				)
				=
				𝑉
			

			
				0
				𝑁
			

			

				
			

			
				𝑞
				=
				1
				+
				∞
			

			

				
			

			
				𝑚
				=
				−
				∞
			

			

				𝑐
			

			
				𝑞
				𝑚
			

			
				R
				W
			

			

				𝑚
			

			
				
				𝑛
			

			

				1
			

			
				
				−
				2
				𝜒
			

			

				𝑞
			

			
				−
				𝜉
			

			

				𝑞
			

			
				
				,
				𝑛
			

			

				1
			

			

				𝜁
			

			

				𝑞
			

			
				
				.
			

		
	

An expression of the scattered field in medium 1, which is a function of polar coordinates centred on the 
	
		
			

				𝑝
			

		
	
th cylinder, is used when boundary conditions are imposed:
						
	
 		
 			
				(
				1
				9
				)
			
 		
	

	
		
			

				𝑉
			

			
				s
				r
			

			
				(
				𝜉
				,
				𝜁
				)
				=
				𝑉
			

			
				0
				+
				∞
			

			

				
			

			
				ℓ
				=
				−
				∞
			

			

				𝐽
			

			

				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			
				
				𝑒
			

			
				𝑖
				ℓ
				𝜃
			

			

				𝑝
			

			

				𝑁
			

			

				
			

			
				𝑞
				=
				1
				+
				∞
			

			

				
			

			
				𝑚
				=
				−
				∞
			

			

				𝑐
			

			
				𝑞
				𝑚
			

			
				R
				W
			

			
				𝑚
				+
				ℓ
			

			
				×
				
				−
				𝑛
			

			

				1
			

			
				
				𝜒
			

			

				𝑞
			

			
				+
				𝜒
			

			

				𝑝
			

			
				
				,
				𝑛
			

			

				1
			

			
				
				𝜂
			

			

				𝑞
			

			
				−
				𝜂
			

			

				𝑝
			

			
				.
				
				
			

		
	

Equation (19) is obtained from (18), making use of (16) and (17), and of the expansion of a plane wave into Bessel functions. 
Transmitted cylindrical waves are defined as basis functions of the scattered-transmitted field:
						
	
 		
 			
				(
				2
				0
				)
			
 		
	

	
		
			
				T
				W
			

			

				𝑚
			

			
				1
				(
				𝜉
				,
				𝜁
				,
				𝜒
				)
				=
			

			
				
			
			
				
				2
				𝜋
			

			
				+
				∞
				−
				∞
			

			

				𝑇
			

			
				1
				0
			

			
				
				𝑛
			

			

				‖
			

			
				
				𝐹
			

			

				𝑚
			

			
				
				−
				𝑛
			

			

				1
			

			
				𝜒
				,
				𝑛
			

			

				‖
			

			
				
				×
				𝑒
			

			
				
				−
				𝑖
			

			
				
			
			
				1
				−
				(
				𝑛
			

			

				1
			

			

				𝑛
			

			

				‖
			

			

				)
			

			

				2
			

			
				(
				𝜉
				+
				𝜒
				)
			

			

				𝑒
			

			
				𝑖
				𝑛
			

			

				1
			

			

				𝑛
			

			

				‖
			

			

				𝜁
			

			
				𝑑
				𝑛
			

			

				‖
			

			

				,
			

		
	

					which is defined as follows:
						
	
 		
 			
				(
				2
				1
				)
			
 		
	

	
		
			

				𝑉
			

			
				s
				t
			

			
				(
				𝜉
				,
				𝜁
				)
				=
				𝑉
			

			
				0
				𝑁
			

			

				
			

			
				𝑞
				=
				1
				+
				∞
			

			

				
			

			
				𝑚
				=
				−
				∞
			

			

				𝑐
			

			
				𝑞
				𝑚
			

			
				T
				W
			

			

				𝑚
			

			
				
				𝜉
			

			

				𝑞
			

			
				,
				𝜁
			

			

				𝑞
			

			
				,
				𝜒
			

			

				𝑞
			

			
				
				.
			

		
	

Under the hypothesis of perfectly conducting cylinders, boundary conditions of zero electric field on the cylinders’ surface are imposed, which are 
						
	
 		
 			
				(
				2
				2
				)
			
 		
	

	
		
			

				𝑉
			

			

				𝑡
			

			
				+
				𝑉
			

			

				𝑠
			

			
				+
				𝑉
			

			
				s
				r
			

			
				|
				|
			

			

				𝜌
			

			

				𝑝
			

			
				=
				𝛼
			

			

				𝑝
			

			
				=
				0
				,
			

		
	

					in TM polarization, and
						
	
 		
 			
				(
				2
				3
				)
			
 		
	

	
		
			

				𝜕
			

			
				
			
			
				𝜕
				𝜌
			

			

				𝑝
			

			
				
				𝑉
			

			

				𝑡
			

			
				+
				𝑉
			

			

				𝑠
			

			
				+
				𝑉
			

			
				s
				r
			

			
				
				|
				|
				|
				|
			

			

				𝜌
			

			

				𝑝
			

			
				=
				𝛼
			

			

				𝑝
			

			
				=
				0
				,
			

		
	

					in TE polarization.
From boundary conditions (22) and (23), a linear system in the unknown expansion coefficients 
	
		
			

				𝑐
			

			
				𝑞
				𝑚
			

		
	
 is derived:
						
	
 		
 			
				(
				2
				4
				)
			
 		
	

	
		
			

				𝑁
			

			

				
			

			
				𝑞
				=
				1
				+
				∞
			

			

				
			

			
				𝑚
				=
				−
				∞
			

			

				𝐴
			

			
				ℓ
				𝑚
				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				𝑞
				𝑝
			

			

				𝑐
			

			
				𝑞
				𝑚
			

			
				=
				𝐵
			

			
				ℓ
				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				𝑝
			

			
				𝑝
				=
				1
				,
				…
				,
				𝑁
				,
				ℓ
				=
				0
				,
				±
				1
				,
				…
				,
				±
				∞
				,
			

		
	

					with
						
	
 		
 			
				(
				2
				5
				)
			
 		
	

	
		
			

				𝐴
			

			
				ℓ
				𝑚
				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				𝑞
				𝑝
			

			
				=
				𝑖
			

			
				−
				ℓ
			

			

				𝐺
			

			

				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			
				
				×
				
				C
				W
			

			
				𝑚
				−
				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜉
			

			
				𝑞
				𝑝
			

			
				,
				𝑛
			

			

				1
			

			

				𝜁
			

			
				𝑞
				𝑝
			

			
				
				
				1
				−
				𝛿
			

			
				𝑞
				𝑝
			

			
				
				+
				R
				W
			

			
				𝑚
				+
				ℓ
			

			
				
				−
				𝑛
			

			

				1
			

			
				
				𝜒
			

			

				𝑞
			

			
				+
				𝜒
			

			

				𝑝
			

			
				
				,
				𝑛
			

			

				1
			

			
				
				𝜂
			

			

				𝑞
			

			
				−
				𝜂
			

			

				𝑝
			

			
				+
				𝛿
				
				
			

			
				𝑞
				𝑝
			

			

				𝛿
			

			
				ℓ
				𝑚
			

			
				
			
			

				𝐺
			

			

				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			
				
				
				,
				𝐵
			

			
				ℓ
				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				𝑝
			

			
				=
				−
				𝐺
			

			

				(
			

			
				T
				M
			

			

				,
			

			
				T
				E
			

			
				)
				ℓ
			

			
				
				𝑛
			

			

				1
			

			

				𝜌
			

			

				𝑝
			

			
				
				T
				W
			

			
				0
				,
				ℓ
			

			
				
				𝜒
			

			

				𝑝
			

			
				,
				𝜂
			

			

				𝑝
			

			
				−
				𝜂
			

			

				𝐿
			

			
				,
				−
				𝜒
			

			

				𝐿
			

			
				
				,
			

		
	

					where 
	
		
			

				𝐺
			

			

				(
			

			
				T
				M
			

			
				)
				ℓ
			

			
				(
				⋅
				)
				=
				𝐽
			

			

				ℓ
			

			
				(
				⋅
				)
				/
				𝐻
			

			
				ℓ
				(
				1
				)
			

			
				(
				⋅
				)
			

		
	
 and 
	
		
			

				𝐺
			

			

				(
			

			
				T
				E
			

			
				)
				ℓ
			

			
				(
				⋅
				)
				=
				𝐽
			

			
				
				ℓ
			

			
				(
				⋅
				)
				/
				𝐻
			

			
				ℓ
				
				(
				1
				)
			

			
				(
				⋅
				)
			

		
	
.
3. Numerical Results
The numerical implementation of the analytical method presented in Section 2 has been performed according to criteria of accuracy. As to solve system (24), a truncation on the cylindrical orders given by 
	
		
			

				𝑚
			

		
	
 and 
	
		
			

				ℓ
			

		
	
 to a finite number of terms is needed, and the rule 
	
		
			

				𝑀
			

			

				𝑡
			

			
				=
				⌊
				3
				𝑛
			

			

				1
			

			
				𝛼
				⌋
			

		
	
 [16], with 
	
		
			

				𝛼
			

		
	
 being the radius of the largest cylinder, has been employed, with a good compromise between accuracy and computational heaviness. A numerical evaluation of Cylindrical Functions relevant to the spectral integrals (6), (8), (17), and (20) is also needed. Suitable algorithms have been developed in [17] for the evaluation of Reflected Cylindrical Functions 
	
		
			
				R
				W
			

			

				𝑚
			

		
	
 defined in (18), and they have been generalized in [18] to the evaluation of Transmitted Cylindrical Functions 
	
		
			
				T
				W
			

			

				𝑚
			

		
	
 reported in (20). The developed algorithms take into account the infinite extension of the integration domain, and they detect where the spectrum of each wave function is oscillating and evanescent, applying a different integration procedure. On oscillating integrands, a further decomposition of the integration domain is applied making use of adaptive techniques, and Gaussian quadrature rules are employed. As to the evanescent part of the spectrum, it is decomposed into a suitable number of subintervals, where fixed low-order Gauss-Legendre rules are applied.
The Reflected Cylindrical Function of zeroth order 
	
		
			
				R
				W
			

			

				0
			

		
	
 in (6) can be easily evaluated applying the algorithm developed in [17], while a modified integration algorithm has been developed for the evaluation of the Transmitted Cylindrical Functions of zeroth order 
	
		
			
				T
				W
			

			

				0
			

		
	
 in (8). With the transmitted field expressed in a cylindrical frame centred on the axis of the 
	
		
			

				𝑝
			

		
	
th cylinder, as in (11), the 
	
		
			
				T
				W
			

			

				0
			

		
	
 is expressed as follows:
						
	
 		
 			
				(
				2
				6
				)
			
 		
	

	
		
			
				T
				W
			

			

				0
			

			
				
				𝜒
			

			

				𝑝
			

			
				,
				𝜂
			

			

				𝑝
			

			
				−
				𝜂
			

			

				𝐿
			

			
				;
				−
				𝜒
			

			

				𝐿
			

			
				
				=
				1
			

			
				
			
			
				
				2
				𝜋
			

			
				+
				∞
				−
				∞
			

			

				𝑇
			

			
				0
				1
			

			
				
				𝑛
			

			

				‖
			

			
				
				𝐹
			

			

				0
			

			
				
				−
				𝜒
			

			

				𝐿
			

			
				,
				𝑛
			

			

				‖
			

			
				
				×
				𝑒
			

			
				𝑖
				𝑛
			

			

				1
			

			

				
			

			
				
			
			
				1
				−
				(
				𝑛
			

			

				‖
			

			
				/
				𝑛
			

			

				1
			

			

				)
			

			

				2
			

			

				𝜒
			

			

				𝑃
			

			

				𝑒
			

			
				𝑖
				𝑛
			

			

				‖
			

			
				(
				𝜂
			

			

				𝑃
			

			
				−
				𝜂
			

			

				𝐿
			

			

				)
			

			
				×
				𝑒
			

			
				−
				𝑖
				ℓ
				a
				r
				c
				t
				a
				n
				[
				𝑛
			

			

				‖
			

			
				/
				
			

			
				
			
			
				1
				−
				(
				𝑛
			

			

				‖
			

			
				/
				𝑛
			

			

				1
			

			

				)
			

			

				2
			

			

				]
			

			
				𝑑
				𝑛
			

			

				‖
			

			

				.
			

		
	

Comparing (26) to (20), the additional term 
	
		
			

				𝑒
			

			
				−
				𝑖
				ℓ
				a
				r
				c
				t
				a
				n
				[
				𝑛
			

			
				|
				|
			

			
				/
				
			

			
				
			
			
				1
				−
				(
				𝑛
			

			

				‖
			

			
				/
				𝑛
			

			

				1
			

			

				)
			

			

				2
			

			

				]
			

		
	
 appears in (26). Therefore, a different decomposition and evaluation have been applied, following the general rules of the algorithm in [18].
Some checks of convergence have been performed on the implemented numerical code, as the one reported in Figure 3, where the scattered far field from a plane-wave excitation is compared to the one from a line source, which is placed at an increasing distance from the interface. A perfectly conducting cylinder of normalized radius 
	
		
			
				𝛼
				=
				1
			

		
	
, centered in 
	
		
			
				𝜒
				=
				2
				.
				5
				7
			

		
	
 and 
	
		
			
				𝜂
				=
				0
			

		
	
, has been simulated. The refractive index of the lower medium is 
	
		
			

				𝑛
			

			

				1
			

			
				=
				2
			

		
	
, and the polarization state is TM. The line source has been centred on 
	
		
			

				𝜂
			

			

				𝐿
			

			
				=
				0
			

		
	
, and placed at three different distances 
	
		
			

				𝜒
			

			

				𝐿
			

		
	
 = −0.5, −2, −5 from the interface. A good convergence to the scattered field by a plane-wave excitation can be observed, as the cylindrical wave front is moved away from the interface. In particular, in the cases 
	
		
			

				𝜒
			

			

				𝐿
			

			
				=
				−
				2
			

		
	
 and 
	
		
			

				𝜒
			

			

				𝐿
			

			
				=
				−
				5
			

		
	
 the curves are superimposed to the plane wave results. Accuracy of results is shown in Figure 4, for the case of scattered field due to a line source placed in 
	
		
			

				𝜒
			

			

				𝐿
			

			
				=
				−
				2
			

		
	
. Truncation on cylindrical functions is applied according to the rule 
	
		
			

				𝑀
			

			

				𝑡
			

			
				=
				⌊
				3
				𝑛
			

			

				1
			

			
				𝛼
				⌋
			

		
	
, and with the given parameters it yields 
	
		
			

				𝑀
			

			

				𝑡
			

			
				=
				6
			

		
	
. Scattered-transmitted field is then evaluated increasing the order 
	
		
			

				𝑀
			

			

				𝑡
			

		
	
 to 
	
		
			

				𝑀
			

			

				𝑡
			

			
				+
				1
				=
				7
			

		
	
 and 
	
		
			

				𝑀
			

			

				𝑡
			

			
				+
				2
				=
				8
			

		
	
. In Figure 4, the absolute value of the difference between scattered-transmitted fields evaluated for two consecutive value of 
	
		
			

				𝑀
			

			

				𝑡
			

		
	
 is displayed, confirming the accuracy of the rule 
	
		
			

				𝑀
			

			

				𝑡
			

			
				=
				⌊
				3
				𝑛
			

			

				1
			

			
				𝛼
				⌋
			

		
	
.




	
	



	
	
	



	
	
	



	
	
	



	
	
	



	
	
	


	
	
	


	



	
	
	




	
	
	



	
	
	


	


	


	
	
	


	


	
		


	
		


	
		


	
		
		
		
		
		
		
		
		
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
			
		
		
			
		
		
			
		
		
			
		
		
			
		
		
			
			
			
			
			
			
		
	


	
		
			
		
		
			
		
		
			
		
		
			
		
	


	
		
			
			
			
		
	

Figure 3: Scattered far-field diagram of a perfectly conducting cylinder (
	
		
			
				𝛼
				=
				1
			

		
	
, 
	
		
			
				𝜒
				=
				2
				.
				5
				7
			

		
	
, 
	
		
			
				𝜂
				=
				0
			

		
	
, 
	
		
			

				𝑛
			

			

				1
			

			
				=
				2
			

		
	
, TM polarization) by a line source centred on 
	
		
			

				𝜂
			

			

				𝐿
			

			
				=
				0
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Figure 4: Check of accuracy on results in Figure 3, in the case of line source in 
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, increasing the truncation order on cylindrical functions 
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The check of convergence to plane-wave excitation is proposed also in the near field, in Figure 5. The simulated parameters are the same as in Figure 3, and the scattered field is now observed along a line parallel to the interface, placed at the normalized distance 
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 to the plane wave one can be observed.
















	




	




	
	




	
	


	
	


	




	
	
	




	
	
	




	
	
	




	
	
	


	


	
	


	
	


	


	
		


	
		


	
		


	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	


	
		
	
	
		
	


	
		
			
		
	


	
		
		
		
		
		
		
		
		
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
			
		
		
			
		
		
			
		
		
			
		
		
			
		
		
			
			
			
			
			
			
		
	

Figure 5: Scattered near-field diagram of a perfectly conducting cylinder (
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, 
	
		
			
				𝜂
				=
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, TM polarization) by a line source centred on 
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 and placed at different positions 
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. The field is evaluated at 
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, and results are compared to the scattered field by a plane-wave excitation.


A case of interaction between two identical cylinders of radius 
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Figure 6: Scattered near-field diagram of two perfectly conducting cylinders (
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. Results are evaluated at the distance 
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.


4. Conclusions
A theoretical method to solve the two-dimensional scattering of a line source by a set of perfectly conducting cylinders buried in a dielectric half-space has been presented. The CWA has been used to express both the source radiation and its interaction with the interface as well as the scattered fields by the cylinders. The method can deal with TM or TE polarization states and gives solutions both in the near and far field. Results of its numerical implementation have been presented, which have been obtained through an accurate evaluation of spectral integrals. 
As future work, the presented analysis, carried out in the spectral domain, will be extended to a time-domain solution following an approach analogous to the one developed in [19] for pulsed plane-wave excitation. A possible extension of the method may also consider a lossy dielectric half-space, extending the approach developed in [20, 21] for monochromatic plane-wave excitation.  The scattered field would be represented as an expansion of Hankel’s functions of complex argument. As to Reflected and Transmitted Cylindrical Functions, used both to express reflection and transmission of the incident wave and as basis functions of the scattered-reflected and scattered-transmitted fields, the general definitions presented in the lossless case are still applied, apart from replacing the real refraction index of the lower medium with a complex one. The algorithm developed in [17] for the evaluation of the spectral integrals in the lossless case may still be applied, although the complex reflection index would lead to a different behaviour of the integrand both on the evanescent and homogeneous parts of the spectrum.
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