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The slurries-containing tetra-n-butyl ammonium bromide (TBAB) solution and its semiclathrate hydrate have attracted a lot of
interest as latent heat transport media. These hydrate slurries contain some microparticles of crystal, and the size and shape of these
hydrate particles could affect the mobility of slurries. Hence, it is essential to investigate the efficient hydrate-slurry preparation
methods and the effect of hydrate particles on the fluid property of slurries for the application to latent heat transport media. In the
present study, the effect of agitation on particle size distribution and aggregation of particles was studied to prepare easily flowing
TBAB hydrate slurries that were suitable for fluid transport. First of all, the effects of impeller rotational speed and impeller type
on the particle size and frequency of aggregation were investigated. The results suggested that the particle size distribution and the
frequency of particle aggregation are strongly affected by the intensity of shear rate and its uniformity, which was controllable with
impeller type and its rotation speed.

1. Introduction

Recently, a large-scale district (regional) cooling system has
attracted attention of many researchers because it works
on saving energy and global sustainability due to its high
performance of utilization of exhausted heat from large
plants or factories [1]. In such system, the pumping energy
loss due to the transportation of heat media is not small. To
solve this problem, a high-density heat transportation system
involving slurries with phase change materials (hereafter,
PCM) having latent heat has been developed, for example,
ice/water slurries [2]. The utilization of such PCM slurries
can reduce flow rate of heat media, since latent heat of
some materials is much larger than sensible heat. Fukushima
et al. [3] reported the ability of slurries-containing tetra-n-
butyl ammonium bromide (hereafter, TBAB) semiclathrate
hydrate and its solution as latent-heat transport media,
which was more favorable than ice/water system because they
can be operated at relatively high temperature (ca. 285 K)
and atmospheric pressure. Unlike ordinary gas hydrates,
in these semiclathrate hydrates, the quaternary ammonium
cation and anion are incorporated with the hydrogen bonds

of water molecules to construct the hydrate cage [4]. In
addition, four butyl groups are one-by-one encaged with a
large cage separately in this semiclathrate system. There are
various reports about the crystal structure and the role of
bromine for the TBAB hydrates [4, 5]. The hydration num-
bers of these structures are 26 and 38, which are described as
Type A (tetragonal) and Type B (orthorhombic), respectively
[5, 6]. The concentration of aqueous TBAB solutions results
in differences of the crystal structure and thermodynamic
stability of TBAB hydrate. TBAB semiclathrate hydrates
have become the subject of much attention as an attractive
medium for not only refrigerant but also H2 storage [7–9].

There are a few reports about thermodynamic properties
such as phase equilibria and dissociation enthalpy of TBAB
hydrate [10] and about rheological property of these hydrate
slurries [11] for the application to latent heat transport
media. These hydrate slurries contain some microparticles of
crystal, and the size and shape of these hydrate particles may
affect the mobility of slurries. In addition, with the view
of heat conductivity, it is necessary to make hydrate parti-
cles smaller and subglobular and to control their agglom-
erating property so that hydrate particles dissociate rapidly
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and uniformly. Therefore, it is essential to investigate the
efficient preparation method of hydrate slurries and the
effect of hydrate particles on the fluid property of slurries
for the application to latent heat transport media. There
are some reference papers that investigate the effect of
impeller agitation and bottom shape of stirred tank on
the particle-size distribution and/or dispersion efficiency in
the suspension systems containing polymer particles [12–
14]. There, the dispersion efficiency such as the agitating
speed for complete floating of solid particles was mainly
investigated. In addition, some unique and complicated
techniques such as multistage impeller system and unsteady
agitation were usually utilized for the dispersion of solid
particles. However, there are few findings that discuss the
basic relation between the particle size and/or shape and
the intensity and configuration of shear field. Furthermore,
there is no report about the control of particle property for
clathrate hydrates by means of impeller agitation.

Generally, impeller agitation has been adopted as the
method for efficient crystallization of hydrate particles.
However, there are few reports about the control of particle
property for clathrate hydrates by means of impeller agita-
tion. In the present study, we aim at searching for the favor-
able condition of agitation that minimizes the total power
needed for both agitation and pumping of the prepared
hydrate slurries and the effect of agitation on particle-size
distribution and aggregation of particles to prepare TBAB
hydrate slurries that easily flow and are suitable for fluid
transport. In this paper, the effects of impeller rotational
speed and impeller type on the particle size and frequency
of aggregation are investigated. In addition, the key factor
to control particle characteristics in TBAB hydrate slurries
is briefly discussed.

2. Experimental Section

2.1. Materials. Research grade TBAB (mole fraction purity
0.980) was obtained from Wako Pure Chemical Industries,
Ltd. TBAB was used without further purifications. In addi-
tion, deionized water was produced using water-manufactur-
ing equipment made by Nihon Millipore K. K.

2.2. Apparatus and Procedures. The experimental apparatus
in the present study consisted of the following parts: acrylic
cylindrical vessel (diameter, D: 120 mm, height, H : 200 mm,
handcrafted), three types of agitating impellers (hand-
crafted), agitating motors (HEIDON, BLh-300), torque
meter (type: YT, Shintou Kagaku, Co., Ltd.), temperature
controller (TAITEC, CL-80R), and CCD camera (KEYENCE,
VH5910). Figure 1 shows the details of three types of agitat-
ing impellers used in the present study: two-bladed paddle
(2-BP), Maxblend (Sumitomo Heavy Industries, Ltd., MB),
and rotational cylinder (RC). The 2-BP impeller was located
at a height of 60 mm. The diameter of shaft was 8 mm. Four
baffles (width: 12 mm) were attached in the vessel with 2-
BP and MB, while no baffle was attached in the case of
RC because uniform flow field was created. In addition, the
characteristics of three impellers are summarized in Table 1

Table 1: The characteristics of three impellers used in the present
study.

nr (rpm) 2-BP MB RC

K — 10 20 —

γav (s−1)
100 17 33 10.5

200 — — 21.0

300 50 100 31.5

Uniformity of
shear rate

— Low Middle High
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Figure 1: The schematic illustration of three types of impellers used
in the present study (the unit of length is mm).

(details for the velocity field of three types of impeller are
shown in the former part of Section 3). The average shear
rate, γav can be calculated by use of Metzner and Otto’s
equation [15] as follows:

γav = K · nr , (1)

where K (depending on the type of impeller) and nr stand
for Metzner and Otto’s constant and the rotation speed of
impeller, respectively. In this case, K was equivalent to 10 for
2-BP and 20 for MB, respectively, which was estimated and
correlated systematically by Kamei et al. [16]. In the case of
RC (simple shear field), γav can be generally estimated by the
following equation:

γav =
(
2πnr y

)

(
1− y

) , (2)

where y stands for the diameter ratio of cylinder and vessel
(in the present study, y = 0.5). The γav values are also listed
in Table 1 with K value.

Figure 2 shows the thermodynamic stability of TBAB
hydrate (temperature, T-concentration, C diagram) at atmo-
spheric pressure. The TBAB hydrate is stable at the tem-
peratures below the line that is equivalent to the stability
boundary of TBAB hydrate. As shown in Figure 2, the
stoichiometric concentration of Type A TBAB hydrate is
40.5 wt% where the TBAB hydrate can exist stably at ca.
285 K. In the present study, the hydrate fraction in slurries,
and Hf was determined by the following equation:

Hf =
(
Ci − Ceq

)

(
Cs − Ceq

) , (3)
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Figure 2: Temperature composition diagram for the TBAB + water
mixed system containing stability boundary of Type A (tetragonal)
hydrate [3, 10].

where Ci, Ceq, and Cs stand for the initial concentration of
TBAB in aqueous solution, steady concentration of TBAB in
the liquid phase of slurries, and stoichiometric concentration
of Type A TBAB hydrate, respectively. In general, Hf

decreases monotonically as temperature rises. In the present
study, 20 wt% of TBAB in aqueous solution was adopted as a
working fluid.

Firstly, the working fluid (20 wt% solution of TBAB)
was poured into the vessel up to 120 mm (liquid height,
h = D). Then, the fluid was cooled down up to 280.6 K
(subcooling degree is ca. 0.7 K and then Hf = ca. 0.1)
and the rotation of impeller was started. After the system
reached the cyclostationary state, some seed crystals of Type
A TBAB hydrate, which were prepared in advance and
annealed at 280.6 K, were injected into the vessel, and then
crystallization occurred. Raman spectroscopy preliminarily
revealed that only Type A TBAB hydrate formed under the
present experimental conditions [8]. In this case, it was
confirmed that the particles of TBAB hydrate reached the
steady state after an hour. Hence, appropriate amount of
hydrate particles was removed up from the mother fluid and
observed by use of CCD camera on the petri dish that was
chilled with Peltier device. Typical picture of hydrate particles
was shown in Figure 3. In the present study, 500 particles in
total were used for particle size analyses of each experimental
run. The particle diameter was defined as the major axis
of rod-like hydrate particle. In addition, the aggregation
particle was defined as the particle that consisted of more
than two particles. The density of Type A TBAB hydrate
particle was measured by means of falling ball method.
The density of hydrate particle was comparable with the
theoretical value, which could be calculated from the lattice
constant of unit cell for tetragonal Type A TBAB hydrate.
Additionally, it was slightly larger than that of aqueous

Table 2: The summary of experimental results. The average diam-
eter means the overall average value of all TBAB hydrate particles
observed in each experimental run.

Impeller nr (rpm)
Average

diameter (mm)
Aggregation

frequency (%)
P (W)

2-BP
100 1.32 14.1 0.02

300 1.16 1.5 0.21

MB
100 1.13 6.3 0.04

300 0.77 0.4 1.08

RC
100 0.75 20.1 0.01

200 0.75 16.6 0.03

300 0.76 16.2 0.09

solution. In this case, upward flows above a certain level by
external force such as impeller rotation are required to float
solid particles completely, which is well known as a criterion
of impeller rotational speed for the complete floating of solid
particles [17]. In the present study, impeller rotational speed
in all experiments was more than this threshold value. Hence,
it is reasonable to decide that the hydrate particles float
completely and well dispersed in the vessel.

The required power for mixing, P, was obtained from
rotational torque, Tr , of impeller shaft by the following
equation:

P = 2πnrTr . (4)

3. Results and Discussion

Prior to experiments, the flow velocity vector patterns of
three types of impeller were obtained from the numerical
simulation by the use of commercial CFD software, Rflow
(RFLOW, Co., Ltd.). Figure 4 shows the flow velocity vector
patterns of (a) 2-BP (with 4 baffles), (b) MB (with 4 baffles),
and (c) RC (without baffles). The density and viscosity of
fluid were set equal to those of TBAB aqueous solution
(1080 kg/m3 and 0.003 Pa·s, resp.), and general k-ε model
was adopted as a turbulent flow model. In calculations, the
nr was set at 100 rpm. As it can be seen in Figure 4, 2-
BP generates nonuniform velocity field in both vertical and
horizontal directions, where flow velocity is locally high near
the impeller and low near the wall. On the other hand, in
the case of RC, uniform circulating flow (a large vortex) is
vertically generated, and, in particular, uniform rotational
flow is circumferentially created. In the case of MB, although
there are locally high and/or low flow regions, overall
relatively uniform circulating flow is vertically generated. At
nr = 300 rpm, the flow is somewhat intensified, while the
flow pattern remains the same in all impellers.

The Experimental Data. Particle size and distribution, aggre-
gation frequency of particles, and required power for the
agitation of slurries obtained in the present study are
summarized in Table 2. Hereafter, the detailed discussion
about the difference in results for the three impellers is given
in each section.
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Figure 3: The photos of TBAB hydrate; (a) typical rod-like particles, (b) typical aggregation particles.

3.1. Particle Size and Its Distribution. Figure 5 shows the
particle diameter of TBAB hydrates and its distribution for
three types of impeller. In the case with 2-BP and RC,
the particle diameter and its distribution do not change
with the increase in shear rate. On the other hand, they
change drastically as shear rate increases in the case with
MB. This indicates that the growth of hydrate particle is
suppressed considerably under the shear conditions above
a certain level. In addition, even though the average shear
rate of RC is lowest among three impellers at the equal
speed of impeller rotation, the particle diameter and its
distribution are relatively small in RC. Hence, the uniformity
of shear rate is one of dominant factors for the control
of particle diameter and its distribution. In fact, the 2-BP
that generates nonuniform flow field exhibits broad size
distribution characteristics of hydrate particles. Although the
shear rate of MB is inhomogeneous compared with that of
RC, the average shear rate of MB at nr = 300 rpm is relatively
very high (Table 1). Consequently, it is suggested that the
local region of low shear rate can be kept away in the MB due
to its large area of blade and particle diameter would become
small.

3.2. Aggregation Frequency of Hydrate Particle. The open
symbols in Figure 6 stand for the aggregation frequency
of hydrate particles. The aggregation frequency becomes
smaller in the order of RC, 2-BP, and MB. In addition, it
becomes small as the shear rate increases. This indicates
that the aggregation of hydrate particles is suppressed by
the collision between hydrate particles and impeller blades
and/or baffles, and the presence of field of locally high shear
rate.

3.3. Required Power for the Agitation of Hydrate Slurries. The
closed symbols in Figure 6 represent the required power to
agitate hydrate slurries. As mentioned previously, MB can
create the flow field that has a distinct advantage for the
control of hydrate particles and limit their aggregation. As
expected, however, the required power for agitation in MB is

extremely large compared to the other impellers, which is due
to the relatively large area of its impeller blade. Incidentally, it
is experimentally confirmed that the required power for the
agitation of hydrate slurries is almost same as (slightly larger
than) that of aqueous solution under the present conditions
of hydrate fraction, where the difference between them is at
most ca. 0.002 W.

3.4. Conceptual Impeller for Efficient Agitation of TBAB Hy-
drate Slurries. Based on the present experimental results, to
prepare the hydrate particles that have small diameter and
sharp distribution of diameter, three factors are essential.
They are (1) uniformity of shear rate, (2) absence of the
local region of low shear rate, and (3) presence of field that
has locally high shear rate (or the collision between hydrate
particles and impeller blade). Herein, a conceptual impeller
that can satisfy above key factors was developed. Figure 7
shows the schematic illustration of this conceptual impeller,
velocity vector of its pattern of flow, and its characteristics
of generated hydrate particle. As shown in Figure 7(a),
this conceptual impeller consists of 2-bladed paddle blade
(bottom) and cylinder (top). Figure 7(b) indicates that this
conceptual impeller can generate both the region of locally
high shear rate (bottom side) and that of uniform shear rate
(top side) at the same time. As a result, the uniform and
nearly steady circulating flow can be generated. Needless to
say, this impeller can prevent the region of low shear rate.
In addition, it is expected that the part of impeller blade
can prevent the aggregation of hydrate particles. In fact, as
shown in Figure 7(c), this conceptual impeller can prepare
TBAB hydrate particles that have uniform diameter, and their
average diameter is relatively small (0.804 mm). Additionally,
the aggregation frequency of TBAB hydrate for this impeller
is relatively low (5.6%) and the required power is also low
(0.180 W). After all, this conceptual impeller manufactured
based on some experimentally obtained dominant factors
has good performance for the preparation of TBAB hydrate
particles. The findings obtained in the present study are
useful for the development of new impeller, which is suitable
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Figure 4: The flow velocity-vector patterns of three types of impellers in the vertical and horizontal directions (cross-section containing
impeller blade and shaft) (nr = 100 rpm); (a) 2-BP (with 4 baffles), (b) MB (with 4 baffles), (c) RC (without baffles).

for the preparation of TBAB hydrate slurries that easily flow
and are suitable for fluid transport.

4. Conclusion

To prepare TBAB hydrate slurries that easily flow and are
suitable for fluid transport, the effects of impeller rota-
tional speed and impeller type on the particle size and
frequency of aggregation have been investigated. The exper-
imental findings are simply summarized in Table 3. For the

preparation of hydrate particles that have small diameter
and sharp distribution of diameter, three factors and their
balances are essential as follows: (1) uniformity of shear rate,
(2) absence of the region of low shear rate, and (3) presence
of field that has locally high shear rate. Based on these factors,
a new conceptual impeller has been proposed, which consists
of 2-bladed paddle blade (bottom) and cylinder (top). This
conceptual impeller has succeeded in the preparation of
smaller and uniform TBAB hydrate particles with relatively
low agitation power.
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Figure 5: The particle diameter of TBAB hydrate and its distribution for three types of impeller; (a) nr = 100 rpm, (b) nr = 300 rpm.

0

5

10

15

20

25

0

0.2

0.4

0.6

0.8

1.2

100 200 300

1

A
gg

re
ga

ti
on

 fr
eq

u
en

cy
 (

%
)

2-BP
MB
RC

P
(W

)

nr (rpm)

Figure 6: The aggregation frequency of hydrate particles (open
symbols, left axis) and required power to agitate hydrate slurries
(closed symbols, right axis) for three types of impeller.

Notations

C: Concentration, wt%
D: Diameter of vessel, m
H: Height of vessel, m

Table 3: The relative results of important factors for the preparation
of TBAB hydrate slurries in various impellers. Herein, the boundary
between “small” and “large” is defined at the value of 1.0 mm
(particle diameter) and 1.0 W (required power). The indexes of
“low” and “high” mean the value of <5% and >10%, respectively,
and “middle” does the value between them.

Impeller nr (rpm)
Particle

diameter
Aggregation
frequency

Required
power

2-BP
100 Large High Small
300 Large Low Small

MB
100 Large Middle Small
300 Small Low Large

RC
100 Small High Small
300 Small High Small

Conceptual 300 Small Low Small

h: Height of working fluid, m
Hf : Hydrate fraction in slurries
nr : Rotation speed of impeller, rpm
P: Required power for agitation, W
T : Temperature, K
Tr : Torque, N·m
y: Diameter ratio of cylinder and vessel
z: Coordinate of z-direction (vertical direction)
γ: Shear rate, s−1.
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