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A finite element simulation of the compaction and springback of an aluminum-based powder metallurgy alloy (Alumix 321) was
developed and validated using the LS-DYNAhydrocode.The present work aims to directly address the current scarcity of modeling
works on this popular alloy system. The Alumix 321 constitutive material parameters are presented. The model can predict the
results of single-action compaction as well as the amount of springback experienced by a compact upon ejection from the die. The
model has been validated using a series of experiments including powder compaction, optical densitometry, and the creation of a
compaction curve.

1. Introduction

Powder compaction is a critical step in the powdermetallurgy
(PM) process since the overall performance of a PM part is
largely based on the quality of the compaction.The quality of
a compact can be quantified by the densification of the part,
where the focus is on the distribution of the local densities.
Strength and other material properties increase with density,
so it is important that the part is both dense and uniform
after the compaction step. If there are large variations in the
density found throughout a part, low-density areas will be
weak points in the compact and will lead to reduced overall
part quality [1].

Aluminum powder metallurgy (Al PM) is a fast-growing
segment of the PM industry as automotive manufacturers
look to reduce the overall weight of vehicles by replacing
a range of ferrous PM components and thus increase their
fuel efficiency. PM aluminums are looked to as feasible
substitutes in the place of both die-cast aluminum and iron
PM materials for moving engine components. As strength
and other material properties increase with density, the
reliability of PM parts is affected by both the bulk density
and density gradients within the green compacts. Similarly,
the dimensional tolerance of the final compact is affected by
warping during sintering as well as the elastic springback

experienced by the green compact upon ejection from the
die [1]. It is for these reasons that this work investigates the
density distribution and springback found within PM parts.
Due to its attractive engineering qualities Al PM research is
expanding, with recent works focusing on as-made mechan-
ical properties [2] and sintering responses [3].

There are many phenomena that occur during the com-
paction process that deal with the mechanics of powder
compaction, and therefore research has focused on several
particular aspects of the process. Some of the major areas of
research in terms of powder compaction phenomena include
die wall friction and the effects of lubrication (admixed and
sprayed on die wall) on the final state of the compact [4–8],
accurately modelling metal powder behaviour in terms of the
densification mechanics during compaction [4, 9, 10]. These
phenomena are often difficult to measure experimentally,
but finite element (FE) analysis can provide researchers
with detailed information: forces at the die-powder interface,
internal plastic strains, pressure transmission through the
powder, and others.

This work first presents the experimental setups and
numerical models used to investigate the compaction and
springback of an aluminum-based PM powder (ECKAGran-
ules’ Alumix 321). It is noted that while there has been con-
siderable research focus on the postcompaction processing
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Table 1: Properties of ECKA Alumix 321 powder (ECKA Granules,
2012).

Alloy Mg % Si % Cu % Microwax C Al %
(lubricant)

AlMgSiCu 1 0.5 0.2 1.5 Remainder

of Al PM alloys, few works have been carried out on the
FE modeling of the compaction and springback processes
and more specifically Alumix 321. Results of each will be
shown and compared, and conclusions will be drawn about
the results of the numerical and experimental work.

2. Experimental Methods

In order to validate the compaction model, a number of
experiments were performed on powder compacts. The
experimental methods used can be divided into two major
categories: powder characterization and powder consolida-
tion. Powder characterization consists of three experiments:
constructing a compaction curve, determining the flow rate
of the powder, and determining the apparent density of
the powder prior to compaction. The powder consolidation
category consists of powder compaction and optical den-
sitometry. Optical densitometry is a method of mapping
the density distribution within the powder compact using
microscopy and photo analysis. The material composition of
the Alumix 321 powder used is shown in Table 1.

2.1. Powder Characterization. Several experiments have been
performed to characterize the powder based on its attributes.
These include creating a compaction curve based on the
MPIF (Metal Powder Industries Federation) Standard 45,
determining the flow rate of a powder following MPIF
Standard 03 and determining the apparent density of the
powder following MPIF Standard 48.

Three samples each were pressed in 100MPa increments
from 100MPa to 500MPa in a single-action compaction
configuration. The material used in this powder characteri-
zation test has a lubricant premixed in the powder and no
additional lubrication was employed during compaction.The
sample heights were measured using a 0.001mm precision
micrometer. The diameter of each was measured using the
same micrometer at the top, middle, and bottom of each
sample, and the average of each was calculated. The samples
were weighed to the nearest 0.01 g. The density of the test
specimen was determined as

𝐷 = 1273 𝑀
𝑑2ℎ
, (1)

where𝐷 = green density in g/cm3,𝑀 = mass of test cylinder
in g, 𝑑 = diameter of test cylinder in mm, and ℎ = height of
test cylinder in mm.

This test utilizes a Hall Flowmeter Funnel having a
calibrated orifice of 2.54mmdiameter. As perMPIF Standard
03, 50.0 g of powder is measured out into a clean weighing
dish. The powder is then passed through the funnel and

the elapsed time is recorded to the nearest 0.1 s. The flow rate
of this Alumix 321 powder had an average measured flow rate
of 17.5 s/50 g.

The apparent density of powder was measured as per
the MPIF Standard 48. The Arnold apparent density, 𝜌

𝐴
, is

calculated as

𝜌
𝐴
=
𝑚

𝑉
=
𝑚

20
, (2)

where 𝜌
𝐴
is the Arnold apparent density in g/cm3, 𝑚 is the

mass of the powder in g, and 𝑉 is the volume of centre hole,
which is 20 cm3. The average Arnold apparent density for
Alumix 321 powder was measured as 1.15 g/cm3.

2.2. Powder Consolidation. The die compaction is carried
out on a load-controlled 1MN hydraulic press. The die used
in this compaction is a single-action cylindrical die with a
maximum rating of 600MPa, a stationary lower punch and a
floating upper punch. A load cell can be inserted between the
upper punch and the top platen to get a reading of the upper
punch force using a portable data acquisition system. Three
tests were performed at each pressure and the sample height
of each sample was measured before and after pressing.

After pressing, the samples were mounted in resin and
ground to the bisecting plane of the cylinder using 240-
grit sandpaper. Each sample was then ground using a 400-
grit sandpaper until a relatively uniform surface with no
large scratches was observed. This was followed by polishing
using a 0.3 𝜇m alumina suspension on a felt wheel for several
minutes and a solution of 0.05 𝜇m colloidal silica on a micro-
cloth wheel by hand for several minutes. The densitometry
analysis is performed using an optical microscope at 50x
magnification with an Olympus digital camera equipped for
data acquisition. Half of the cylinder was photographed and
analyzed, as the sample is assumed to be axisymmetric and
thus the two halves should be mirror images of one another.

The cylinder was mapped systematically beginning with
the top outside corner. Images were collected manually by
adjusting the microscope stage to capture contiguous images.
An image of approximately 1.78 × 2.37mm was captured
using the software package ImagePro by Media Cybernetics.
Once a column was completed, the stage was reset to the top
and moved sideways in the same manner as just described.
This was repeated such that the collected images represented
half of the sample, as the sample is axisymmetric about the
core axis. The images that are gathered are 8-bit greyscale:
white representing the presence of aluminum and black
representing pores in the microstructure; an example of
which is shown in Figure 1.

Three samples were processed following the procedure
previously described [11]: one at each of 100, 300, and
500MPa compaction pressures. Shown in Figure 2 are the
results for the density distribution contours for the 100, 300,
and 500MPa samples, respectively.The density contourmaps
reveal several important findings. The density contours in
all three cases show a tendency to have higher density near
the top half of the sample. This is where the greatest amount
of powder flow is accumulating due to friction in the die
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Figure 1:Micrograph taken of 300MPa sample (50xmagnification).

wall and where the highest density is expected to be seen.
In particular, the density contour for 100MPa shows the area
of lowest density to be in the bottom outer ring, which is an
expected result when comparing to the literature [1]. For the
300MPa and 500MPa samples, the highest density is found
to be in the top outside ring, which is also a result which is
expected as it is found in the literature. Furthermore, it is
seen that the greatest disparity between highest and lowest
density in a sample is found in the most lightly-compacted
sample (85% to 63%) while the two samples compacted at
higher pressure are much more uniform in density, ranging
only about 2% from highest to lowest.

3. Finite Element Model

3.1.Model Geometry andMesh. Thegeometry of the punches,
die, and powder was constructed and meshed into discrete
elements using Altair Hyperworks. The powder compaction
was simulated in the time domain using the LS-DYNA
hydrocode employing nonlinear material model formula-
tions. The punches and die are assumed to be rigid bodies
made of steel, and the powder is modelled using axisymmet-
ric quadrilateral elements. The cylindrical die has a 15mm
diameter, and the initial fill height of the powder is 46.87mm
as determined by experimental measurement, which results
in the powder being represented by 1410 elements.

3.2. Boundary Conditions and Loading. The lower punch
and die wall are both fixed in both the axial and radial
directions, while the upper punch is fixed in the radial
direction but is free to move axially. The upper punch has
a loading curve applied to mimicking the hydraulic press.
The contact between the die wall, punches, and powder is
modelled using a surface-to-surface contact algorithm in LS-
DYNA and employs a Coulomb-type friction with a value of
0.24 that was taken from literature [9]. Standard LS-DYNA
hourglass control has been used in this model, with the
default coefficient of 0.10.This is implemented to help control
possible instabilities that are sometimes encountered when
running models.

3.3. Material Model and Parameter Determination. The Alu-
mix 321 powder wasmodelled using the ∗MAT GEOLOGIC
CAP MODEL keyword [12], which is a representation of

Table 2: Compaction material model parameters for Al6061 pow-
der.

Parameter Units Value
Initial density kg/m3 1377
Initial bulk modulus GPa 55.76
Initial shear modulus GPa 13.26
Failure envelope parameter, Alpha Pa 0
Failure envelope linear coefficient, Theta — 0.394
Failure envelope exponential coefficient, Gamma Pa 0 Pa
Failure envelope exponent, Beta Pa−1 0 Pa−1

Cap surface axis ratio, 𝑅 — 2.800
Hardening law exponent,𝐷 — 5E − 10
Hardening law coefficient,𝑊 — 0.62

the Drucker-Prager Cap model. The parameters used to
describe the material model were derived from the experi-
mental triaxial data presented by Lee and Kim [9] and are
presented in Table 2. The values here represent a prealloyed
Al6061 powder supplied by Valimet used by Lee and Kim and
will be the starting point to determine the parameters of the
powder used in the experimental section of this work which
is ECKA Alumix 321.

3.4. Lee and Kim Validation. To validate the predicted densi-
fication of the Lee and Kim’s model a model was constructed
with the identical geometry of the die. This die is 20mm in
diameter and used an initial powder height of 30.05mm.The
simulation was run with the initial parameters derived from
Lee and Kim’s paper, and a parametric study was undertaken
with the hardening law exponent, 𝐷, and the hardening law
coefficient, 𝑊, to fit the model to results shown in Lee and
Kim’s paper. The values shown in Table 2 give a result that
qualitatively matches the density distribution shape from the
Lee and Kim Drucker-Prager Cap result (see Figure 3), with
relative density values that are within 2% of those in Lee and
Kim’s paper; these results have a very good correlation given
typical results in the literature.

3.5. Springback Model. Once the compaction model has
reached completion, LS-DYNAmodels the springback of the
compact after ejection from the die. The state of stress of
each element is initialized in the solver, and the solver uses
this as the input to calculate the eventual equilibrium of the
system after elastic springback has taken place. As springback
is essentially the release of elastic strain in the model, the
DPC model is replaced by an elastic constitutive material
model for this simulation.Thedensity used for the springback
model is the final density of the compaction simulation, and
the Young’s Modulus for the model is approximated as being
the value of fully dense Al6061 multiplied by the relative
density [13] and Poisson’s ratio is assumed to be ] = 0.30.
These parameters will be used as a starting point for the
determination of the model parameters for the Alumix 321
powder.
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Figure 2: Relative density contour plots for 100, 300, and 500MPa single-action samples.

Relative density

6

5
4

3

2

7

Selig model

6

5

4

3

7

Lee & Kim model

(1) 0.83
(2) 0.84
(3) 0.85
(4) 0.86

(5) 0.87
(6) 0.88
(7) 0.89
(8) 0.90

Figure 3: Comparison of model to Lee and Kim [9].

4. Results

4.1. Comparison of Model Results: Compaction Curve. In
order to develop appropriate parameters for the Alumix
321 powder, the simulation results were compared to the
experimental results.The initial relative density of theAlumix
321 powder in the die was calculated using the height of the
powder column in the die, and the initial bulk and shear
modulus were estimated to be those values corresponding
to wrought Al6061 multiplied by the initial relative density.
A parametric study with the 𝐷 and 𝑊 parameters was
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Figure 4: Comparison of relative bulk density from FE simulation
to experimental data.

conducted to attempt to match the bulk density of the finite
element sample at each compaction pressure to the exper-
imental samples. LS-DYNA calculates the effective plastic
strain, 𝜀pl

𝑉
, within each element, which is then converted to

relative density, 𝜌rel, through the relationship [10]:

𝜀
pl
𝑉
= ln(
𝜌rel,𝑓

𝜌rel,0
) . (3)

The bulk density was calculated by averaging the effective
plastic strain over all the elements in the powder and con-
verting it to relative density, where the resulting compaction
curve is shown in Figure 4.

The resulting compaction curve using these parameters
shows an excellent agreement between simulation data and
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Table 3: Final compaction material model parameters for Al6061
powder.

Parameter Units Value
Initial density kg/m3 1207
Initial bulk modulus GPa 48.87
Initial shear modulus GPa 11.62
Failure envelope parameter, Alpha Pa 0
Failure envelope linear coefficient, Theta — 0.394
Failure envelope exponential coefficient, Gamma Pa 0
Failure envelope exponent, Beta Pa−1 0
Cap surface axis ratio, 𝑅 — 2.800
Hardening law exponent,𝐷 — 1.4E − 9
Hardening law coefficient,𝑊 — 0.76
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Figure 5: Comparison of density contour maps from experiment
and finite element simulation (100MPa).

experiment at the lowest compaction pressure, 100MPa, and
at the highest compaction pressure, 500MPa. The values in-
between are slightly overestimated using the finite element
simulation but are considered a very good match. The DPC
for Alumix 321 parameters are shown in Table 3.

4.2. Comparison of Model Results: Density Distributions. The
density distributionwithin powder compacts at each pressure
was investigated. As mentioned in the previous section, LS-
DYNA calculates the effective plastic strain for each element;
this value is then converted into percent relative density.
Figures 5–7 show the deformed sample and the density
distribution within the compact at 100, 300, and 500MPa.
For the 100MPa sample, the element with the highest density
is 90.4% and with the lowest density is 67.0%. For the
300MPa sample, the highest density is 95.6% and lowest is
86.1%. For the 500MPa sample, the highest density is 95.6%
and lowest is 90.6%. In all cases, the density distribution
qualitatively agrees with the predicted trend for density
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Figure 6: Comparison of density contour maps from experiment
and finite element simulation (300MPa).
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Figure 7: Comparison of density contour maps from experiment
and finite element simulation (500MPa).

contours in a single-action die compaction [1], where the
highest density occurs in the top outer ring of the powder
compact, while the lowest density occurs in the bottom outer
ring. Furthermore, the difference between the highest density
and lowest density is greatest when the compaction pressure
is low (23.4% range at 100MPa), and this difference becomes
very small as compaction pressure is increased (5% range at
500MPa).

The information that can be extracted from the opti-
cal densitometry density distribution contour maps can be
directly compared to the information taken from those
created from the finite element simulations. Figures 5–7
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show the density distributions for 100, 300, and 500MPa,
respectively, for the optical densitometry experiments and the
finite element simulations. Since the threshold value for the
optical densitometry analysis was set so that the bulk density
matched that of the physical compaction curve data, the
contours can be compared directly between the densitometry
and FE simulation data. The apparent size difference in the
images is attributed to the fact that the optical densitometry
contour maps are bound by the centroids of the outermost
data points, which excludes approximately 1mm off the
external borders.

Though the contours are not identical, the trends found
between the densitometry and finite element simulations are
qualitatively very similar. The greatest difference between
high and low density regions in a single compact is shown
to be in the 100MPa case in both the experimental data
and simulation, and the uniformity in density increases as
the compaction pressure is increased in both cases. In both
instances as well, the highest density region is toward the top
of the sample, whereas the lowest density region is toward
the bottom of the sample. From this data, it shows that the
two methods of analyzing the density contours in an Alumix
321 green sample are similar to one another and acceptable
representations of this information.

4.3. Springback Model Results. The springback of the model
at 100, 300, and 500MPa was determined from the elastic
springback model. Figure 8 shows a contour plot of radial
displacement of the equilibrated compact after the springback
simulation takes place for compaction pressures of 100, 300,
and 500MPa.

The fringe values in Figure 8 illustrate several of the
fundamental mechanics of springback. The radial displace-
ment values are very close to zero along the core, and the
compact experiences an overall radial expansion; both of
these responses are to be expected. Twisting of the compact is
apparent: a nonconstant densification should lead to differing
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Figure 9: Comparison of radial springback from experiment and
finite element simulation.

amounts of springback, as density is related to strength,
which is related to residual stress, which ultimately controls
springback.

Evaluating the percent dimensional change at several
points along the height of the compact shows that the
dimensional change is closely related to the relative bulk
density at each area within the compact. Figure 9 gives a
comparison of the experimental and simulated values of
radial springback at 3 locations (25%, 50%, and 75% from
the top of the compact) for three compaction pressures. The
springback increases with both compaction pressure and
local bulk density. These values are on the same order of the
springback experienced by compacts upon ejection fromadie
in the literature [1, 13] where typical values range from 0.2%
to 0.4%.

The diameters of the PM green compacts at each com-
paction pressure were measured at the top, middle, and
bottom of the sample. These were converted into percent
radial expansion and graphed in Figure 9 alongside the
percent radial expansion calculated from the finite element
springback model.

From this comparison, it is evident that both the experi-
ment and finite element simulation show similar trends: the
radial springback decreases from the top of the sample to
the bottom of the sample and the radial springback increases
overall with increasing compaction pressure. The results for
both methods at 100 and 300MPa show results that are
very comparable with one another. The results at 500MPa
show larger springback in the simulation when compared
to the experimental measurements, and this difference is
much more evident near the top of the sample. Therefore,
the springback model is better at predicting the springback
of a compact at pressures of 300MPa or less in its current
state. It is hypothesized that the lack ofmodeling the compact
ejection contributes to the overestimated springback due to
overly high residual stresses.
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5. Conclusions

FEmodel of the simulation of the compaction and springback
of Alumix 321 PM alloy powder was developed and showed
good agreement with experimental results. In particular, the
density distributions predicted by the FE simulation show
very good agreement with the results obtained from optical
densitometry. The springback model shows good results
at pressures below 300MPa, but at 500MPa compaction
pressure the springback results deviate considerably. This is
mainly attributed to the lack of modeling the actual ejection
procedure, and associated residual stress evolution, of the
compact.
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