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In this investigation, static fracture, microstructure, and the mechanical behavior of SP-700 alloy (a superplastic grade) were
evaluated and compared with two other titanium alloys. The comparisons were made in terms of suitably designed heat treatment
cycles. The heat treatment cycles included annealing and a combination of solutionizing and aging treatments for all three alloys.
Tensile properties were determined usingMTSLandmark Servohydraulic Test System. Tensile tested samples’ fracture surfaceswere
investigated with LEO-VP SEM instrument. Ti-15-3-3-3 alloy exhibited relatively a higher combination of strength and ductility in
comparison to the other two alloys. All three types of titanium alloys demonstrated a very good level of tensile strength and ductility
suitable for applications in military and biomedical fields.

1. Introduction

The continuous need for strong lightweight implantmaterials
has produced several high quality/performing metal alloys.
Stainless steel was the first metallic biomaterial to be used
and later titanium and its alloys were used for bone plates
and hip joints [1]. The beta phase titanium alloys have gained
significant interest in the last few decades [2]. It is well known
that the difference between the elastic modulus of the bone
and the synthetic biomaterial causes stress shielding effect
in bone. This effect wears away the bone and causes the
implant to loosen leading to premature failure. The elastic
modulus of bone is about 30GPa and that of stainless steel,
cobalt-chromium, and titanium are 200, 230, and 127MPa,
respectively. The modulus of beta phase titanium alloys can
be reduced to as low as 40GPa with appropriate alloying
additions [3]. SP-700 alloy (Ti-4.5Al-3V-2Mo-2Fe alloy) is
an alpha-beta titanium alloy that is beta-rich with a fine
microstructure. SP-700 alloy is superplastically formed into
several useful components for applications in aircraft and
aerospace parts, working tools, automobile parts, and moun-
tain climbing equipment in addition to medical applications.

Ti-15-3-3-3 alloy [4] was developed basically for military
applications. It has high strength with good cold formability.
The alloy SP-700 was developed to improve hot workability
and mechanical properties over the Ti-6Al-4V alloy. SP-700
alloy has 4.5% Al, 3% V, 2% Mo, and 2% Fe elements that
provide good hardenability and fatigue strength [5]. Beta-
C [6] was basically developed to replace the Ti-13-11-3 alloy
grade. In beta titanium alloys, the heat treatment cycles are
alloy specific because of their wide range of alloying elements.
In highly stabilized beta alloys, it is normally difficult to
achieve the desired distribution of alpha phase in the beta
matrix with just one aging cycle. A lower temperature preage
is typically performed to get a better distribution of alpha
phase [2, 7]. Beta titanium alloys form a metastable beta
phase when quenched from the beta transus temperature.
High strength levels can be achieved in beta titanium alloys
by varying aging temperature and time. During aging, the
alpha particles preferentially precipitate along the beta grain
boundaries [2, 7–10].

The goal of this study is to evaluate microstructure,
static fracture, and tensile properties of SP-700 titanium alloy
as a function of heat treatment cycles and compare these
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Table 1: Heat treatment cycle for the 1st set of Ti-15-3-3-3 alloy
samples.

Ti-15-3-3-3
Temperature

(∘C)
Time
(hr.) Cooling method

Annealing 800 0.25 Air
Solution treatment 800 0.25 Air

Aging (AG)
510 24 Air
550 24 Air
590 24 Air

Table 2: Heat treatment cycle for the 2nd set of Ti-15-3-3-3 alloy
samples.

Ti-15-3-3-3
Temperature

(∘C)
Time
(hr.) Cooling method

Annealing 800 0.25 Air
Solution treatment 800 0.25 Air

Aging (AG)
450 24 Air
515 24 Air
625 24 Air

characteristics with the other two alloys of titanium used
typically for military and biomedical applications.

2. Materials and Methods

2.1. Materials. The materials used in this investigation were
alpha-beta and beta phase titanium alloys. Three different
beta phase titanium alloys were used, namely, Ti-15-3-3-3,
SP-700, and Beta-C. The Ti-15-3-3-3 and SP-700 alloys were
in sheet metal form with thickness 1.28mm and 2.78mm,
respectively. The Beta-C alloy was in rod form having
19.05mm in diameter. The alloy composition of Ti-15-3-3-3
alloy is titanium with 15% V, 3% Al, 3% Cr, and 3% Sn. The
alloy composition of SP-700 alloy is titanium with 4.5% Al,
3% V, 2% Mo, and 2% Fe and the Beta-C alloy contained 3%
Al, 8% V, 6% Cr, 4%Mo, 4% Zr, and balance titanium [11, 12].

2.2. Heat Treatment Cycles. Specific heat treatment cycles
were developed for each of the three titanium alloys. Heat
treatments were carried out using a Thermo Scientific
Thermolyne furnace with a 𝜀 Eurotherm 2416 controller.
The temperature was monitored with a HH11A Ω omega
thermocouple.The heat treatment cycle details for the 1st and
2nd sets of Ti-15-3-3-3 samples are provided in Tables 1 and
2, respectively.

The aging temperatures for the 2nd set of Ti-15-3-3-3
samples were adjusted from the 1st set with a goal of achieving
better combination of strength and ductility.

The heat treatment details for the Beta-C alloy are
demonstrated in Table 3.

The heat treatment cycle details for the 1st and 2nd sets of
SP-700 alloy are shown in Tables 4 and 5, respectively.

Table 3: Heat treatment cycle for the Beta-C tensile samples.

Beta-C
Temperature

(∘C)
Time
(hr.) Cooling method

Annealing 800 0.5 Air
Solution treatment 850 1 Air

Aging (AG)
455 24 Air
495 24 Air
540 24 Air

Table 4: Heat treatment cycle for the 1st set of SP-700 tensile
samples.

SP-700
Temperature

(∘C)
Time
(hr.) Cooling method

Annealing 825 1 Air
Solution treatment 825 1 Air

Aging (AG)
450 6 Air
525 6 Air
600 6 Air

Table 5: Heat treatment cycle for the 2nd set of SP-700 tensile
samples.

SP-700
Temperature

(∘C)
Time
(hr.) Cooling method

Annealing 700 1 Air
Solution treatment 800 0.75 Air

Aging (AG)
420 6 Air
485 6 Air
630 6 Air

It may be noted that the cooling method (air) used for all
the three titanium alloys is the same, as can be seen in Tables
1–5.

2.3. Tensile Testing. The tensile tests were performed on
a MTS Landmark Servohydraulic Test System, as per the
ASTME8/E8M standard.The data collection speedwas 10Hz
and the test speed was 0.042mm per second. Figure 1 is a
schematic drawing of the Ti-15-3-3-3 and SP-700 tensile flat
test specimens. The tensile specimens of Ti-15-3-3-3 and SP-
700 alloys had the same dimensions except for thickness and
they were 1.28mm and 2.78 thick, respectively.The computer
recorded the stress and strain values during the test for every
0.1 second. Figure 2 is a schematic drawing of the Beta-C
round tensile specimen. The diameter of the reduced section
of the Beta-C specimen was 8.89mm, as shown in Figure 2.
Figure 3 shows strain gage attachments to Beta-C tensile
specimens before tensile testing.
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Figure 1: Schematic of the flat Ti-15-3-3-3 and SP-700 tensile
specimens.
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Figure 2: Schematic of the round Beta-C tensile specimen.

Figure 3: Beta-C tensile specimens with strain gauges attached.

3. Results and Discussion

3.1. Tensile Properties

3.1.1. Tensile Properties of Ti-15-3-3-3 Alloy. The first set of
Ti-15-3-3-3 samples demonstrated an increase in strength
from 772MPa (for the annealed one) to 1169MPa (for
the aged-AG510 sample). As expected, the corresponding
ductility (in terms of elongation) decreased from 34% to
12%. The sample AG510 provided the best strength, but
with the lowest ductility. Among the second set of Ti-15-3-
3-3 alloy specimens, the sample AG450 exhibited the best
strength at 1334MPa. Overall, the strength decreased and the
ductility increased with the increase in aging temperature
for both sets of samples. Figures 4 and 5 demonstrate the
stress-strain behavior and UTS values, respectively. The ideal
aging temperature seems to be about 550∘C (AG550) for
obtaining a good combination of strength and ductility. At
this temperature, the strength increased from about 800MPa
to 998MPawith 23%ductility. So, AG550 treatment exhibited
the best balance of mechanical properties desired for a
metallic biomaterial.

Ti-15-3-3-3 combined

Ti 15-3 AG625

Ti 15-3 AG590

Ti 15-3 AG515
Ti 15-3 annealed 2 Ti 15-3 AG550

Ti 15-3 AG510

Ti 15-3 AG450

Ti 15-3 annealed 1

0.1 0.2 0.3 0.40
Strain (mm/mm)

0
200
400
600
800

1000
1200
1400
1600

St
re

ss
 (M

Pa
)

Figure 4: Stress-strain curves for both sets of the Ti-15-3-3-3
samples.
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Figure 5: Ultimate tensile strength for the Ti-15-3-3-3 samples.

3.1.2. Tensile Properties of SP-700 Alloy. In the first set of
SP-700 alloy specimens, the annealed condition produced
strength at 978MPawith the best ductility (∼13% elongation).
AG450 sample showed a reduction in strength as well as
in ductility (∼4% elongation). AG525 sample exhibited a
significant increase in strength (978MPa to 1168MPa) with
a large reduction in ductility (13% to 5% elongation). AG600
sample had strength of 1142MPa, while retaining better
ductility than AG525 (∼10% elongation compared to 5%
elongation).

In the second set of SP-700 samples, it provided a slight
increase in strength (in comparison to the 1st set) and a
significant increase in ductility. The low temperature age,
AG420, resulted in low strength and low ductility (∼5%
elongation). The medium temperature age, AG485, provided
a small increase in strength (1031MPa to 1093MPa) with
a significant decrease in ductility (27% to 5% elongation).
AG630 sample provided an unchanged strength value with
a marginal increase (27% to 30% elongation) in ductility. The
stress-strain curves and theUTS for the 1st and 2nd sets of SP-
700 samples are demonstrated in Figures 6 and 7, respectively.
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Figure 6: Comparison of stress-strain curves for SP-700 tensile
samples.
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Figure 7: Ultimate tensile strength for the SP-700 tensile samples.

3.1.3. Tensile Properties of Beta-C Alloy. The stress-strain
curves and UTS values for the Beta-C samples are shown
in Figures 8 and 9, respectively. Samples AG455 and AG495
demonstrated similar strengths, but the former exhibited
relatively a higher ductility (∼23% from ∼19% elongation).
AG540 showed almost the same level of strength with a
relative decrease in ductility (37% to 27% elongation). AG455
sample showed strength at 964MPa with a very good level of
ductility (∼23% elongation).

3.2. Comparison of Tensile Properties of All Three Titanium
Alloys. The ultimate tensile strength of all three titanium
alloys are compared and summarized in Figure 10. The
mechanical properties can be significantly improved by using
a duplex aging process [13–15].

3.3. Optical Microscopy. A Leica DM750P optical micro-
scope, paired with Leica application suite software was used
to study the microstructure of the titanium alloys. The
samples were etched with Kroll’s Reagent that consists of 2%
hydrofluoric acid, 6% nitric acid, and 92% distilled water.
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Figure 8: Stress-strain curves for the Beta-C tensile samples.
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Figure 9: Ultimate tensile strength for the Beta-C tensile samples.

3.3.1. Microstructure Characterization of Ti-15-3-3-3 Alloy.
The annealed Ti-15-3-3-3 sample exhibited large equiaxed
grains of beta phase titanium (Figure 11).

The crystals of alpha precipitates in the AG550 sample
(Figure 12) are relatively small and evenly dispersed in com-
parison to that in AG590 sample (Figure 13). The finer grain
structure of AG550 sample produced better strength than the
AG590 sample that contained relatively larger crystals of the
alpha phase. It is evident that the size of the alpha crystals
increases with increasing aging temperature.The growth rate
of the alpha phase increases with the greater amount of solute
available (at higher aging temperatures) for the formation of
the precipitate.

3.3.2. Microstructure Characterization of SP-700 Alloy. Fig-
ures 14 and 15 reveal the microstructures for the SP-700
samples. The SP-700 samples have an extremely small grain
size in comparison to Ti-15-3-3-3 and Beta-C alloys. The
average grain size of the annealed Ti-15-3-3-3 and Beta-C
is about 50 𝜇m as opposed to about 2 𝜇m for the SP-700
alloy. The fine grain sized SP-700 (a super plastic grade)
alloys demonstrated a simultaneous increase in strength
and ductility. Superplasticity is a grain size dependent phe-
nomenon [16]. This is attributed to the slip flexibility factor.
Slip flexibility is facilitated by a fine grain size. As a result,
a more homogeneous and uniform gross plasticity occurs
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Figure 10: Comparison of UTS among all three titanium tensile
samples.

100𝜇m

Figure 11: Microstructure for the annealed Ti-15-3-3-3 sample.
Etched with Kroll’s Reagent.

over the entire polycrystalline material. Another explanation
is that, in fine grain-sized alloys, the deformation behavior
of the grain boundary dominates over the bulk deformation
behavior resulting in higher ductility. To emphasize, the fine
grain structure of SP-700 alloy increases its strength but is not
detrimental its toughness or ductility.

3.3.3. Microstructure Characterization of Beta-C Alloy.
Microstructure of the annealed Beta-C sample with equiaxed
grains is shown in Figure 16. The sample in the annealed
condition contains no alpha precipitates. In Figure 17 (for
AG455) and Figure 18 (for AG540), precipitation of alpha
particles along the grain boundaries can be seen clearly.
AG455 sample shows intergranular alpha precipitates. The
incomplete distribution of alpha particles throughout the
grain structures of AG455 and AG540 samples was caused
by the preferential nucleation at the grain boundaries. As a
result, the tensile strength of the samples did not increase as
much as could be expected.

To summarize, the microstructure of Ti-15-3-3-3 sample
AG550 that demonstrated the most desirable combination of
strength and ductility. This is attributed to the fine crystals
of alpha that grew during the aging process. It is proposed
that these alpha crystals in the beta matrix provide the

20𝜇m

Figure 12: Microstructure of the Ti-15-3-3-3 sample aged at 550∘C.
Etched with Kroll’s Reagent.

20𝜇m

Figure 13: Microstructure for the Ti-15-3-3-3 sample aged at 590∘C.
Etched with Kroll’s Reagent.

increase in strength as wells as provide a more tortuous
path for crack propagation thereby increasing toughness,
as well. A high strength and toughness (UTS of 1000MPa
and 23% elongation) combination makes Ti-15-3-3-3 alloy
an excellent candidate for biomedical applications. It is well
known that the extremely fine grain structure of SP-700
provides good strength without losing toughness. Because
of its fine structure, the annealed condition provides suf-
ficient strength and ductility for biomedical use (UTS of
1000MPa and 27% elongation). An incomplete precipitation
of intergranular alpha phase in the microstructure of Beta-C
sample still provided highermechanical properties. However,
the use of a duplex aging process will allow for a more
complete nucleation of intergranular beta prime phase and
the growth of the alpha phase in the betamatrix.Duplex aging
process will further improve the tensile strength (∼1000 to
∼1300MPa) [13], fatigue strength, and fracture toughness of
the Beta-C alloy [17, 18].

3.4. Fractography. Titanium fractured samples were exam-
inedusing a SEMLEO 1430VP scanning electronmicroscope.
Figure 19 demonstrates a typical ductile fracture for the SP-
700 AG525 sample.



6 Journal of Materials

50𝜇m

Figure 14: Microstructure for the 1st annealed SP-700 sample.
Etched with Kroll’s Reagent.

50𝜇m

Figure 15: Microstructure for the SP-700 sample aged at 525∘C.
Etched with Kroll’s Reagent.

200𝜇m

Figure 16: Microstructure of the annealed Beta-C sample. Etched
with Kroll’s Reagent.

4. Conclusions

(i) The microstructure of the Ti-15-3-3-3 sample AG550
has fine crystals of alpha that grew during the aging
process. These alpha crystals in the beta matrix are

200𝜇m

Figure 17: Microstructure for the Beta-C sample aged at 455∘C.
Etched with Kroll’s Reagent.

200𝜇m

Figure 18: Microstructure of the Beta-C sample aged at 540∘C.
Etched with Kroll’s Reagent.

Figure 19: Fracturemorphology of the SP-700 sample aged at 525∘C.

responsible for the increase in strength and tough-
ness.

(ii) It is determined that the extremely fine grain struc-
ture of the annealed SP-700 provides good strength
(1000MPa) in the alloy without reduction in tough-
ness.
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(iii) The best set of mechanical properties, though with an
incomplete precipitation of intergranular alpha phase,
was demonstrated for the microstructure of Beta-C
alloy that was aged at 455∘C.

(iv) The fracture analysis of the SP-700 alloy including
the other two titanium alloys demonstrated dimple
features indicative of excellent toughness in all three
titanium alloys.
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