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Platinum (Pt) nanoparticles were synthesized by pulsed laser ablation in liquid (PLAL) technique in different liquids (acetone,
ethanol, and methanol). Ablation was performed using a Q-switched Nd:YAG laser with output energy of 230mJ/pulse for 532 nm
wavelength. Ablation time and laser energy fluence were varied for all the liquids. Effects of laser energy fluence, ablation time,
and nature of the liquid were reported.Themean size, size distributions, shape, elemental composition, and optical properties of Pt
nanoparticles synthesized by PLALwere examined by transmission electronmicroscopy (TEM), X-ray photoelectron spectroscopy
(XPS), and UV-Visible absorption spectroscopy.

1. Introduction

Colloidal noble metal nanoparticles (NPs) have shown size
dependent optical properties as well as interesting properties
of magnetism and catalysis. Platinum (Pt) and its alloy
nanoparticles have attracted much attention because of their
potential application in many catalytic reactions to eliminate
nitrous oxide (NO) generated in combustion process [1].
There are various synthesis routes for the fabrication of Pt
and Pt-compounds at nanoscale such as radiolysis, hydrogen
reduction and citrate reduction [2], and pulsed laser ablation
deposition [3]. Pulsed laser ablation in liquid is a rapid,
simple, and versatile synthesis technique to obtain ultrapure
noble metal nanoparticle colloids. By pulsed laser ablation
in liquid, synthesis of Pt NPs [4–9] with different size,
shapes, and properties has been reported by various research
groups. Also the preparation of highly dispersed platinum
nanoparticle-graphene nanosheet (PtNP-GNS) hybrid col-
loidal solution [10] and charged Pt-Ir alloy nanoparticles by
femtosecond laser ablation in acetone [11] were reported.
Excimer pulsed laser ablation of a platinum target in water
resulted in platinum hollow micro-/nanoparticles under

different laser fluence [8]. However, no studies are known
on fabrication of Pt nanoparticles in methanol and acetone
by this method. The effects of ablation time on Pt NPs
production and morphologies are also of interest.

We reported synthesis of metal, semiconductor, and
ceramic nanoparticles using pulsed laser ablation in liquid
technique in which the shape, size, structure, composition,
and optical properties were analyzed [12–18]. In this paper,
we report the effects of liquid medium (acetone, ethanol,
and methanol), ablation energy fluence, and ablation time
on morphology, size, structure, composition, and optical
properties of platinum nanoparticles produced by PLAL
technique. These liquids selected have different properties
such as refractive index, dipole moment, and viscosity that
can influence the particle morphologies and size distribu-
tions.

2. Materials and Methods

Pulsed laser ablation in liquid (PLAL) experiments were per-
formed using aQ-switchedNd:YAG laser (Solar Laser System
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LQ929A) with output energy of 230mJ/pulse for 532 nm
wavelength.The pulse width was 10 ns and the repetition rate
was 10Hz for this laser. The target was a metal plate of Pt
with high purity (99.99%).The liquids selected were acetone,
ethanol, andmethanol to study the effects of the liquidmedia.
Ablation was done with three different laser energy fluence
for each liquid selected. Due to the high flammability, the
selected liquids were diluted with distilled water (DW) in a
ratio of 4 : 1 (liquid : DW) in order to avoid the combustion
by the highly intense pulsed laser beam. The Pt target was
placed at the bottom of a glass beaker with 10mL of the liquid
(liquid layer height of 9mm). The laser output was focused
using a convex lens of 20 cm. To vary the energy fluence
of pulsed laser ablation, the working distance lens to target
(DLTT) was varied as 19, 18, and 17 cm. The energy fluence
calculated was 25, 19, and 9 J/cm2, for an output energy of
230mJ/pulse of 532 nm wavelength. Ablation experiments
were carried out for 5 minutes for the three energy fluence in
all three liquids. For the high energy fluence (25 J/cm2), the
time of ablationwas varied to 10 and 15minutes also.The clear
solution became brown color after laser ablation.The ablation
productivity was improvedwith a translation system attached
to the beaker containing the target at a velocity of 50𝜇m/s.
This helped to avoid continuous irradiation at one point
of the target. Soon after each experiment, a transmission
electron microscope (TEM) grid was prepared by placing a
drop of Pt nanocolloids on a Cu grid and drying it at ambient
temperature. TEM analysis was carried out using a FEI Titan
G2 80–300 TEM and elemental analysis using an Energy
Dispersive X-ray Analyzer (EDAX) associated with TEM.
The size distributionwas obtained bymeasuring nanoparticle
sizes from different TEM images taken from the same copper
grid. To detect the elemental composition and chemical state
of the ablated products, some drops of Pt nanocolloids were
placed on a Cu tape and dried at ambient temperature for X-
ray photoelectron spectroscopy (XPS) analysis. XPS analysis
was done using aThermo Scientific K-Alpha XPS instrument
with monochromatized Al K𝛼 radiation (ℎ] = 1486.68 eV).
All the spectra reported were recorded with reference to C
1s peak (284.6 eV). For optical property studies, UV-Visible
absorption spectra measurements were carried out using a
dual beam UV-Vis-NIR spectrometer (Shimadzu UV-1800)
with quartz cells of 1 cm path length using the liquid medium
at the reference and Pt nanocolloids at sample positions.

3. Results and Discussion

3.1. Morphology and Structure. The morphology and size
distribution of Pt nanoparticles obtained by PLAL in ace-
tone, ethanol, and methanol were characterized by TEM
analysis such as Scanning Transmission ElectronMicroscopy
(STEM), Bright Field (BF), and High Resolution Trans-
mission Electron Microscopy (HRTEM). Figure 1 shows
the micrographs of Pt nanoparticles obtained in acetone,
ethanol, and methanol by ablation wavelength of 532 nm
for 5 minutes under three different laser energy fluence
(9, 19, and 25 J/cm2). The Pt nanoparticle size distribution
histograms and the average diameters are given as insets in

each case. In acetone (Figures 1(a), 1(b), and 1(c)), spherical
nanoparticles are obtainedwith an average size of 1.9±1.5 nm
for 9 J/cm2 and 2.4 ± 1.1 nm 19 J/cm2 (particle size ranges
from 1 to 6 nm) while for the highest energy fluence of
25 J/cm2, it shows an average size of 4.6 ± 1.7 nm with a size
range (2 to 8 nm) with bigger or agglomerated nanoparticles.
For ablation of platinum target in ethanol under low energy
fluence (9 J/cm2), well dispersed spherical nanoparticles with
average size of 2.1 ± 1.1 nm (particle size ranges from 1 to
6 nm) are obtained while an increase in energy fluence (19
and 25 J/cm2) resulted in an increase in average diameter
of the Pt nanoparticles as 4.3 ± 1.3 nm and 3.7 ± 1.5 nm,
respectively (particle size ranges from2 to 7 nm),maintaining
the spherical shapes. In methanol, the average size of the
platinum spherical nanoparticles shows a small increase from
2.3±1.4 nm(particle size ranges from 1 to 6 nm) to 2.7±1.3 nm
and 3.3 ± 1.1 nm (particle size ranges from 2 to 7 nm) for
an increase in ablation energy from 9 to 19 and 25 J/cm2.
In general, for all three liquid media and energy fluence,
spherical nanoparticles are obtained with the smaller size
ranges for Pt nanoparticles. Also, some bigger nanoparticles
are present for energy fluence of 25 J/cm2 in acetone and
ethanol while smaller nanoparticles are obtained inmethanol
for the same energy fluence.

To explore the effects of ablation time on the morphology
and size of Pt nanoparticles, TEM analysis was carried out to
those samples prepared at ablation times of 10 and 15minutes.
Figure 2 shows the micrographs corresponding to TEM
analysis of Pt nanoparticles obtained under different ablation
times keeping the laser energy fluence constant (25 J/cm2).
Corresponding size distributions of the nanoparticles are
also shown in the inset of each figure. Figures 2(a)–2(c)
show the morphologies and particle size distributions of Pt
nanoparticles obtained in acetone for ablation times of 5,
10, and 15 minutes using 532 nm at 25 J/cm2. In this case,
as the ablation time increases, the average size of platinum
nanoparticles decreases from 4.6 ± 1.7 nm (particles of 2 nm
to 8 nm in size) to 2.1 ± 0.9 and 2.8 ± 1.3 nm (particles of 1
to 6 nm in size). Tiny platinum nanoparticles are present as
observed in these figures while, for 15 minutes of ablation,
these nanoparticles are getting grouped. Pt nanoparticles
formed in ethanol show a decrease in their average size when
the ablation time was increased from 5 to 15 minutes (Figures
2(d)–2(f)). For 5 minutes of ablation, the average size is 3.7 ±
1.5 nm (particles of 2–7 nm size) and for 10 and 15 minutes it
is 2.3±0.7 and 2.3±0.5 nm, respectively (size range of 1–4 nm).
All these nanoparticles maintained their spherical shapes.
Compared to Pt nanoparticles obtained in acetone, more
agglomeration is observed in ethanol as well as in methanol
(Figures 2(g)–2(i)). Spherical nanoparticles of average sizes
3.3 ± 1.1 nm and 3.4 ± 1 (particle size varies from 2 to 6 nm)
are obtained for 5 and 10 minutes of ablation in methanol
and 3.6 ± 1.1 nm (size range from 2 to 7 nm) for 15 minutes
of ablation. Some bigger particles are also present for 15
minutes of ablation inmethanol. As an effect of ablation time,
a decrease in average size of the Pt nanoparticles is observed
for ablation in acetone and ethanol while the same average
size is maintained in methanol. Table 1 shows details of all
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Figure 1: TEMmicrographs and size distributions of Pt NPs obtained by PLAL in ((a)–(c)) acetone, ((d)–(f)) ethanol, and ((g)–(i)) methanol
with 5 minutes of ablation and different energy fluence (9, 19, and 25 J/cm2, 532 nm).

experimental conditions used to synthesize Pt nanoparticles
such as liquid media, energy fluence, ablation time, number
of particle counts (high and low) and their average sizes
obtained in each case.

Ablation of Pt target in water using 532 nm (10Hz,
1.6 J/pulse cm2) resulted in nanoparticles of 4–7 nm with an
average size 6.2 ± 1.4 nm [4]. Similar synthesis (Pt NPs in
water) using fundamental and harmonics (1064, 532 and
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Figure 2: TEMmicrographs and size distributions of Pt NPs obtained by PLAL in ((a)–(c)) acetone, ((d)–(f)) ethanol, and ((g)–(i)) methanol
with 25 J/cm2 and different ablation time (5, 10, and 15 minutes, 532 nm).

355 nm) of a nanosecond pulsed Nd:YAG laser resulted in
average particle size of 3 nm, while the infrared ablation
resulted in a wider size distribution compared to other
harmonics [6]. Excimer laser ablation (KrF laser, 248 nm,
10Hz, 30 ns) of a Pt target in water resulted in hollow

micro-/nanoparticles [8]. Ablation of Pt target in ethanol
using 1064 nm (Nd:YAG, average power 500mW, ablation
time 15min) resulted in nanoparticles with a wide size range
from 2 nm to 20 nm with an average of 9 nm [9]. In our
study, we obtained Pt nanoparticles with much smaller size
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Table 1: Table lists details of experimental conditions such as liquid media, energy fluence, ablation time, number of particle counts (high
and low), and their average sizes obtained.

Condition Low counts High counts Final
Liquid-fluence
(J/cm2)-time (min) Size range (nm) Counts Size range (nm) Counts Number of particles Average size (nm)

Acetone-9-5 2.75–3 14 1.25–1.5 126 291 1.9 ± 1.5
Acetone-19-5 1.25–1.5 11 2.25–2.5 157 401 2.4 ± 1.1
Acetone-25-5 7.25–8 10 5.75–6 36 291 4.6 ± 1.7
Acetone-25-10 3.25–3.5 11 1.75–2 251 636 2.1 ± 0.9
Acetone-25-15 4.25–4.5 14 2.25–2.5 80 237 2.8 ± 1.3
Ethanol-9-5 4.75–5 6 1.75–2 123 384 2.1 ± 1.1
Ethanol-19-5 2.25–2.5 6 3.75–4 21 133 4.3 ± 1.3
Ethanol-25-5 6.75–7 17 2.25–2.5 102 572 3.7 ± 1.5
Ethanol-25-10 3.75–4 4 2.25–2.5 138 406 2.3 ± 0.7
Ethanol-25-15 3.75–4 7 2.25–2.5 129 340 2.3 ± 0.5
Methanol-9-5 0.75–1 5 1.75–2 98 316 2.3 ± 1.4
Methanol-19-5 6.25–6.5 4 2.75–3 71 377 2.7 ± 1.3
Methanol-25-5 6.25–6.5 13 2.75–3 124 579 3.3 ± 1.1
Methanol-25-10 6–6.25 7 2.75–3 105 316 3.4 ± 1
Methanol-25-15 6.25–6.5 14 2.75–3 76 322 3.6 ± 1.1

(2 to 3 nm) than those of other reports on Pt NPs in
water/ethanol. Also we analyzed the effect of ablation time
on size of nanoparticles.

Figure 3 shows the HRTEM images and selected area
electron diffraction (SAED) analysis of Pt nanoparticles.
Figure 3(a) shows the HRTEM analysis with the crystalline
structure of Pt nanoparticles in acetone obtained at 9 J/cm2
for 5 minutes. The interplanar distance measured of 2.2 Å
from this HRTEM corresponds to (111) plane of face cen-
tered cubic (FCC) structure of platinum. SAED analysis
(Figure 3(b), 9 J/cm2, 5min, acetone) shows the planes (111),
(200), (220), (311), and (422) that are indexed with the PDF
Number 040802 for FCC structure of PtNPs. Figures 3(c) and
3(e) show the HRTEM micrographs corresponding to 2.2 Å,
(111) plane of Pt FCC structure for the platinum nanopar-
ticles obtained in ethanol (25 J/cm2, 5min) and methanol
(19 J/cm2, 5min), respectively. Figures 3(d) and 3(f) show the
SAED analysis of Pt nanoparticles obtained in ethanol and
methanol, respectively, under the same conditions as in the
case of HRTEM. All these reflections and planes identified in
SAED pattern analysis are in agreement with PDF Number
040802 for FCC structure of Pt.

Analysis of the structure of the platinum nanoparticles
using HRTEM and SAED resulted in the fact that the
nanoparticles maintained the FCC structure under different
conditions. Thermal evaporation is the ablation mechanism
related to pulsed laser ablation of Pt target in liquids using a
nanosecond pulsed laser. During pulsed laser ablation in liq-
uid, the laser beam wavelength and liquid medium influence
the kinetics of nucleation and growth of nanoparticles leading
to the formation of nanoparticles with different morphology,
size, and structure. For a given target material and laser

parameters, particle generation depends on the refractive
index of the liquidmedium at a given laser wavelength. Lower
reflectivity of laser light at the solid-liquid interface favors
higher rate of ablation, while absorption of laser light by
the liquid reduces ablation rate. Also, the growth processes
could be influenced by the physical properties of the liquid
medium and then nanoparticles with differentmorphologies,
size, and structure can result. It is reported that highly polar
molecules tend to form electrical double layers on the surface
of the as-prepared nanoparticles, preventing their growth,
aggregation, and precipitation. Ablation time and energy
fluence can affect the productivity of nanoparticles and the
continuous ablation of nanoparticles in the colloids can end
with laser fragmentation to finer nanoparticles or melting of
the nanoparticles to bigger ones depending on the energy and
ablation wavelength [19, 20].

In general, fabrication of nanoparticles depends on laser
parameters, target material, and the nature of the liquid.
Polarity, viscosity, and refractive index of the liquid at
the ablation laser wavelength are important in determin-
ing the final size and size distribution [19, 20]. Values
of dipole moment, absolute viscosity, and refractive index
for acetone are 2.69 D, 0.000316Ns/m2, and 1.3614 for
532 nm, respectively. Ethanol has these constants of 1.66 D,
0.001095Ns/m2, and 1.3635 for 532 nm and for methanol
2.87D, 0.00056Ns/m2, and 1.3288 for 532 nm, respectively.
Higher viscosity and dielectric constant resulted in well
dispersed Pt nanoparticles with average sizes in the same
range in methanol for different laser fluence and ablation
time. In ethanol and acetone, the average size of Pt NPs
increased with increase in ablation fluence. An increase in
ablation time resulted in smaller nanoparticles in acetone
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Figure 3: HRTEM and SAED micrographs of Pt NPs in ((a)-(b)) acetone (9 J/cm2, 5 minutes) ((c)-(d)) ethanol (25 J/cm2, 5 minutes), and
((e)-(f)) methanol (19 J/cm2, 5 minutes), respectively.
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Figure 4: EDX spectrum of Pt NPs obtained by PLAL in acetone at (a) 19 J/cm2 for 5 minutes of ablation and (b) 25 J/cm2 for 15 minutes of
ablation over smaller nanoparticles and agglomerated NPs.

and ethanol. The decrease in size at higher ablation time can
be due to the effect of continuous irradiation of particles in
the colloidal solution at a high laser energy fluence [19, 20].
For 5 minutes of ablation at lower fluence (9 J/cm2), Pt NPs
obtained in all these media showed nearly the same average
size (2 ± 1 nm), but there was an increase in average size with
increase in fluence for all the three liquid media. Increase
in energy fluence could result in increase in average size
of nanoparticles as reported in many cases [12, 16, 19, 20].
The effects of ablation time (at constant energy fluence of
25 J/cm2) were different in these liquids. In acetone and
ethanol, there was a decrease in average size with increase in
ablation time. A small increase in average size was observed
for Pt NPs in methanol (3.3 to 3.6 nm). These changes could
be due to the different properties of these liquids, mainly
difference in dipole moment and viscosity [19].

3.2. Elemental Composition and Chemical State. Elemental
composition of Pt nanoparticles synthesized by PLAL in
different liquid media was characterized by EDX detector
associated with TEM and X-ray photoelectron spectroscopy.
In the case of EDX characterization, the samples obtained
at 19 J/cm2 for 5 minutes and 25 J/cm2 for 15 minutes in
acetone are analyzed (Figure 4). STEM micrographs with
their corresponding EDX spectra are shown in Figure 4(a) at

19 J/cm2 for 5minutes in acetone over smallerNPs groups and
(b) shows a big agglomerated nanoparticle of Pt at 25 J/cm2
for 15 minutes in acetone. In both EDX spectra, signals for
Pt and a signal for oxygen with less contribution in the
spectrum over the big agglomerated particle probably due to
the high density of the NPs in comparison with smaller NPs
are identified.

Pt nanoparticles obtained by PLAL in acetone, ethanol,
and methanol were analyzed by XPS. The results obtained
were very similar for all the liquid media (Figure 5). Fig-
ure 5(a) shows the XPS spectra of Pt NPs in acetone (5
minutes, 19 J/cm2), in which the high resolution photoelec-
tron peaks 4f

7/2
and 4f

5/2
at 72.02 and 75.22 eV, respectively,

correspond to Pt0 [3, 21, 22]. Figures 5(b) and 5(c) show the
spectrum of Pt NPs in ethanol and methanol, respectively.
From the figure, the peaks at binding energies of 71.22 and
70.86 eV in ethanol and methanol, respectively, for Pt 4f

7/2

are assigned to Pt0.
In this ablation process of platinum target in different

liquid media, the nucleation of the particles occurs at the
active mixing zone between the plasma plume created during
ablation process and the confining liquid, and then the
particles grow to their final size and shape in the liquid
medium. For materials such as platinum, silver, and gold,
which are not particularly reactive metal nuclei, they start
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Figure 5: XPS spectrum of 4f core level of Pt NPs in (a) acetone, (b) ethanol, and (c) methanol (19 J/cm2 for 5 minutes).

nucleation nonreactively and subsequently grow into metal
nanoparticles. Moreover, the chemical composition of the
liquid medium influences the reactions between the ablated
species and the surrounding liquid defining the ablation is
reactive type or nonreactive one. Because of the nonreactive
nature of ablation of Pt target in these liquids, the nanoparti-
cles obtained were in their elemental state [7].

3.3. Optical Properties. Optical properties of Pt nanocolloids
synthesized by PLALwere investigated byUV-Visible absorp-
tion spectroscopy. Optical absorption spectra were measured
immediately after experiments for each liquid media. The
optical absorption spectra for Pt nanocolloids obtained under
different ablation conditions of energy fluence and time are
shown in Figure 6. Figures 6(a), 6(c), and 6(e) show the
absorption spectra of Pt nanoparticles obtained in acetone,

ethanol, andmethanol, respectively, for different laser fluence
(9, 19, and 25 J/cm2). The surface plasmon absorption for
Pt nanoparticles observed is included in the inset with
an expanded scale for the absorption peak identification.
Absorption spectra for Pt nanocolloids prepared under dif-
ferent ablation times (5, 10, and 15 minutes) for an energy
fluence of 25 J/cm2 are shown in Figures 6(b), 6(d), and 6(e),
respectively, for acetone, ethanol, and methanol. The spectra
of as-prepared Pt nanocolloids in acetone (Figure 6(a)) dis-
played a broad absorption band with the maximum intensity
around 328–335 nm (inset of Figure 6(a)) with a decrease
in intensity from the peaks towards UV as well as the
visible region under both conditions of energy fluence and
ablation time. The maximum absorption intensity (related to
higher concentration ofNPs) appeared from the lower energy
fluence.This result is related to the increase in the spot area of
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Figure 6: UV-Visible absorption spectra of Pt NPs obtained in ((a), (b)) acetone, ((c), (d)) ethanol, and ((e), (f)) methanol with different
energy fluence and ablation time. Spectra with an expanded scale is shown as inset for (a), (b), (c), and (e).
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ablation. Figure 6(d) shows the optical absorption spectrum
of Pt NPs obtained in acetone at 25 J/cm2 for 5, 10, and 15
minutes of PLAL. As expected, higher absorption intensity
corresponds to higher time of ablation, three times higher
absorbance for 15 minutes of ablation in comparison with
that of Pt NPs obtained by 5 minutes of ablation. The peak
appeared at 329, 332, and 334 nm (inset of Figure 6(b)) for 5,
10, and 15minutes, respectively, the little red shift presented in
the spectra could be due to an aggregation effect of the higher
concentration of Pt NPs.

Figure 6(c) corresponds to absorption spectra of as-
prepared Pt NPs in ethanol at different energy fluence for 5
minutes of ablation. The UV-Vis absorption spectra present
a broad peak with the maximum absorption intensity at
241, 246, and 242 nm (inset of Figure 6(c)) for 9, 19, and
25 J/cm2, respectively. Similar to PtNPs in acetone, the higher
absorption intensity is obtained at lower energy fluence.
Figure 6(d) shows the as-prepared Pt NPs in ethanol at
25 J/cm2 for different time of ablation. The spectra present a
broad peak at 242, 238, and 230 nm for 5, 10, and 15 minutes,
respectively, showing a blue shift contrary to the results
obtained in acetone, in which the increase in the ablation
time induced a red shift in the spectrum. This blue shift in
absorption peaks could be due to the presence of many tiny
Pt nanoparticles and a broader spectral absorption nature for
Pt nanocolloids in ethanol could be due to their agglomerated
zones and presence of bigger particles.

Figure 6(e) shows absorption spectrum for Pt NPs in
methanol at different energy fluence. The spectral nature is
similar to that obtained in acetone, but with the maximum
intensity at 231, 234, and 233 nm (inset of Figure 6(e)) for
9, 19, and 25 J/cm2, respectively. The maximum intensity
absorption corresponds to lower energy fluence, same as the
results obtained in other liquid media. Figure 6(f) shows Pt
nanocolloids in methanol at 25 J/cm2 with different time of
ablation. The maximum intensity absorption is at 233, 228,
and 223 nm for 5, 10, and 15 minutes, respectively, the same
as spectral nature and peak positions for that obtained at dif-
ferent energy fluence. Pt nanoparticles obtained in methanol
under both conditions presented same kind of morphologies
and size distributions thatmight have contributed to the same
kind of optical spectral response.

For all the liquid media, the higher absorbance is for
the Pt nanocolloids synthesized at lower energy fluence for
ablation time of 5 minutes because of the larger spot area
of irradiation. Also the highest absorbance is for longer
ablation time as expected due to higher concentration of
Pt nanoparticles. As an effect of the liquid medium, the Pt
nanoparticles obtained in acetone, ethanol, and methanol
presented different absorption peak values and spectral
response. According to the literature [4, 5] and theoretical
calculations [23], Pt spherical nanoparticles of around 10 nm
presented an optical band in the far UV (<215 nm in water)
and was attributed to interband transitions. In our case, the
peak appeared at around 330 nm, which is in agreement with
the results reported by You et al. [24] that presented spectra
with size dependence peaks in this range for Pt NPs of 4–
8 nm. The absorption spectra were in agreement with that
of Pt nanoparticles prepared by PLAL as well as chemical

methods. Pt NPs obtained in acetone showed better stability
(up to 7 weeks) compared to those in ethanol and methanol.
Further studies are needed on long term stability of these Pt
nanocolloids.

4. Conclusions

Pt nanoparticles were synthesized in acetone, ethanol, and
methanol by PLAL technique under different ablation energy
fluence and time. TEM analysis showed spherical morpholo-
gies and cubic crystalline structures for the Pt nanoparti-
cles. Their elemental composition and chemical states were
confirmed using EDX and XPS analysis. The variation of
energy fluence and ablation time influenced the size and
morphologies of the Pt NPs obtained in different liquids.
Optical properties of the Pt nanocolloids were different for
different liquid media while the highest concentrations of
nanoparticles were for lowest energy fluence and longer
ablation time.
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[14] M. I. Mendivil, L. V. Garćıa, B. Krishnan, D. Avellaneda, J. A.
Martinez, and S. Shaji, “CuInGaSe

2
nanoparticles by pulsed

laser ablation in liquid medium,” Materials Research Bulletin,
vol. 72, pp. 106–115, 2015.

[15] M. I. Mendivil, S. Shaji, G. A. Castillo, and B. Krishnan,
“Transmission electron microscopic studies on noble metal
nanoparticles synthesized by pulsed laser ablation in liquid,”
in Microscopy: Advances in Scientific Research and Education,
A. Méndez-Vilas, Ed., pp. 911–920, Formatex Research Center,
Badajoz, Spain, 2014.

[16] G. A. Castillo Rodriguez, G. G. Guillen, M. I. Mendivil Palma et
al., “Synthesis and characterization of hercynite nanoparticles
by pulsed laser ablation in liquid technique,” International
Journal of Applied Ceramic Technology, vol. 12, no. 2, pp. E34–
E43, 2015.
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Sainero et al., “Deactivation behavior of Pd/C and Pt/C cata-
lysts in the gas-phase hydrodechlorination of chloromethanes:
structure-reactivity relationship,” Applied Catalysis B: Environ-
mental, vol. 162, pp. 532–543, 2015.

[23] J. A. Creighton andD. G. Eadon, “Ultraviolet-visible absorption
spectra of the colloidal metallic elements,” Journal of the
Chemical Society, Faraday Transactions, vol. 87, no. 24, pp. 3881–
3891, 1991.

[24] J. B. You, X. W. Zhang, J. J. Dong et al., “Localized-surface-
plasmon enhanced the 357 nm forward emission from ZnMgO
films capped by Pt nanoparticles,” Nanoscale Research Letters,
vol. 4, no. 10, pp. 1121–1125, 2009.



Submit your manuscripts at
http://www.hindawi.com

Scientifica
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Corrosion
International Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Polymer Science
International Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Ceramics
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Composites
Journal of

Nanoparticles
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

International Journal of

Biomaterials

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Nanoscience
Journal of

Textiles
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2014

Journal of

Nanotechnology
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Journal of

Crystallography
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

The Scientific 
World Journal
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Coatings
Journal of

Advances in 

Materials Science and Engineering
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

 Smart Materials 
Research

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Metallurgy
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

BioMed 
Research International

Materials
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

N
a
no

m
a
te
ri
a
ls

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Journal ofNanomaterials


