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We have developed a computationally efficient simulation model for the optimization of redirecting electrical front contacts for
multijunction solar cells under concentration, and we present its validation by comparison with experimental literature results.
(e model allows for fast determination of the maximum achievable efficiency under a wide range of operating conditions and
design parameters such as the contact finger redirecting capability, period and width of the fingers, the light concentration, and the
metal and emitter sheet resistivity. At the example of a state-of-the-art four-junction concentrator solar cell, we apply ourmodel to
determine ideal operating conditions for front contacts with different light redirection capabilities. We find a 7% relative efficiency
increase when enhancing the redirecting capabilities from 0% to 100%.

1. Introduction

Shading, parasitic absorption, and resistivity of the electrical
front contacts constitute the largest individual loss mech-
anism in many solar cells [1]. On one hand, the front side
needs to transmit as much light as possible in order to
maximize the short circuit current. On the other hand, it has
to be electrically conductive in order to minimize resistive
losses. Due to the optoelectronic properties of solids, good
electron conductors are generally bad light transmitters and
vice versa. (is leaves us with a delicate trade-off between
transmission and conduction in designing the sun-facing
side of a solar cell.

In most types of solar cells, for example, standard
multijunction (MJ) solar cells, this trade-off is settled by
applying a metal grid to the front side of the cell. (e various
design parameters such as the spacing between the grid lines
and the width of the lines are then optimized for a com-
promise between low shading and low resistivity (see, for
example, [2]). For a more accurate optimization, the ab-
sorption of a specific incoming light spectrum is determined

by means of ray-tracing and wave-optical algorithms, and
those results are fed into device simulations such as the
simulation program with integrated circuit emphasis
(SPICE) [3, 4] model.

In concentrator applications, the incoming light is
concentrated onto a small area to increase efficiency and
decrease material costs. Due to the enhanced Fermi level
splitting under concentration, the open circuit voltage in-
creases with the logarithm of the concentration. (e short
circuit current density increases proportionally to the
concentration which simultaneously increases resistive
power losses. Hence, maintaining a high fill factor with
increased concentration requires the use of lower resistivity
contacts. Due to this trade-off, the optimal operating point at
which the efficiency is maximum can only be determined by
considering resistivity, shading, and concentration simul-
taneously [4].

One way to improve the front grid conductivity without
inducing additional shading is to increase the cross section
of the contact without increasing the width, so by fabrication
of large height-to-width ratio contacts, also referred to as
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high aspect ratio contacts. (e fabrication of high aspect
ratio contacts has been demonstrated by evaporation [5],
electroplating [6], printing [7–10], and embedding [11].
Further performance improvement can be achieved with
contacts that do not reflect all the incoming light away from
the cell but instead redirect part of the incoming light to-
wards the active cell area. Examples include trapezoidal
electroplated contacts [6], catoptric electrodes [12], and
effectively transparent contacts (ETCs) [7, 8, 10, 13, 14].(is
further increases the cell’s efficiency by allowing more
photons to be absorbed, thus increasing the short circuit
current for a given grid coverage. However, as the fraction of
the light being redirected to the cell for a certain geometry is
often not precisely known, this additional degree of freedom
in the design creates an extra variable to be taken into ac-
count in modeling such cells.

Running extensive optical and semiconductor models
over such a vast parameter space becomes computationally
expensive, creating the need for a computationally efficient
model for optimizing partially redirecting front grids for MJ
solar cells under concentration. (e goal of this study was to
find an easy-to-use, computationally inexpensive, and yet
accurate model for front grid optimization of concentrator
MJ solar cells.

(ere are a wide variety of approaches for modeling the
electrical performance of MJ solar cells under concentration
depending on the modeler’s main goal. (e single-diode
model is the simplest of them and is in some cases sufficient
for a rough estimate of the cell’s behavior [15, 16]. However,
it fails to take into account the effects of distributed resis-
tances, the individual subcell’s characteristics, and current
mismatching between the subcells. (erefore, a single-diode
model is unable to cope with changes on the subcell level and
is unreliable when a wide range of operating parameters is
used.

Amultidiode model takes away some of these limitations
by individually taking into account the subcells and con-
necting them in series. It has been shown that an extension
from a single to a multidiode model improves the modeling
accuracy at limited computational costs (which increases
linearly with the number of subcells) [17]. However, just as
its single-diode counterpart, multidiode models do not take
into account the effects of distributed resistances.

Distributed models such as SPICE are normally used
when these distributed effects need to be taken into account.
In a distributed SPICE model, the cell is split up into a large
number of small spatial elements. Each element has its own
set of solar cell parameters such as dark current, series re-
sistance, and ideality factor, thus allowing the model to more
accurately account for variations in local current and voltage
due to these spatially varying parameters. Although more
accurate, using a SPICE model also enormously increases
computational costs as the number of elements used is
typically very large and each element is solved individually.
Furthermore, in order to successfully model an MJ solar cell
using a SPICEmodel, various fundamental parameters of the
(sub)cell, most notably the resistances of all different layers,
are required as an input. (ese data are not always readily
available.

In this paper, we demonstrate that, for the optimization
of concentrator MJ solar cell front contact grids, using a
multidiode model provides accurate results. We validate this
statement through comparison with the literature experi-
mental results. Furthermore, we apply our model to a
complex front contact optimization problem: finding effi-
ciency and optimal operating point for front contacts with
varying redirecting capability—an increasingly important
scenario in lieu of the rise of novel contact technologies.

2. Computational Modeling Approach

In order to model a solar cell’s efficiency under a variety of
front contact layouts and operating conditions, both the
optical and the electrical aspects of the cell need to be taken
into account. In the algorithm presented in this paper, these
two aspects are treated sequentially. Firstly, the cell’s ge-
ometry and the optical operating conditions are imple-
mented in a combined ray- and wave-optical model
developed byMcintosh and Baker-Finch [18, 19] to calculate
the resulting short circuit current density, assuming ideal
internal quantum efficiency (IQE� 1) in the different sub-
cells. Mcintosh’s model allows for the integration of rect-
angular, nonredirecting contacts and of triangular cross
section, almost perfectly redirecting contacts (ETCs). (e
other redirection scenarios presented in this paper were
obtained through an interpolation between these two ex-
treme cases. Furthermore, the optical simulations were
performed under different irradiance angles to accurately
account for the irradiance angle profile under concentration
in a concentrator solar module. (e resulting short circuit
current density in the concentrator module was obtained
through the weighting of the different angles according to
the concentration configuration. (e short circuit current
density and all other relevant electrical parameters such as
metal resistivity, finger spacing, emitter sheet resistivity, and
diode ideality factor are then used as an input for the
electrical multidiode model, which will be explained in more
detail in the next section. With this model, the open circuit
voltage Voc and the fill factor FF can be calculated, and by
iteration, a maximum achievable efficiency can be deter-
mined for a given set of operating or design parameters. A
flow diagram of this approach is shown in Figure 1.

3. Equivalent Circuit Model

(e core element of the simulation method presented here is
the multidiode model of a multijunction solar cell. (is
model takes the single-diode equivalent circuit of a solar cell
as its point of departure.(e single-diode circuit is presented
in Figure 2(b) and consists of a series resistance RS, ac-
counting for resistive losses in the cell, a shunt resistanceRSh,
accounting for shunt pathways in the cell which in the case
of high-efficiency III–V solar cells can be taken to be of
infinite value, a current source IL accounting for the light-
generated current in the cell, and a diode, accounting for the
behavior of the cell in the dark. (e current of each diode is
given by

2 Journal of Renewable Energy



Id � I0 e qVd/mkBT)−1( ), (1)

where Id is the current through the diode, I0 is the dark
saturation current of the diode, q is the electron charge, m is
the diode’s ideality factor, kB is the Boltzmann constant, T is
the temperature, and Vd is the voltage across the diode.

In the multidiode model, these single diodes are con-
nected in series by means of a tunnel diode, as is shown in
Figure 2(c). Following electrical circuit theory, neglecting
the −1 term in (1) and taking the shunt resistance to be
infinite, it can be shown that the current-voltage relationship
for each individual subcell i in Figure 2 is given by

Ii � IL,i − I0,ie
q Vi− IiRs,i( )/mikBT( ). (2)

(ese individual I–V curves can then be combined into
the output I–V curve of the complete cell, which can in turn
be translated into an operating efficiency.

It is worth mentioning again that the goal of the model
is to calculate solar cell efficiencies for various front grid
designs. (e front grid influences the electrical behavior of
the solar cell mainly through the series resistance (see
equation (2)). In a multijunction cell, the total series re-
sistance can be split into (1) vertical resistance through the
semiconductor, (2) horizontal resistance through the top
emitter layer, and (3) resistance in the electrical front grid.
See Figure 2(a) for a schematic of these three sources of
resistance and the layout of a typical front grid. Resistance
(1) is unaffected by the front grid because it comprises the
resistances vertical to the front grid such as bulk and in-
terface resistance. (ese always have to be added to the
resistances occurring from lateral charge transport.

Resistances (2) and (3) change when the front grid changes
as these describe the lateral charge transport. As one ex-
ample, if the contacts are closer together, the path in the top
emitter through which current has to be conducted is
shorter, and hence, the resistance originating from the top
emitter layer will be lower. As another example, the re-
sistances originating from the electrical front grid become
lower if the aspect ratio of the contacts is higher. (us, in
order to determine the effect of variations in front grid
design, all four individual subcell resistances RS,i are
combined into two resistances: one for vertical transport,
Rvert, unaffected by the front grid (mostly resulting from the
resistance of the tunnel diodes between the cells), and one,
Rfront, representing all losses at the top of the cell and in the
grid [20]. Rfront is then calculated for various grids by
assuming a linear increase in current with location through
the grid fingers and a linear increase in current with lo-
cation in the top emitter between the fingers in the di-
rection perpendicular to the fingers [21]. (is results in the
following equation for the front grid resistance Rfront:

Rfront � Remit + Rcontact + Rmetal, (3)

where Rcontact is the contact resistance between metal and
semiconductor and Remit is the lumped resistance in the
emitter sheet, given by [21]

Remit �
D2

12
Rsheet

Acell
, (4)

and Rmetal is the lumped resistance in the metal front grid,
given by [21]

Input

Parameters
(1) Cell design: spacing, metal

resistivity, finger shape
(2) Operating conditions:

concentration factor, incident
angle

Resulting
efficiency

Optical
simulation

Multidiode
model

Model

Iterate over parameter space
to find optimum efficiency

Output

Figure 1: Flow diagram of the computation algorithm. First, all relevant parameters such as contact spacing and operation conditions are
fed into an optical simulation. (e resulting short circuit current density and additional information on the series resistance obtained from
the other parameters of the cell are then used as input for the multidiode model which computes the efficiency. (is process is repeated for
the whole parameter space to determine optimum efficiency and operating conditions.
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Rmetal �
ρlineL
3nf

. (5)

(e geometry is explicitly taken into account in these
equations: D is the distance between two fingers, Acell the
sun-facing area of the cell, L the length of the fingers, and nf

the number of perpendicular fingers. (e metal line resis-
tivity is given by ρline. See Figure 2(a) for an overview of the
used geometry.

4. Comparison with Experimental Results

In order to validate the proposed model, the parameters of a
state-of-the-art high-quality four-junction solar cell [22]
were used as input parameters for our simulations. Con-
centration-dependent fill factor and I-V curves were directly
obtained from reference [22] and the total series resistance
was derived from the I-V curves. Electrical front grid

parameters and top emitter sheet resistance were obtained
through personal communication with the authors of ref-
erence [22]. In the following, our multidiode simulation
results will be compared with the experimental results from
this cell.

(e fill factor vs. concentration curves for the multidiode
model and the experimental result are shown in Figure 3. It
can be seen that the multidiode model follows the experi-
mental points closely. (e most important reason for this is
that the actual operating conditions and experimental data
of the modeled cell can be implemented more directly into
the multidiode model. For instance, for the multidiode
model, the total series resistance is taken directly from the
reported I-V and FF curves, whereas the series resistance in
the SPICE model is calculated in a bottom-up approach.(e
bottom-up approach is helpful if the experimental cell pa-
rameters (such as tunnel diode resistance) are not known. In
the multidiode model, one has to deduct those parameters
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Figure 2: (a) Schematic overview of the current flow and layout of the front side of a multijunction solar cell. Numbers 1, 2, and 3 indicate
the sources of resistance as indicated in the text, (b) the single-diode model equivalent circuit, and (c) equivalent circuit of the multidiode
model.
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from relevant literature data. If the experimental behavior of
the cell is already known in detail for one specific front
contact configuration and these data are available, then this
deduction is possible and the multidiode model is superior
as those parameters can be used directly. If this is not the
case however, it should be emphasized that a bottom-up
approach in the form of a SPICE model remains preferable
due to its more fundamental nature as explained in the
literature [1].

5. Optimizing Front Grid Designs for
Multijunction Cells under Concentration

Due to the efficient design of the model and the high ac-
curacy for cases in which the experimental cell properties are
well known, as described in the previous sections, it is
possible to simulate multijunction cells under concentration
over a large parameter space without excessive computation
times. In this section, the four-junction cell as introduced
earlier [22] is taken as an example of which potential effi-
ciency improvements are calculated for various front grid
designs.

First of all, the effect of varying grid density (finger
periodicity) is investigated, assuming flat, 5 μm wide,
completely reflecting silver fingers. (is is done by changing
the number of fingers in our model and calculating the
resulting effect (both optical and electrical) on the solar cell’s
performance. Concentration factors ranging from 0 to 1000
times were used with an irradiance spectrum of air mass 1.5
global (AM1.5G). (e results are shown in Figure 4.
Figure 4(a) shows the concentration-dependent FF for
different periodicities ranging from 48 μm to 338 μm. For
low concentration, the FF slightly increases with concen-
tration due to the increase in light-generated current relative
to dark current. For high concentration, the FF decreases
due to resistive losses and decreases faster for increasing
finger periodicity. (e decrease of both Remit and Rmetal with
decreasing periodicity (see equations (4) and (5)) leads to an

increase in fill factor. (is effect is especially pronounced at
higher concentrations as the resistive losses scale with the
square of the current.

Counterworking this effect, however, is the reduction in
short circuit current with decreasing periodicity as can be
seen in Figure 4(b). Although, obviously, short circuit
current increases linearly with concentration for all cells, it
does so at a higher rate for lower periodicities due to the
decrease in shading. (e two competing processes shown in
Figures 4(a) and 4(b) can be combined into a concentration-
dependent efficiency as shown in Figure 4(c). Note that we
also accounted for the minor changes in the open circuit
voltages not shown in any graph.

From there, it can be seen that for each periodicity, the
maximum efficiency occurs at a different concentration, with
the maxima of the largest periodicities occurring at the
lowest concentrations, again due to the increase in resistive
power losses with the square of the current (concentration).
It can also be seen that for a specific cell layout, there is an
optimal spacing, which in this case is close to 169 μm, shown
in purple. Larger periods lead to a rapid decline in effi-
ciencies at higher concentrations due to resistive losses, and
lower periods lead to an overall suppressed efficiency due to
shading.

6. Optimizing Redirecting Front Grids

With the advent of novel high aspect ratio printing methods
and contacts with sophisticated photonic design, it is in-
formative, both from a theoretical and from a practical
perspective, to look not only at flat, fully reflecting fingers
but also at fingers that redirect part of the incoming light
towards the active cell area. From a theoretical point of view,
this allows us to develop more insight into how the shading
versus resistance trade-off as seen in Figure 4 changes with
changing finger design. From a practical point of view, it is
important to quantify the advantage of (partially) redirecting
fingers such that through technoeconomical modeling, it can
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be assessed whether the added benefits justify the enhanced
fabrication complexity.

We quantify the amount of light reflected from the
fingers towards the cell as the redirection capability of a
finger grid, which is defined as the amount of light that is
redirected towards the cell as a percentage of the total
amount of light falling onto the grid fingers. 100% redi-
rection means that all light falling onto the finger is absorbed
in the cell, while 0% redirection corresponds to regular,
completely reflecting fingers. Almost ideal redirection has
been experimentally demonstrated [7, 8, 10, 11] and opti-
cally modeled [13, 14] only with effectively transparent

contacts (ETCs) while 0% redirection occurs for completely
flat and specular contacts, in which total internal reflection at
the encapsulation layer can be completely neglected.

(e I-V characteristics of 0%, 50%, and 100% redirecting
fingers are calculated as a function of finger periodicity at a
specific concentration (in this case, 300 times AM1.5). (e
resulting Isc and Voc and fill factor as a function of finger
periodicity are shown in Figure 5.

Firstly, it can be seen from Figure 5(b) that the fill factor
is independent of the amount of redirection. (is is because
the redirection parameter only affects the optical perfor-
mance and does not influence the resistance and thus the
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Figure 4: Fill factor, short circuit current, and the resulting efficiency for nonredirecting fingers as a function of concentration and for 5
selected periodicities.
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electrical performance. Secondly, Figures 5(a) and 5(c) show
that the short circuit current and open circuit voltage are
independent of the finger periodicity for completely redi-
recting fingers, while declining strongly with decreasing
redirection and decreasing period. (e nonlinear behavior
along the x-axis in Figure 5(c) can be explained by con-
sidering that the generated current scales with the open cell
area, which does not scale linearly with the finger period.

From Figure 5, it can be concluded that at any given
finger periodicity, an increase in redirection capability al-
ways leads to an increase in generated current (and voltage),
with the benefits of redirection increasing significantly with
decreasing periodicity.

In order to fully utilize the model’s capabilities, the
combined effects of redirection, concentration, and finger
periodicity can be evaluated. (is allows us to determine the
highest achievable efficiency for a given MJ cell if the front
contact grid can be freely designed. (e simulation is per-
formed by assuming a number of finger redirection capa-
bilities (similar to the results presented in Figure 5),
calculating their period-dependent efficiency as a function of
concentration (similar to the results presented in Figure 4),
and determining the maximum achievable efficiency for any
given combination of period and redirection (the maximum
in a concentration vs. efficiency curve). (ese maxima can
then be plotted as a function of redirection and periodicity.
(e results of this simulation are shown in Figure 6.

In Figure 6, a similar trend can be observed as in Fig-
ure 5, where lower periods caused a current and voltage
decrease and a fill factor increase. In Figure 6, the combi-
nation of these two competing effects translates into a local
maximum in the maximum achievable efficiency as a
function of periodicity for a given amount of redirection. In
other words, Figure 6 shows the optimal finger periodicity
for a given solar cell and finger design. (e optimal peri-
odicity shifts to lower values when the fingers can redirect
more light since the redirection shifts the balance between
optical drawbacks and electrical benefits of a denser finger
grid.

Even more importantly, it can be seen that significant
efficiency gains of >1% absolute are achievable by increasing
the amount of finger redirection. For instance, by changing
the currently used fingers with a 36% redirection capability
to effectively transparent contacts (ETCs) [7], which have a
97.7% redirection capability [10], the efficiency can be in-
creased to 46.6%, an increase of 1.9% absolute. It can be seen
that the relative efficiency increases by ∼7% when replacing
0% redirecting contacts with 100% redirecting contacts and
optimizing the periodicity.

It should be emphasized that the graph in Figure 6 does
not only present one single concentration condition, but is
composed of individual maxima taken from individual ef-
ficiency versus concentration curves. (is gives a feeling for
the amount of computation that is needed in order to obtain
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this graph and thus the benefits of using the efficient
multidiode approach presented in this paper. Furthermore,
it follows that the optimal operating concentration changes
with both finger periodicity and amount of redirection. (e
optimal concentration at which maximum efficiency occurs
dependent on the finger periodicity is shown in Figure 7 for
nonredirecting (0%) and perfectly redirecting (100%) con-
tacts. It can be seen that generally, to achieve the higher
efficiencies at lower periodicities, higher operating con-
centrations are necessary. (e difference between strongly
and weakly redirecting fingers however is rather small and
only becomes pronounced with small finger periodicity.(is
shows that a once-determined optimal concentration will
stay somewhat constant for enhanced contact redirection
capability and is not the most crucial parameter to optimize.

7. Conclusion

In summary, we have shown that a multidiode model fed
with optical absorption modeling results and experimental
solar cell parameters offers an accurate and computationally
efficient way to optimize front contact grids in concentrator
multijunction solar cells. (e multidiode model accurately
describes the experimental properties of the solar cell if the
solar cell parameters are known for a specific front contact
design. (e SPICE model is only superior if those experi-
mental parameters are unknown. On the other hand, the
multidiode model is superior if detailed knowledge on the
interface resistance is unavailable, but the solar cell pa-
rameters are known. We have applied our multidiode model
to the optimization of front contact grids with different re-
direction capabilities. We found that the maximum achievable
efficiency can be enhanced by ∼7% relative if 0% redirecting
contacts are replaced by 100% redirecting contacts. (e
presented model will facilitate the design of optimized front
contact layouts in an area of emerging, high-performance
front contact technologies.
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