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Abstract. 
Vehicle velocity and roll angle are important information for active safety control systems of four-wheel independent drive electric vehicle. In order to obtain robustness estimation of vehicle velocity and roll angle, a novel method is proposed based on vehicle dynamics and the measurement information provided by the sensors equipped in modern cars. The method is robust with respect to different road and friction conditions. Firstly, the dynamic characteristics of four-wheel independent drive electric vehicle are analyzed, and a four-degree-of-freedom nonlinear dynamic model of vehicle and a tire longitudinal dynamic equation are established. The relationship between the longitudinal and lateral friction forces is derived based on Dugoff tire model. The unknown input reconstruction technique of sliding mode observer is used to achieve longitudinal tire friction force estimation. A simple observer is designed for the estimation of the roll angle of the vehicle. And then using the relationship, the estimated longitudinal friction forces and roll angle, a sliding mode observer for vehicle velocity estimation is provided, which does not need to know the tire-road friction coefficient and road angles. Finally, the proposed method is evaluated experimentally under a variety of maneuvers and road conditions.



1. Introduction
Vehicle active safety control systems such as yaw stability control system and roll stability control system can significantly reduce the number of road accidents [1–3]. However, these systems usually depend upon information about vehicle velocity, yaw rate, and roll angle. Generally, the yaw rate is measurable, but the vehicle velocity and roll angle cannot be measured directly in modern cars due to the cost and reliability issues. As a consequence, they must be estimated, and the accurate and reliable vehicle velocity and roll angle information is very important for the vehicle active safety control systems [4, 5]. Since the wheel torques of four-wheel independent drive electric vehicle can be obtained easily, the higher accuracy of vehicle velocity estimation compared to conventional vehicles can be achieved, which should be used to improve the performance of vehicle active safety control systems.
In [6], an extended Kalman filter is used to estimate vehicle velocity and friction forces. Since a random walk is chosen to model each friction force, the estimation accuracy may be degraded when the friction forces are time-varying during braking and driving. In addition, as the vehicle model is significantly nonlinear, model errors related to currently estimated state may be introduced by linearization. A nonlinear observer for vehicle velocity estimation with stability guarantees, based on acceleration and yaw rate measurements in addition to wheel angular velocity and steering wheel angle measurements, is investigated in [7]. But the wheel angular velocity measurements are transformed to measurements of longitudinal velocity and used in the feedback term of the observer. This is based on an assumption of zero tire longitudinal and lateral slips. So the measurements will contain large errors and deteriorate the estimate of longitudinal velocity when the tire slips are high. Unfortunately, the tire slips usually are high during braking and steering especially on low friction surfaces. Moreover, the longitudinal velocity observer gains must be determined at each sample time. This has an adverse effect on the real-time performance of the observer. In [8], a sliding mode observer is suggested to estimate vehicle sideslip angle, while a linear lateral friction model is used and longitudinal friction forces are treated as inputs of the observer. However, the linear relationship representing lateral friction force is not sufficiently accurate anymore for lateral acceleration above 4 m/s2 and large tire sideslip angle, and longitudinal friction force is not always available in modern cars [9]. However, the researches above assume that the road grade angle and bank angle are zero or are known for accurate estimation of vehicle velocity. The road angles are nonzero if the road is nonflat and then have significant effect in both vehicle dynamics and acceleration measurements [10]. A method for identifying road bank angle and vehicle roll angle separately using measurements from global positioning system and inertial navigation system sensors is developed in [11]. In [12], the lateral tire force sensors are used to estimate the vehicle sideslip angle and roll angle for four-wheel independent drive electric vehicle, and high estimation accuracy is achieved. But the sensors mentioned above are expensive for modern cars. In [13], the estimation of the road grade and bank angles is discussed based on vehicle longitudinal and lateral dynamics and the assumption that the angles vary slowly enough compared to the dynamics of the system; the effect of the roll angle has not been considered in this paper.
In this paper, using the measurements from the existing sensors equipped in the four-wheel independent drive electric vehicle, including the wheel angular velocities, longitudinal and lateral accelerations, yaw rate, roll rate, wheel steering angles, and wheel torques, a method for vehicle velocity and roll angle estimation with road and friction adaptation is proposed based on the nonlinear vehicle dynamics and Dugoff tire model. The proposed method is evaluated experimentally under a variety of maneuvers and road conditions.
2. Vehicle Model
As shown in Figures 1 and 2, a vehicle maneuvering and roll model is used to design the vehicle velocity and roll angle observers. This model has four degrees of freedom for longitudinal motion, lateral motion, yaw motion, and roll motion of the vehicle. During handling maneuvers on smooth roads, the vehicle roll motion is primarily induced by lateral acceleration [14]. Based on this assumption, a body-fixed coordinate system with the origin at the vehicle center of gravity (COG) is used to set up the model, and the kinematic relationships among the vehicle velocity, yaw rate, roll angle, and acceleration are as follows:
						
					where  and  are the longitudinal and lateral velocities of vehicle COG.  is the yaw rate.  and  denote the road grade and bank angles. The effect between the road grade and bank angle is not considered in this paper.  is the gravitational constant.  is the roll angle as a result of vehicle lateral motion by steering maneuvers.  and  are the longitudinal and lateral accelerations measurements from the sensors attached to the vehicle body and aligned with the body-fixed coordinate system, and they will be different from the actual accelerations of the COG when there are nonzero road grade angle and bank angle.  is the vehicle moment of inertia about longitudinal axis.  is the roll stiffness and  is the roll damping.  is the sprung mass of the vehicle and  is the height of the roll center.  is the vehicle moment of inertia about vertical axis.  is the torque about vertical axis.




	
	
		
			
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
			
			
				
			
			
				
			
			
			
				
					
					
						
					
				
			
			
				
				
			
				
				
		
		
			
				
					
			
			
				
			
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
			
			
				
			
				
					
			
			
				
					
			
			
				
		
		
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
			
				
		
		
			
		
		
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
		
	


Figure 1: Vehicle maneuvering model.






	
	
		
			
				
					
				
				
				
				
				
			
			
				
				
				
				
			
		
		
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
		
		
			
			
		
		
			
				
			
				
			
				
			
				
		
	


(a) Force induced by road grade angle




	
	
		
			
				
			
			
			
			
			
			
				
			
				
				
					
			
			
			
			
				
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
				
				
				
			
		
		
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
		
		
			
				
			
				
			
				
			
				
					
			
			
				
		
	


(b) Vehicle roll model
Figure 2: Force induced by road grade angle and vehicle roll model.


Due to the presence of measurement errors such as biases and noise from the sensors, some feedback should be used to make the estimated results converge, and then the vehicle dynamics is introduced into the vehicle model (1). According to Figure 1, the force balances in the direction of the longitudinal and lateral axis as well as the torque balance about the vertical axis are given by
						
					with
						
					where the effect of wheel rolling resistance forces is ignored.  denotes the total mass of the vehicle.  is the front wheel steering angle and can be obtained from the measured steering wheel angle directly.  represents the aerodynamic resistances coefficient.  and  are the distances from the vehicle COG to the front and rear axle and  and  are the front and rear track width.  and  are the longitudinal and lateral friction forces of the th wheel, and  is 1, 2, 3, and 4 and represents four wheels, respectively.
The nonlinearity of vehicle tires will become a critical factor during emergency maneuvers in which the linear tire model is not sufficiently accurate anymore. To account for the nonlinearities of the tire friction force, Dugoff tire model [15] is used in this paper, and the longitudinal friction force  and the lateral friction force  of the th wheel in (3) are given as
						
					where  and  are the longitudinal and cornering stiffness of the tire.  and  denote the tire longitudinal slip and the tire sideslip angle of the th wheel. The definition and calculation method of these variables are shown in [16]. The variable  and the function  are defined as
						
					where  is the tire-road friction coefficient.  is the normal force for each wheel and is calculated as
						
					where  denotes the height of vehicle COG.
For four-wheel independent drive electric vehicle, the torque balance of the wheel  is
						
					where  is the moment of inertia of the wheel.  is the effective radius of the wheel.  and  denote the angular velocity and the wheel torque of the th wheel.
3. Observer Design
3.1. Estimation of Friction Force
In the wheel longitudinal dynamic equation (7), the wheel angular velocity  is measurable, and the wheel torque  can be obtained directly from the motor control system of four-wheel independent drive electric vehicle. So (7) can be described in state space form as follows:
								
							where  is the system state and  is the control input.  is unknown and bounded input.  is the measurement output. , and .
Obviously, the unknown input  is observable with respect to the measurement output  in the system (8). So the estimation problem of longitudinal friction force can be described as to reconstruct the unknown input  of the system (8) from the measurement output .
The sliding mode observer, through sliding surface design and equivalent control concept, has been proven to be an effective approach for handling the systems with disturbances and modeling uncertainties. Based on the unknown input estimation technique of the sliding mode observer, this paper proposed the following observer for longitudinal friction force estimation: 
								
							where  is the sliding mode gain.  denotes the feedback gain, and the Luenberger type of feedback loop in the observer is used to ensure the stability of the observer.
If we define the estimation error  and the Lyapunov function , the stability results for error dynamics of the observer (9) then can be obtained directly. If the gains  and  are chosen such that
								
							it will have . Hence the dynamics  reaches the sliding mode in finite time and stays thereafter.
Once the state of the observer (9) converges to the actual state, the longitudinal friction force can be reconstructed according to (9) as follows:
								
							where  is a small positive real number and affects the accuracy of the unknown input estimation.
Actually, the longitudinal and lateral friction forces can be calculated directly using the Dugoff tire model. But the calculation of the longitudinal and lateral friction forces needs to know the tire-road friction coefficient, which usually cannot be measured based on the sensors equipped in modern cars. The tire-road friction coefficient not only depends on the road conditions (such as asphalt, ice and snow, etc.), but also is affected by tire materials, ambient temperature, and other factors. The relationship between them is very difficult to be described by mathematical model. So the estimation of the tire-road friction coefficient is not an easy task [17].
According to the Dugoff tire model (4) and (5), the relationship between the longitudinal and lateral friction forces can be derived as follows:
								
							Based on this relationship, the lateral friction force can be calculated using the estimated longitudinal friction force and vehicle states directly, which did not need the tire-road friction coefficient.
3.2. Estimation of Roll Angle
According to the vehicle roll model shown in Figure 2(b) and (1), the model used in this paper for roll angle estimation is given by
								
							where  denotes the roll rate of the vehicle.
Since the lateral acceleration and roll rate usually are measurable in modern cars, the observer for roll angle estimation in this paper is proposed as follows:
								
							where  and  are the feedback gain and can be determined by the pole placement method.
3.3. Estimation of Vehicle Velocity
According to the vehicle kinematic model (1) and dynamic model (2), the model used in this paper for vehicle velocity estimation is given by
								
							Since the roll angle of the vehicle and the road bank angle usually are small, the assumption  is made in the above equation. The obtaining of the road grade angle and bank angle is not an easy task based on the sensors equipped in modern cars. The terms  and  are considered as unknown and bounded inputs of the system in this paper.
In modern cars, the longitudinal acceleration, lateral acceleration, and yaw rate usually are measurable. Taking into account the model mismatch of the nonlinear vehicle dynamics and the presence of measurement errors such as biases and noise from the existing sensors equipped in vehicle, the difference between the calculation value of longitudinal and lateral accelerations based on nonlinear vehicle dynamic model and the measurement value provided by the sensor as a feedback term is introduced to improve the estimation accuracy of the vehicle velocity. And the estimation method of vehicle velocity based on the sliding mode observer is proposed in this paper as follows:
								
							where  and , , are the feedback gain and siding mode gain of the observer. , , and  are estimated values of , , and , which can be calculated based on (3) using the estimated longitudinal friction forces and vehicle states. The estimated roll angle of the vehicle from the observer (14) is considered as an input of the observer (16). The observer defined by (16) copies the structure of the Luenberger observer, with disturbances replaced by their corresponding sliding mode terms. The main aim is to show that state estimation will be totally insensitive to disturbances, if and only if there exists a sliding mode term to track every unknown input.
The structure of the roll angle and vehicle velocity observers proposed in this paper for four-wheel independent drive electric vehicle is illustrated in Figure 3. Based on (11), the longitudinal friction force of the four wheels can be obtained using the measured wheel angular velocity and wheel torque, and then the lateral friction forces are achieved according to (12), which does not need to know the tire-road friction coefficient. In other words, the calculation of the friction forces in the vehicle velocity observer can adapt with road friction condition. At the same time, the road grade angle and bank angle can be constructed together with the estimation of the vehicle velocity.




	
	
		
			
				
					
				
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
							
						
							
						
					
				
				
					
						
							
						
							
						
					
				
				
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
				
					
						
						
							
						
					
				
			
		
		
			
		
			
				
			
				
			
				
		
		
			
		
			
		
			
				
			
				
			
				
		
		
			
		
			
		
			
		
			
		
			
				
		
		
			
		
			
		
			
		
			
				
					
				
					
				
					
			
		
		
			
				
		
		
			
				
			
			
			
			
		
	


Figure 3: The structure of the proposed roll angle and vehicle velocity observers.


To avoid excessive chattering, the  in the observer (16) is replaced by , which is defined as follows:
								
							where  is the estimation error and  is a small positive scalar to adjust the slope of the function .
In the following, the selection of the feedback gains and sliding mode gains to guarantee the stability of the observer (16) should be discussed. Define
								
							Substituting (17) and (18) into (16), the vehicle velocity observer equations can be rewritten as
								
Define the estimation errors , , and ; the error dynamics of the observer (19) is given by
								
							with , . The values of  and  are bounded because the road grade angle  and the road bank angle  usually are small according to the real road condition.
Define the Lyapunov function
								
							its time derivative along the trajectories of (18) is given by
								
							According to the analysis method in the authors’ previous published literature [16], the following results can be obtained directly:
								
							where , , and the matrix  is defined as
								
							and , is positive constants. So if the observer gains , are chosen as
								
							with
								
							the matrix  is positive definite, and then
								
							where  and  denotes the minimum eigenvalue of the matrix .
From the above discussion, it is clear that if the road is flat, the road grade angle and bank angle are zero, and ; the inequality (23) can be rewritten as ; then the observer error dynamics (20) is asymptotically stable. For , the inequality (23) clearly implies that the observer error dynamics (20) is input-to-state stability (ISS) with respect to .
4. Simulation Results
As shown in Figure 4, by modifying some related part based on the existing model in veDYNA, a high-precision vehicle dynamics simulation system for four-wheel independent drive electric vehicle has been built in this paper. The veDYNA simulator, developed by the group of companies TESIS, is the software which provides an integrated development environment for quickly conducting vehicle simulation and control algorithm design, especially for chassis/driveline modeling and simulation. The vehicle parameters used in the veDYNA and observers proposed in this paper are the same as in [11].




	
	
		
			
			
			
			
			
			
			
			
				
					
						
							
								
							
								
							
						
					
				
			
			
				
					
					
						
					
				
			
			
				
			
				
					
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
						
							
						
							
						
					
				
			
			
				
					
						
						
							
						
					
				
			
			
				
					
					
						
					
				
			
			
				
			
				
			
				
					
					
						
					
				
			
			
				
			
				
			
			
			
			
			
			
				
			
			
				
					
					
						
					
				
			
			
			
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
		
		
			
				
					
					
						
					
				
			
		
		
			
				
					
					
						
					
				
			
		
		
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
					
					
						
					
				
			
			
				
		
		
			
				
			
				
			
				
			
				
		
		
			
				
			
				
			
				
			
				
			
				
		
		
			
				
		
		
			
				
			
		
		
			
				
					
			
		
		
			
				
					
				
					
			
		
		
			
		
			
		
			
		
			
		
			
				
			
		
		
			
				
			
		
		
			
				
			
		
		
			
		
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
				
			
		
		
			
				
		
		
			
				
		
		
			
				
			
				
			
			
			
			
		
		
			
				
					
				
					
			
		
		
			
		
		
			
				
					
						
			
		
		
			
		
			
		
		
		
		
	


Figure 4: The structure of the simulation system.


To represent the most likely cause of error in true data acquisition, zero-mean-value random measure noises with Gaussian distribution are introduced into the vehicle acceleration, yaw rate, and roll rate measurements during the course of simulation. The performance of the observers is evaluated under a sudden steering maneuver on a high friction surface () and a slalom maneuver on a low friction surface (), and the test vehicle drives on nonflat roads in each maneuver, respectively.
In the sudden steering maneuver, the longitudinal vehicle velocity strongly varies. As shown in Figure 5, the duration of vehicle acceleration and brake has been included, and the steering wheel angle changes from zero to 90 degrees during 1 second when vehicle is running at high speed. The road grade angle and bank angle are shown in Figure 6. In Figures 7 and 8, the estimated roll angle, yaw rate, and vehicle velocities from the proposed observers are compared to those of the veDYNA simulator, respectively.




	
	
		
			
				
				
				
				
				
				
				
				
				
				
				
				
				
			
			
				
					
						
					
				
			
			
				
					
				
					
						
			
		
		
			
				
					
					
					
					
					
					
					
					
					
					
					
						
						
						
						
					
				
			
			
				
					
				
				
					
						
				
				
			
				
					
						
				
				
					
						
				
				
			
				
					
			
			
				
			
				
			
	


Figure 5: The steering wheel angle and wheel torque in the sudden steering maneuver.






	
	
		
			
				
				
				
				
				
				
				
				
				
				
				
				
				
			
			
				
					
						
					
				
			
			
				
					
						
				
					
				
		
		
			
				
				
				
				
				
				
				
			
			
				
					
						
					
				
			
			
				
					
						
							
								
					
				
				
		
	


Figure 6: The road grade angle and bank angle in the sudden steering maneuver.






	
	
		
			
				
					
					
					
					
					
					
					
					
					
					
					
						
							
						
					
				
			
			
				
					
						
				
				
					
				
			
			
				
			
				
			
				
			
		
			
				
				
				
				
				
				
				
				
			
			
				
					
						
							
						
					
				
			
			
				
					
						
				
				
					
				
			
			
				
					
						
				
				
		
	


Figure 7: The measured and estimated vehicle roll angle and yaw rate in the sudden steering maneuver.






	
	
		
			
				
					
					
					
					
					
					
					
					
					
					
					
					
					
					
						
							
						
					
				
			
			
				
					
						
				
				
					
				
			
			
				
		
		
			
				
				
				
				
				
				
				
				
				
				
				
			
			
				
					
						
						
					
				
			
			
				
					
						
				
				
					
				
			
			
				
					
				
					
				
		
	


Figure 8: The measured and estimated vehicle velocities in the sudden steering maneuver.


The second test is a slalom maneuver on a low friction surface. The steering wheel angle and wheel torque measurements are shown in Figure 9. In this test, the steering wheel angle turns quickly during the vehicle running, and the amplitude of the steering wheel angle is 30 degrees. The road grade angle and bank angle in this test are shown in Figure 10. Figures 11 and 12 show the roll angle, yaw rate, and vehicle velocities estimation results from the proposed observer and the veDYNA simulator.




	
	
		
			
				
					
					
					
					
					
					
					
					
						
					
				
			
			
				
					
						
				
					
				
			
				
					
				
			
		
		
			
				
					
					
					
					
					
					
					
					
					
					
					
					
						
						
							
						
							
						
							
					
				
			
			
				
					
						
					
					
						
							
					
					
				
					
						
							
					
					
						
							
					
					
			
			
				
					
						
				
				
					
				
		
	


Figure 9: The steering wheel angle and wheel torque in the slalom maneuver.






	
	
		
			
				
					
					
					
					
					
					
					
					
					
						
					
				
			
			
				
					
						
				
					
				
			
				
					
				
			
		
		
			
				
					
					
					
					
					
					
					
					
						
					
				
			
			
				
					
				
			
			
				
					
						
				
					
						
				
		
	


Figure 10: The road grade angle and bank angle in the slalom maneuver.






	
	
		
			
				
				
				
				
				
				
			
			
				
					
						
					
				
			
			
				
			
			
				
					
						
							
					
					
						
					
				
			
			
				
					
				
					
				
		
		
			
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
			
			
				
					
						
				
				
					
				
			
			
				
					
						
				
				
					
				
			
			
				
					
				
					
				
					
				
					
				
					
				
					
				
					
						
				
				
					
			
		
	


Figure 11: The measured and estimated vehicle roll angle and yaw rate in the slalom maneuver.






	
	
		
			
				
					
					
					
					
					
					
					
					
					
					
						
						
					
				
			
			
				
					
						
				
				
					
				
			
			
				
		
		
			
				
				
				
				
				
				
				
				
			
			
				
					
						
							
						
					
				
			
			
				
					
						
				
				
					
				
			
			
				
					
						
				
				
		
	


Figure 12: The measured and estimated vehicle velocities in the slalom maneuver.


As shown in Figures 8 and 12, the estimated vehicle velocities from the proposed observer with respect to different road angles and surface conditions are very close to the values of the veDYNA simulator, and the vehicle velocity observer does not need to know the road angles and the tire-road friction coefficient. This is to be expected since the estimated longitudinal friction forces and the relationship between the longitudinal and lateral friction forces are used in the vehicle velocity observer proposed in this paper. At the same time, the sliding mode terms are used in the vehicle velocity observer as a “tracking element” for the unknown inputs caused by road grade angle and bank angle, which are difficult to be measured. From Figures 7 and 11, it can be seen that the estimation of the roll angle has also achieved good performance. It also can be seen that the estimation of yaw rate contains relatively more noise. This is mainly induced by the noise of measurement, which can be decreased by a low-pass filter, such as one with a transfer function of , where  is a constant.
5. Conclusion
In this paper, a roll angle observer and a vehicle velocity observer have been proposed for four-wheel independent drive electric vehicle without needing to measure or estimate the road angles and surface conditions, using the available measurements in modern cars including the wheel angular velocities, longitudinal and lateral accelerations, yaw rate, roll rate, wheel steering angles, and wheel torques. The proposed observers have been validated on a high-precision vehicle dynamics simulation system based on veDYNA, and the simulation results show that good performance of the proposed observers has been achieved. Using the estimated vehicle velocities, the vehicle body sideslip angle can be calculated directly, which is also useful for the automotive chassis control systems.
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