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Single crystals of pure and ammonium chloride-doped urea L-malic acid (ULMA) were grown by slow evaporation technique.
Many interesting results on several properties of ammonium chloride impurity added to ULMA single crystals have been observed
and studied. The different morphology of ammonium chloride-doped ULMA crystals was noticed and the effect of ammonium
chloride doping on the growth, optical, and hardness properties has been investigated. The presence of functional groups has been
estimated by FTIR analysis. The lattice parameters of the grown crystals were studied by single crystal X-ray diffraction technique.
Powder X-ray diffraction studies confirm the diffraction planes of the grown crystals. The UV-visible spectrum shows the cutoff
wavelength at 220 nm. A study on the thermal properties has also been carried out. The NLO property of the grown crystals was
confirmed by SHG studies.

1. Introduction

Crystalline salts of amino acid complexes have recently
attracted considerable interest among researchers due to its
wide range of applications [1, 2]. Urea L-malic acid (ULMA)
is one such material and few reports are available on ULMA
crystal in the literature [3–7]. However, there is no report
available, to the best knowledge of the authors, on the
doping of this material. ULMA crystallizes in the monoclinic
system with space group P2

1
. The reported lattice parameters

are 𝑎 = 9.0335(8) Å, 𝑏 = 6.9356(5) Å, 𝑐 = 6.8008(6) Å, and
𝛽 = 94.67(0)∘ at 295K [3, 4]. ULMA crystal has a wide
transmission range in the visible region and could be used
as a nonlinear optical (NLO)material. Microelectronics need
low dielectric constant (𝜀

𝑟
) materials and ULMA crystal has

low values of dielectric constant, and hence it can be used
to reduce the RC delay, reduce power consumption, and
reduce cross talk. It is reported that doped NLO materials
have more advantages than undoped materials [8, 9]. Urea L-
malic acid (ULMA) is an organicmaterial, and if an inorganic
material like ammonium chloride is used as the dopant, it is
expected that the physical and chemical properties of the host

crystal; namely, urea L-mailc acid may be altered and NLO
properties of ULMA crystal may be improved, and hence
in the present investigation, pure and ammonium chloride-
doped urea L-malic acid (ULMA) single crystals were grown
by slow evaporation technique. The grown crystals were
characterized by FTIR, single crystal XRD and powder XRD
studies, UV transmission, hardness, TG/DTA, and SHG
studies.The results obtained from various studies of undoped
and ammonium chloride-doped ULMA crystals are here
reported and discussed.

2. Experimental Studies

2.1. Crystal Growth and Morphology. High-purity chemicals
with deionized water were used to grow crystals by slow
evaporation technique. Urea and L-malic acid were taken
in 1 : 1 molar ratio, and ammonium chloride was added in
three different weight percentages of 5 wt%, 10wt%, and
15wt% to the solution of urea L-malic acid. Uniform stirring
was maintained and the temperature and volume were also
kept constant as 307K and 100mL for all crystals to grow.



2 Journal of Materials

(a) (b)

(c)

Figure 1: A photograph showing ammonium chloride doped ULMA crystals. (a) ULMA doped with ammonium chloride, (5 wt%), (b)
ULMA doped with ammonium chloride, (10 wt%), (c) ULMA doped with ammonium chloride, (15 wt%).

Nuclei started to appear in the saturated solution after 15 days
and crystals of size 20 × 10 × 7mm3 have been observed
after the growth period of 35 days. From these grown
crystals, defect-free crystals were selected and used for the
studies. Figure 1 shows the as-grown crystals of ULMAdoped
with different weight percentages of ammonium chloride.
In our study, crystallization indicates that dopant addition
of different weight percentages of ammonium chloride to
ULMA results in a change of crystal habit. Low concentra-
tions of ammonium chloride as impurity were found not
to affect the prismatic faces of pure ULMA. ULMA crystal
grown from ammonium chloride of 5 wt% as dopant was
found to have prismatic shape. With increasing the dopant
percentage addition from 10wt% to 15wt%, extra faces with
platy habit were found in the grown crystals. As reported
in literature [10], it may be due to adsorption which led to
changes in growth mechanism and habit modification. The
supersaturation and stirring may be also found to affect the
crystal habit.

2.2. Characterization Techniques. To analyse the presence
of functional groups, Fourier Transform Infrared Spectrum
(FTIR) was recorded using a Shimadzu spectrophotometer
with KBr pellet technique in the range of 4000 to 500 cm−1.
Single crystal X-ray diffraction data have been collected
using Enraf Nonius CAD-4 Diffractometer (𝜆 = 0.7107 Å in
𝜔/2𝜃mode) with graphite monochromatedMo K

𝛼
radiation.

Powder XRD was recorded by employing a powder X-ray
diffractometer (PANalytical multipurpose diffractometer)
with nickel filtered Cu K

𝛼
radiation (𝜆 = 1.54056 Å).The UV-

visible-IR transmission spectrum of ULMA was recorded on
a SHIMADZU UV-240 IPC spectrophotometer in the range
of 190–1100 nm. Single crystals of ULMAof thickness of 1mm
were used for this study. Vickers hardness measurements
were carried out using ultramicrohardness tester fitted with
a diamond indenter. The indentations were made using a
Vickers pyramidal indenter for various loads from25 to 200 g.
Several trials of measurements were made on the prominent
(010) face, and the average diagonal length was calculated for
indentation of 5 s. Simultaneous TG and DTA were carried
out using a thermal analyser SDT Q600 between 10 to 700∘C
at a heating rate of 20∘C/min in nitrogen atmosphere [11, 12].
Preliminary experiment was undertaken to observe second-
order nonlinear optical response, and the grown crystals were
subjected to Kurtz powder test to find the nonlinear optical
property [13]. The sample was illuminated with Nd : YAG
laser using the first harmonics output of 1064 nm with pulse
energy of 4.6mJ. Urea was used for calibrating the SHG
intensity.

3. Results and Discussion

3.1. FTIR Analysis. FTIR spectrum of the grown crystals is
shown in Figure 2. By the interpretation of FTIR spectra, it
is possible to show that certain functional groups are present
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Figure 2: FTIR spectra of the grown undoped and ammonium
chloride-doped ULMA samples.

Table 1:Wave numbers of the absorption bandmaxima in the FTIR
spectra of the grown samples.

Ammonium chloride
concentration in the
ULMA single crystal

Wave number and assignments, (cm−1)
Stretching vibration
from amino groups

Carbonyl stretching
vibrations

0wt% 3489.77 1637.45
5wt% 3459.75 1643.42
10wt% 3468.79 1641.45
15 wt% 3474.73 1645.42

in the material. The results of FTIR analysis obtained in our
present work for undopedULMA single crystal were found to
be in good agreement with the reported value [1, 6]. Intense
band in the range of 3498–3250 cm−1 is due to stretching
vibration from amino groups. An intense band in the range of
1645–1750 cm−1 is due to carbonyl stretching vibration. The
FTIR peaks in ammonium chloride-doped ULMA crystals
arewider than their corresponding peaks in undopedULMA.
The packing of ULMA in crystalline state is very peculiar
due to hydrogen bonds as studied by de Matos Gomes et al.
[7]. The assignments for the absorption peaks/bands of the
FTIR spectra are given in accordance with the data reported
in the literature [6, 14], and the frequency assignments for
the absorption peaks corresponding to amino groups are
provided in Table 1.

3.2. Single X-RayDiffraction Studies. X-ray diffraction (XRD)
was used for the identification of the crystal. The grown
crystals were subjected to single crystal XRD studies, and
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Figure 3: XRD patterns of the grown samples.

the obtained values crystal cell parameters are given in
the Table 2. It is observed from the results that the grown
undoped and ammonium chloride-doped ULMA crystals
crystallize in the monoclinic system and a small variation
is noticed in the values of the lattice parameters of doped
ULMA crystals as compared to those of undoped ULMA
crystal.The obtained lattice parameters of pure LLMA crystal
are observed to be in close agreement with data reported in
the literature [3, 4].

3.3. Powder X-Ray Diffraction Studies. Single crystal XRD
studies give the values of unit cell parameters of the samples.
To confirm the obtained values of unit cell parameters, pow-
der XRD studies were also carried out for the samples of this
work. Also powder XRD studies will give ideas of diffraction
planes of the crystals. Figure 3 shows the powderXRD spectra
of the grown samples, and all the observed reflection peaks
were indexed. The observed and calculated 𝑑-spacing values
and the corresponding (hkl) planes are provided in Table 3.
Using the powder XRD data, the lattice parameters were
obtainedwith the help ofUNITCELL software package, and it
is found that the lattice parameters obtained from the powder
XRD studies are very close to the those obtained from single
crystal XRD studies. The slight shift of the reflection peaks in
the powder XRD patterns of the doped samples indicates that
the dopant has entered into the lattice of the host crystal.

3.4. Optical Transmission Studies. The UV-visible-IR trans-
mission spectrum of the grown samples was shown in
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Table 2: Unit cell parameters of the grown samples.

Unit cell parameters for pure ULMA Unit cell parameters for ammonium chloride-doped ULMA crystals
5 wt% 10wt% 15wt%

𝑎 = 9.045(3) Å 𝑎 = 9.000(6) Å 𝑎 = 9.000(5) Å 𝑎 = 9.053(9) Å
𝑏 = 6.923(5) Å 𝑏 = 6.934(4) Å 𝑏 = 6.915(5) Å 𝑏 = 6.919(5) Å
𝑐 = 6.814(4) Å 𝑐 = 6.781(2) Å 𝑐 = 6.727(3) Å 𝑐 = 6.821(2) Å
𝛼 = 𝛾 = 90.00(0)

∘, 𝛼 = 𝛾 = 90.00(0)
∘, 𝛼 = 𝛾 = 90.00(0)

∘, 𝛼 = 𝛾 = 90.00(0)
∘,

𝛽 = 94.88(1)
∘

𝛽 = 94.61(1)
∘

𝛽 = 94.60(1)
∘

𝛽 = 94.59(1)
∘

𝑉 = 425(1) Å3
𝑉 = 422(2) Å3

𝑉 = 418(3) Å3
𝑉 = 426(2) Å3

Table 3: Theoretical and experimental 𝑑-values in Å, hkl values for prominent peaks powder XRD patterns of the grown samples.

Ammonium chloride-doped ULMA Peak
101 −111 111 −211 −102 −121 −221 400

15wt% Theory 𝑑 5.312 4.502 4.241 3.425 3.322 2.922 2.566 2.118
Calculated 𝑑 5.233 4.377 4.174 3.402 3.269 2.951 2.555 2.256

10wt% Theory 𝑑 5.251 4.467 4.244 3.322 3.211 2.938 2.534 1.986
Calculated 𝑑 5.175 4.347 4.143 3.38 3.227 2.941 2.580 1.974

5wt% Theory 𝑑 5.297 4.452 4.245 3.322 3.264 2.972 2.525 2.024
Calculated 𝑑 5.201 4.366 4.161 3.389 3.250 2.951 2.586 2.031
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Figure 4: UV-visible-IR spectra of the grown samples.

Figure 4. For all optical applications in general and espe-
cially for SHG the material considered must be transpar-
ent in the wavelength region of interest. All crystals of
undoped and ammonium chloride-doped ULMA can be
utilized for second harmonic generation in visible wave-
lengths since the transparency is good in that range. An
interesting result of increase in transmittance by the addition
of ammonium chloride as impurity into ULMA crystal was
observed. The transmittance increases by 45%, 52%, and
54% for the ammonium chloride-doped ULMA crystals with
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Figure 5: Variation of microhardness number with the applied load
for pure and ammonium chloride-doped ULMA crystals.

doping concentration of 5, 10, 15 wt% respectively, in the
visible region, and the transmittance is comparatively low
by around 40% for undoped ULMA crystal. This shows
that the ammonium chloride as impurity has not destroyed
the optical transparency of the crystal, and it is found to
suppress the inclusions and improves the quality of ULMA
crystal with higher transparency range. The lower cutoff
which corresponds to the fundamental absorption occurs
at 220 nm for undoped ULMA crystal. When ammonium
chloride was added as dopant to ULMA, it is observed that
lower cutoff wavelength slightly increased. The short cutoff
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Figure 7: DTA curves for the grown samples.

wavelength facilitates the grown crystals of this work to be
potential nonlinear optical materials for second harmonic
generation. Absorption in the near ultraviolet region arises
from electronic transitions associated within the samples.
Using the formula 𝐸

𝑔
= 1240/𝜆 (nm) [15], the band gap is

calculated to be 5.636 eV for all the grown samples.

3.5. Microhardness Studies. Vickers hardness number was
evaluated from the relation𝐻V = 1.8544𝑃/𝑑2 kg/mm2, where
𝐻V is Vickers hardness number, 𝑃 is the indenter load in
kilograms, and 𝑑 is the diagonal length of the impression in

millimetres [16]. Figure 5 shows the variation of microhard-
ness values with applied load for the samples. The hardness
value increases with increasing load. For loads above 200 g
cracks developed on the surface of the crystal due to release
of internal stress generated locally by indentation. It was
observed that for low weight percentage concentration of
ammonium chloride impurity, the microhardness is found
to be more than double the times of pure ULMA single
crystal. With the increase in higher impurity concentration,
the strengthening decreases and the values of hardness are
approaching those of pure ULMA crystal. This may be due
to weakening the strength of bonds of the lattice of ULMA
crystal as more weight percentage of dopants (ammonium
chloride) are added. The results indicate that the mechanical
properties could be increased with minimum selection of
ammonium chloride as impurity.

3.6. TG andDTAAnalysis. Figures 6 and 7 show the TG/DTA
curves of pure and ammonium chloride-doped ULMA crys-
tals. It is observed from the results that the melting point of
ULMA crystal is slightly increased when low concentration
of ammonium chloride was added as dopant. When the
dopant concentration of ammonium chloride is more than
5wt%, the decomposition point is found to be decreased,
and these results are also confirmed from microhardness
studies. For all grown samples we found that there is no loss
of water molecules before thermal stability point and also no
endothermic peaks before decomposition are recorded. The
sharpness of the thermograms is also illustrative of the crystal
purity. More than one endothermic peak may be due to
complex formation. For all the grown samples, gradualweight
loss is noted up to themelting point.Thedecomposition point
for all the samples is observed in the temperature range of
193–196∘C. The thermal stability is found to be more for all
the samples and can be utilized in fabricating NLO devices.
The obtained results are shown in Table 4.

3.7. Nonlinear Optical Test. The nonlinear optical (NLO) test
was carried out for the samples and here an interesting
result in SHG is observed. The second harmonic generation
(SHG) is found to be appreciably increased by the addition of
ammonium chloride as impurity into ULMA single crystal.
The second harmonic generator wavelength was 532 nm.
At 15 wt% of ammonium chloride as impurity into ULMA
crystal, the SHG efficiency is found to be more than double
the times of that of urea. The results of SHG efficiency of the
grown samples are shown inTable 5.The dopant “ammonium
chloride” is an inorganic material, and if it is added to the
lattice of ULMA, it is possible that the dopant may neutralize
the OH group of ULMA, and this might be the cause of the
enhanced second harmonic generation (SHG) efficiency. If
OH group of ULMA is neutralized by doping ammonium
chloride, the electron delocalizationwill bemore in the doped
samples, and this leads to enhancement of NLO property in
the ammonium chloride-doped ULMA sample [17].



6 Journal of Materials

Table 4: TG/DTA results.

Compounds

Undoped ULMA Ammonium chloride-doped ULMA
5wt% 10wt% 15wt%

TG

Stages of decomposition (∘C) 132.02, 224.05,
386.32

135.02, 215.28,
320.00

133.30, 213.21,
322.16

130.09, 222.53,
298.80

Intial mass of the material subjected to analysis (mg) 3.2600 2.7500 2.9430 0.7609
Residue (mg) 0.0033 0.0381 0.0137 0.7609

DTA
Irreversible endothermic transition temperatures (∘C) 132.08, 194.72 134.60, 196.12 134.30, 195.98 132.18, 194.49
Melting point (∘C) 132.08 134.60 134.30 132.18

Table 5: SHG efficiencies of the grown crystals.

Compounds SHG efficiency
Pure ULMA crystal 0.34 times of urea
5wt% of ammonium chloride added to ULMA 0.5 times of urea
10wt% of ammonium chloride added to ULMA 1.32 times of urea
15 wt% of ammonium chloride added to ULMA 2.4 times of urea

4. Conclusion

ULMA crystals doped with ammonium chloride as dopant
were grown and the morphology changes were noted. Grown
crystals were characterized by single crystal and powder XRD
studies and they confirmed that all the grown crystals belong
to monoclinic system. Improvement in the optical transmis-
sion percentage and mechanical strength has been observed
with ULMA crystal due to ammonium chloride as impurity
addition. Hardness, thermal stability, and melting point were
also determined for all the grown samples. The improved
nonlinear optical properties of ammonium chloride-doped
ULMA crystal proved it as a promisingmaterial for nonlinear
application.
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