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We report on the fabrication and characterization of activewaveguides in a TeO
2
-ZnOglass sample dopedwith Er3+/Yb3+ fabricated

by direct laser writing with a femtosecond laser delivering 150 fs pulses at 1 kHz repetition rate. The waveguides exhibit an internal
gain of 0.6 dB/cm at 1535 nm, thus demonstrating the feasibility of active photonics lightwave circuits and lossless components in
such a glass composition.

1. Introduction

In the recent years, direct laser writing of waveguides and
photonic lightwave circuits in glass and crystals has become
a potential alternative to conventional fabrication methods
such as ion exchange and lithography [1, 2]. The most
prominent demonstrations of integrated optical devices for
telecom applications have been realized by means of direct
ultraviolet (UV) writing, exploiting UV coherent radiation
to induce a permanent refractive index change into a glass
substrate [3, 4]. This method has proved to be reliable
and capable of competing with clean room processing in
terms of waveguide loss, with the inherent advantage that
laser writing enables fast prototyping and requires much
lower ownership costs of fabrication.However, its widespread
application has been hampered by the complexity of the
writing procedure that requires plasma enhanced chemical
vapor deposition (PECVD) glass substrates and hydrogen
loading to enhance the photosensitivity. Furthermore, UV
writing in bulk glass has been cumbersome and limited to
two-dimensional structures.

An extensive study of femtosecond (fs) laser pulses to
locally modify the structure and refractive properties of
optical glasses and other dielectrics via nonlinear absorption
has been conducted in the recent years [5]. The mecha-
nism undergoing this optically induced change is still a
hot research topic, though it is believed that the process
is triggered by a rapid absorption of the pulse energy
through nonlinear excitation mechanisms [6]. Direct laser
writing of optical waveguides and photonic lightwave circuits
is currently one of the most widely studied applications
of femtosecond (fs) laser micromachining in transparent
dielectrics. Moreover, direct laser writing opens up new
routes in fabrication of three-dimensional (3D) waveguides
inside transparent glass substrates, which is otherwise impos-
sible by conventional ion exchange and photolithographic
processes [7].

Channel waveguides written using ultrafast lasers in
erbium (Er) doped glasses and ytterbium/erbium (Yb/Er)-
codoped glasses for integrated amplifiers and lasers operating
in the C-band (1530–1565 nm) have been demonstrated in



2 Advances in Optical Technologies

a number of hosts [8, 9], including heavy metal oxide doped
glasses.

Heavy metal oxide glasses are interesting materials for
photonic applications due to some properties as their high
linear refractive index (∼2), which leads to a high nonlinear
refractive index, and their transmission window from visible
to near infrared, which is related to their lower cutoff phonon
energy (<700 cm) compared to silicate, borate, and phosphate
glasses.

The aim of this work is to study for the first time the
feasibility of direct waveguide writing in a TeO

2
-ZnO-Er

2
O
3
-

Yb
2
O
3
(TZEY) heavy metal oxide glass using fs laser pulses

and investigate the optical amplification around 1550 nm
under 980 nm excitation.

Although the optical gain at infrared wavelengths is
provided by the Er ions that behave as a three-level system
under the optical pumpingwith higher-energy photons, here,
the possibility of codoping with Yb is explored, in order to
exploit the energy transfer betweenEr andYb, thus increasing
the inverted population and enhancing the amplification of
the glass.

The present work corroborates the possibility of produc-
ing optical amplifiers in the C-band fabricated by direct fs
laser writing, but a number of applications such as optical
sensing with planar lightwave circuits might be devised.
This research represents an advance to previous studies
since this is, to the best of the authors’ knowledge, the
first demonstration of Er/Yb doped waveguides exhibiting
optical gain that have been inscribed into a glass of such a
composition and, though presenting preliminary results, it
paves the way to a new class of photo-writeable, active glasses.

2. Experimental

2.1. Preparation of Glasses. The basic glass composition,
consisting of 17.0 mass fraction (wt%) of TeO

2
and 72.8 wt%

of ZnO, was supplemented with 2.0 wt% of Er
2
O
3
and

0.5 wt% of Yb
2
O
3
. The glass was prepared by a conventional

melting and quenching method: batches of 7.0 g of high
purity (99.999%) compounds were fully mixed in a platinum
crucible and melted at 1200∘C for 1 h. The melts were then
poured into preheated brass molds, in air, and annealed at
392∘C for 1 h to avoid internal stress. Finally the glasses were
cooled to room temperature inside the furnace. After cooling,
samples were polished to acquire an optical quality surface
for absorption and emission measurements. Transparent
and homogeneous glasses, stable against crystallization, were
produced. The linear absorption spectra of the doped TZEY
glass are shown in Figure 1. The pattern highlights the typical
absorption spectrum of Er/Yb doped glass and demonstrates
the presence of the rare-earth ions in trivalent form, which
are responsible for the active behavior. In particular, the
peaks at 980 nm and 1550 nm, related to the Er3+ transitions
4I
11/2

and 4I
13/2

, indicate the feasibility of optically pumped
waveguides that can exhibit gain in the third window of
optical communications.
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Figure 1: Absorption spectra of the doped (TZEY) glass. The labels
indicate the atomic transitions of interest for the direct fs laser
patterning and the active behavior of the photo-written waveguides.

2.2. Waveguides Writing. The setup to inscribe the waveg-
uides into the glass consists of a Ti:Sapphire laser system,
steering mirrors and lenses, and a translation stage to slide
the sample under the beam, as sketched in Figure 2.The laser
delivers 800 nm pulses with 1.0mJ maximum energy at 1 kHz
repetition rate and pulse duration down to 80 fs in a linearly
horizontal polarized beam.The pulse energy is trimmed with
a half-wave plate and a polarizer: by rotating the axis of the
half-wave plate, the direction of the linear polarization of the
incoming beam can be arbitrarily shifted and the polarizer
is used to transmit the amount of power contained in the
horizontal axis. Fine-tuning of the pulse energy, from 5 𝜇J
to 10 𝜇J, is then performed by trimming a variable optical
filter.The collimated beam is focused into the sample by a 20x
microscope objective with NA = 0.3 into a spot of ∼3 𝜇m.
The sample is mounted on a 3D translation stages system,
perpendicular to the laser beam propagation direction. The
sample is moved at scan speeds of 10 to 2000𝜇m/s with an
overall accuracy in the positioning better than 0.5 𝜇m. Two
imaging lenses equipped with a CCD camera, mounted on
top and aside the sample, are used to align the beam and to
ensure straight and flat scans. In our experiments, the laser
beam was focused at 200 𝜇m below the sample’s surface in
order to avoid damage on the top of the glass, while the
glass underwent scans from 50 to 500𝜇m/s. After waveguide
writing, the TZEY glasses were polished to acquire optical
quality at both facets and the final length of the obtained
waveguides was 0.9 cm.

2.3. Waveguides Characterization. The photo-written waveg-
uides were characterized in terms of near field pattern and
optical gain.

The setup for waveguide characterization, mounted on a
vibration-damped optical table, is depicted in Figure 3.

A 632 nm light from a HeNe laser is delivered to the
waveguides through butt coupling with a single mode silica
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Figure 2: Optical setup used for femtosecond laser waveguide writing.
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Figure 3: Setup for characterization of the photo-written active waveguides.

fiber for rough alignment. The waveguide propagation prop-
erties are then investigated through spectral and power mea-
surements, by collecting the waveguide output power either
with a multimode or a single mode standard telecom fiber. In
the first case, some stray light from the bulk is caught, but the
alignment process ismade easier, whereas the secondmethod
requires the use of𝜇mto sub-𝜇maccuracy positioning stages,
but it guarantees that no stray light propagating through the
glass is received.The pump source is a laser diode emitting at
976 nman output power up to 600mW.The signal is provided
by a standard telecom laser diode emitting at 1535 nm that
can be further enhanced by a doublestage commercial erbium
doped amplifier. Notice that pumping at 976 nm rather
than 980 nm (typical for Er) is advantageous because the
absorption peak of Yb ions is located at that wavelength.
Moreover, thanks to the development of high power Yb
doped fiber lasers for industrial applications, the cost of low-
brightness pump diodes at 976 nm has dramatically dropped,
making a point for using Yb as a sensitizer for Er doped glass
compositions.

Pump and signal are multiplexed by a 980 nm/1550 nm
WDM and coupled into waveguides. During the measure-
ments, the power of the signal was kept constant at about

–20 dBm (100 𝜇W) to avoid gain saturation. The output
signal is sent into an optical spectrum analyzer for gain
measurements or, alternatively, to a power meter for output
power checking.

The measurement procedure for the gain is performed in
three steps.

(1) Both pump and probe are switched on and the
output power at signal wavelength is measured on the
spectrum analyzer, later denoted by 𝑃ASE+signal.

(2) The pump is turned off and a new value of the output
power (𝑃signal) is recorded.

(3) The pump is turned on and the signal is shut down, in
order to measure the amplified spontaneous emission
𝑃ASE.

The internal gain of the active waveguides was deter-
mined using the following expression:

𝐺 [dB/cm] =
10 × log ((𝑃ASE+signal − 𝑃ASE) /𝑃signal)

𝑑

,

(1)

where 𝑑 is the length of the waveguide, 𝑃ASE represents the
amplified stimulated emission (ASE) power (when only the
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Guided mode (633nm)

Figure 4:Near field pattern of a photo-writtenwaveguide at 1535 nm
displayed by the aid of an infrared-sensitive card.

pump laser is coupled into the waveguide), and 𝑃ASE+signal
represents the output signal when both signal and pump are
coupled into the waveguide.

This calculation does not take into account the back-
ground propagation loss of the waveguides, which can be
separately measured by cut-back method. Because of the
short length of the sample, we did not implement such a
technique andwe just probed the transmission out of the gain
band (1500 nm), measuring a total loss of 6.7 dB. Accounting
for a 1 dB/facet of coupling loss, the propagation loss of the
waveguides is estimated around 4.7 dB, corresponding to
5.2 dB/cm.

The visual check that optical waveguiding occurs within
the photo-written waveguides was made by observing the
near field pattern.Thiswas done by substituting the collecting
fiber with a properly aligned microscope objective that
magnifies the illuminated glass facet onto an infrared viewer,
as depicted in the inset of Figure 4.

3. Results

A typical near field pattern obtained by coupling 633 nm laser
light into waveguides is presented in Figure 4. From a peer
observation, it can be observed that the mode profile guided
into the waveguide exhibits a degree of ellipticity. This is due
to the inherent astigmatism of the fs beam and its extended
Rayleigh length at the focal point. However, slit beam shaping
[10] or cylindrical lenses [11] techniquemight be employed in
future experiments, to avoid the asymmetric mode profiles.

An internal gain of 0.54 dB (correspondent to 0.6 dB/cm)
was observed for 5mW average laser power, for the waveg-
uide written at 0.05mm/s. This is shown in Figure 5, in
which the spectrum at the waveguide output is reported
in the case of simple/amplified signal (the inset depicts
a broadband measurement of the spectrum). In addition
to the measurement at 1535 nm, by substituting the signal
source with a tunable laser, it was also observed an internal
gain in the whole 1530–1570 nm band. Figure 6, depicting
the internal gain as a function of wavelength, shows that
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Figure 5: Optical gain of a waveguide,measured through the optical
spectrum analyzer.
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Figure 6: Internal gain as a function of wavelength, measured with
a tunable laser.

it resembles quite well the gain profile of erbium ions in the
C-band of optical communications. It is believed that a net
gain could be measured down to 1510 nm, but at the time of
this work, instruments limitations do not allow to verify such
a prediction. No gain saturationwas observed, indicating that
higher internal gain is achievable, provided the pump power
is further increased.The gainmeasurements so far performed
do not indicate a tight dependence between the gain and the
writing speed, since a maximum deviation of −0.1 dB from
the result of Figure 5 was observed. This is at the limit of
the inherent measurement accuracy, so it might be inferred
that the waveguides exhibit nearly the same refractive index
profile. Hence, further experiments shall include a broader
range of writing velocities to investigate the confinement
mechanism and the possibility to tune the photo-induced
refractive index for optimumwaveguide geometry and active
behavior.
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4. Conclusions

This work has addressed for the first time the feasibility of
active waveguides in a Te/Zn heavy metal oxide glass doped
with Er3+ and Yb3+ by direct fs laser writing.

Samples were prepared using a standardmelting/quench-
ing procedure and optical-quality glass was obtained, which
was later characterized from a spectroscopic viewpoint.

Active waveguides were written by 150 fs laser pulses at
800 nm, using different energies and scan speeds. Waveguide
characterization was performed at 633 nm and 1.5 𝜇m and
included near field, loss, and gain measurements. The near
field pattern highlighted the typical ellipticity of fs-written
waveguides. Anet gain of 0.6 dB/cmwas obtained at 1535 nm,
which did not show a strong dependence on the writing
conditions. The results obtained in the present work, though
preliminary and requiring further investigations such as
refractive index profiling and waveguides reproducibility are
promising for the fabrication of Er/Yb doped integrated
amplifiers and lasers based on tellurite-zinc glasses and
increased performances are expected both from a further
optimization of the glass composition and from improve-
ments in the writing setup.

Acknowledgments

This work was supported by Conselho Nacional de Desen-
volvimento Cient́ıfico e Tecnológico (CNPq) through the
National Institute of Photonics (INCT Project). The authors
also thank CAPES for the financial support.

References

[1] S. I. Najafi, Introduction to Glass Integrated Optics, Artech
House, 1992.

[2] L. A. Coldren and S. W. Corzine, Diode Lasers and Photonic
Integrated Circuits, John Wiley & Sons, New York, NY, USA,
1995.

[3] M. Olivero and M. Svalgaard, “Direct UV-written broadband
directional planar waveguide couplers,” Optics Express, vol. 13,
no. 21, pp. 8390–8399, 2005.

[4] M. Olivero and M. Svalgaard, “UV-written integrated optical
1×N splitters,” Optics Express, vol. 14, no. 1, pp. 162–170, 2006.

[5] M. Ams, G. D. Marshall, P. Dekker, J. A. Piper, and M. J.
Withford, “Ultrafast laser written active devices,” Laser and
Photonics Reviews, vol. 3, no. 6, pp. 535–544, 2009.

[6] C. B. Schaffer, A. Brodeur, and E. Mazur, “Laser-induced
breakdown and damage in bulk transparent materials induced
by tightly focused femtosecond laser pulses,” Measurement
Science and Technology, vol. 12, no. 11, pp. 1784–1794, 2001.

[7] R. Osellame, G. Della Valle, N. Chiodo et al., “Lasing in
femtosecond laser written optical waveguides,” Applied Physics
A, vol. 93, no. 1, pp. 17–26, 2008.

[8] T. T. Fernandez, G. Della Valle, R. Osellame et al., “Active
waveguides written by femtosecond laser irradiation in an
erbium-doped phospho-tellurite glass,” Optics Express, vol. 16,
no. 19, pp. 15198–15205, 2008.

[9] G. Della Valle, S. Taccheo, R. Osellame, A. Festa, G. Cerullo, and
P. Laporta, “1.5 𝜇m single longitudinal mode waveguide laser

fabricated by femtosecond laser writing,”Optics Express, vol. 15,
no. 6, pp. 3190–3194, 2007.

[10] M. Ams, G. D. Marshall, D. J. Spence, and M. J. Withford,
“Slit beam shaping method for femtosecond laser direct-write
fabrication of symmetric waveguides in bulk glasses,” Optics
Express, vol. 13, no. 15, pp. 5676–5681, 2005.

[11] G. Cerullo, R. Osellame, S. Taccheo et al., “Femtosecondmicro-
machining of symmetric waveguides at 1.5 𝜇m by astigmatic
beam focusing,” Optics Letters, vol. 27, no. 21, pp. 1938–1940,
2002.



International Journal of

Aerospace
Engineering
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Robotics
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

 Active and Passive  
Electronic Components

Control Science
and Engineering

Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

 International Journal of

 Rotating
Machinery

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation 
http://www.hindawi.com

 Journal ofEngineering
Volume 2014

Submit your manuscripts at
http://www.hindawi.com

VLSI Design

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Shock and Vibration

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Civil Engineering
Advances in

Acoustics and Vibration
Advances in

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Electrical and Computer 
Engineering

Journal of

Advances in
OptoElectronics

Hindawi Publishing Corporation 
http://www.hindawi.com

Volume 2014

The Scientific 
World Journal
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2014

Sensors
Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Modelling & 
Simulation 
in Engineering
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Chemical Engineering
International Journal of  Antennas and

Propagation

International Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Navigation and 
 Observation

International Journal of

Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014

Distributed
Sensor Networks

International Journal of


