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Abstract. 
Finite control set model predictive control (FCS-MPC) for three-phase power converters uses a discrete mathematical model of the power converter to predict the future current value for all possible switching states. The circuit parameters and measured input currents are necessary components. For this reason, parameter error and time delay of current signals may degrade the performance of the control system. In the previous studies of the FCS-MPC, few articles study these aspects in detail and almost no method is proposed to avoid these negative influences. This paper, first, investigates the negative impacts of inductance inaccuracy and AC-side current distortion due to the time delay caused by filter on FCS-MPC system. Then, it proposes an observer-based FCS-MPC approach with which the inductance error can be corrected, the current signal’s time delay caused by filter can be compensated, and therefore the performance of FCS-MPC will be improved. At last, as an example, it illustrates the effectiveness of the proposed approach with experimental testing results for a power converter.


1. Introduction
Power converters based on pulse-width modulation (PWM) technology have been widely applied in modern industry field [1–3]. PWM converters are becoming more and more popular in recent years. Comparing with the traditional diode-based rectifiers, the PWM converters have many advantages such as unity power factor, bidirectional power flow, and low harmonic distortion [4]. Finite control set model predictive control (FCS-MPC) is an alternative control strategy for power converters and drives. This method has developed rapidly in the past few years [5–8]. Taking into account the discrete nature of power converters, FCS-MPC predicts the future behaviors for all possible switching states over a time frame (finite sampling instants), and the optimal one that minimizes the cost function is selected to obtain the desired output. FCS-MPC has attracted experimental applications due to its advantages such as flexibility to control different variables, inherent decoupling behavior, fast dynamic response, and easy inclusion of nonlinearities and constraints [9–14].
In FCS-MPC based system, parameter uncertainty and measurement noise may affect the behaviors of the control system. The negative influences of the errors of equivalent series resistance and input inductance have been addressed in several publications [15, 16], but extensive studies on this issue were not performed and method to avoid the negative influence introduced by parameter error has not been addressed so far.
The classical FCS-MPC algorithm only chooses one switching state in each sampling period, so the switching frequency is not constant. Although the transient response is better, it demands high sampling frequency and the impact of control system time delay is more obvious on the operating performance. In practical applications, time delays can be caused by signal measurement, filtering, calculation, and actuation. Among them the calculation and filtering have an obvious impact on the performance of the control system. A two-step-ahead prediction has been proposed to compensate the calculation time delay [15, 17, 18]. Article [18] provides a clear and detailed explanation of the two-step-ahead prediction.
Filtering is another factor which will cause the time delay of the control system. To remove the unwanted high-frequency noise, the current signals need to be filtered before the A/D conversion. The signal filtering introduces time delay and causes deviation on sampling signals, which consequently cause a high current ripple of the power converter. Finally, the performance of the system is significantly deteriorated.
Although the calculation time delay has been discussed in some articles, the time delay caused by filter almost has not been discussed in the FCS-MPC strategy. In the classical linear control methods for power converters, such as PI current controllers with pulse-width modulation based methods, the filter time delay can be solved by adjusting the parameters in the PI or other linear controllers, but, in FCS-MPC system, the situation is different. The FCS-MPC is a nonlinear control algorithm without modulation, so it has no parameters similar with those in PI controller. For this reason, it is necessary to find a new method to avoid the negative influence caused by filter time delay.



In this paper, the impacts of the input inductance error and filter time delay are analyzed in detail, respectively. A novel observer-based FCS-MPC strategy is proposed in the 2-level power converter. This algorithm can compensate AC-side inductance error and time delay caused by the filter. Finally, experimental results are presented to validate the theoretical studies.
2. Operating Principle of Classical FCS-MPC
Like classical control strategy of power converters, the FCS-MPC based power converter, as shown in Figure 1, has two control loops. The voltage control loop includes a PI controller to minimize the difference between the output DC bus voltage and its reference, while the current control loop is based on FCS-MPC strategy, which keeps the 
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				𝛽
			

		
	
-axis currents tracking its references. In the controller, the reference angle of the source voltage can be estimated by the phase-locked-loop (PLL).









	
		
			
		
			
		
	


















	
	
	
	
	
	


	
		
			
		
			
		
	
















	
		
			
		
			
		
	










	
		
		
			
		
	


	
		
			
		
			
		
	










	
	







	


	
		
			
		
			
		
	


	
		
			
		
			
		
	


	
		
			
		
			
		
	














	
	
	










	
		
			
		
			
		
	


	


	
		
			
		
	






	
		
		
		
		
	
	
		
		
		
		
		
		
		
		
	



	
	
	
	
	
	
	
	
	
	
	


	
		
			
		
			
		
	







	
		
			
				
				
				
			
		
	





	
	
	
	
	
	
	



	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
		
	


	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	


	
		
		
	


	
		
	


	
		
	


	
		
			
		
	


	
		
			
		
	


	
		
			
		
	


	
		
			
		
		
			
		
	


	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	
	
		
	
	
		
	
	
		
	


	
		
			
		
		
			
				
				
				
			
		
	


	
		
			
		
		
			
			
		
	


	
		
			
		
		
			
		
		
			
			
		
	


	
		
	
	
		
	
	
		
	


	
		
	
	
		
	
	
		
	


	
		
			
		
		
			
		
		
			
		
		
			
		
	


	
		
			
		
	


	
		
			
		
		
			
		
		
			
		
		
			
		
		
			
		
		
			
		
	


	
		
			
		
		
			
		
		
			
		
		
			
			
			
			
		
	

















Figure 1: Block diagram of the FCS-MPC based power converter.


Below begins with the development of the discrete-time model of a power converter circuit, shown in Figure 2, and then brings up the factors which affect the performance of corresponding FCS-MPC strategy.







	
		
		
			
		
	






















	


	










	
		
			
		
			
		
	





	
		
		
			
		
	









	
		
			
		
			
		
	
































	
		
			
		
	









	
		
		
			
		
	







	
		
		
			
		
	







	
		
		
			
		
	







	
		
		
			
		
	







	
		
		
			
		
	

































	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
	


	
		
			
		
	


	
		
			
		
	


	
		
			
		
	


	
		
			
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
	
	
		
	


	
		
		
			
		
		
			
		
	


	
		
		
			
		
		
			
		
	


	
		
		
			
		
		
			
		
	


	
		
			
		
		
			
			
		
	

















Figure 2: The topological structure of main circuit of a 2-level power converter.


According to the circuit topology of the 2-level power converter shown in Figure 2, the voltage equations of the 2-level power converter can be written as
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				1
				)
			
 		
	

	
		
			
				𝐿
				d
				𝑖
			

			

				𝑎
			

			
				
			
			
				d
				𝑡
				=
				𝑒
			

			

				𝑎
			

			
				−
				𝑢
			

			

				𝑎
			

			
				−
				𝑅
				𝑖
			

			

				𝑎
			

			
				,
				𝐿
				d
				𝑖
			

			

				𝑏
			

			
				
			
			
				d
				𝑡
				=
				𝑒
			

			

				𝑏
			

			
				−
				𝑢
			

			

				𝑏
			

			
				−
				𝑅
				𝑖
			

			

				𝑏
			

			
				,
				𝐿
				d
				𝑖
			

			

				𝑐
			

			
				
			
			
				d
				𝑡
				=
				𝑒
			

			

				𝑐
			

			
				−
				𝑢
			

			

				𝑐
			

			
				−
				𝑅
				𝑖
			

			

				𝑐
			

			

				,
			

		
	

					where 
	
		
			

				𝑖
			

			

				𝑎
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, and 
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 are the input currents; 
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, and 
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 are the source voltages; 
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				𝑏
			

		
	
, and 
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				𝑐
			

		
	
 are the converter voltages; 
	
		
			

				𝑅
			

		
	
 is the equivalent series resistance; and 
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 is the AC-side inductance.
Performing Clarke transformation on (1), the voltage equations in stationary 
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				𝛽
			

		
	
 reference frame can be obtained as
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					where 
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 and 
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 are the input currents; 
	
		
			

				𝑒
			

			

				𝛼
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 are the source voltages; and 
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 are the converter voltages.
Using the finite difference approximation, the derivative term 
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				d
				𝑡
			

		
	
 in (2) can be expressed by
						
	
 		
 			
				(
				3
				)
			
 		
	

	
		
			
				d
				𝑖
			

			
				
			
			
				≈
				d
				𝑡
				𝑖
				(
				𝑘
				+
				1
				)
				−
				𝑖
				(
				𝑘
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 and 
	
		
			
				𝑖
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 are the current at time instant 
	
		
			
				𝑡
				(
				𝑘
				+
				1
				)
			

		
	
 and 
	
		
			
				𝑡
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				)
			

		
	
, respectively. 
	
		
			

				𝑇
			

		
	
 is the sampling time of the current control loop.
Substituting (3) into (2) and rearranging the equations give the discrete-time expression for currents in the power converter
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				(
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From (4), then, the formula used for current prediction can be obtained as
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				𝐿
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				(
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				(
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				
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				)
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				𝑖
			

			

				𝛽
			

			
				(
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				)
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				=
				0
				,
				1
				,
				…
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				7
				,
			

		
	

					where 
	
		
			

				𝑛
			

		
	
 denotes the switching state of IGBTs, which has eight options; 
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				𝑛
				𝛼
			

			
				(
				𝑘
				)
			

		
	
 and 
	
		
			

				𝑢
			

			
				𝑛
				𝛽
			

			
				(
				𝑘
				)
			

		
	
 are the converter’s input voltages at time instant 
	
		
			

				𝑘
			

		
	
, under IGBT switching state 
	
		
			

				𝑛
			

		
	
; 
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				𝑛
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				(
				𝑘
				+
				1
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 and 
	
		
			

				𝑖
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				(
				𝑘
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 are the input currents predicted for the next time instant, 
	
		
			
				𝑘
				+
				1
			

		
	
, under the same IGBT switching state 
	
		
			

				𝑛
			

		
	
.
Table 1 gives the determination of 
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, corresponding to each IGBT switching state 
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, where 
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 denotes the switching signals at three IGBTs at top of power converter circuit, shown in Figure 2, while the other three IGBTs at the bottom are the inverse signals of 
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				𝑠
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.
Table 1: Voltage space vectors.
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				0
				]
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				c
			

			
				/
				3
				,
				0
				]
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				c
			

			
				√
				/
				3
				,
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				d
				c
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				3
				]
			

		
	

	3	
	
		
			
				1
				1
				0
			

		
	
	
	
		
			
				[
				𝑢
			

			
				d
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To achieve an optimal prediction, a cost function needs to be defined. The cost functions may take different forms based on different purposes [15]. Here in this paper, the summation of the square of the difference between the predicted currents and the reference currents in 
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-axis and 
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-axis, respectively, is adopted: 
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				1
				)
			

			

				2
			

			
				𝑛
				=
				0
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				1
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				7
				,
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				∗
				𝛼
			

			
				(
				𝑘
				+
				1
				)
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				𝑖
			

			
				∗
				𝛽
			

			
				(
				𝑘
				+
				1
				)
			

		
	
 are the reference currents at time instant 
	
		
			
				𝑘
				+
				1
			

		
	
.
Finally, the optimal prediction is considered to be achieved by applying the corresponding switching state which gives the smallest 
	
		
			

				𝑔
			

			

				𝑛
			

			
				(
				𝑘
				+
				1
				)
			

		
	
 over the time range from 
	
		
			
				𝑡
				(
				𝑘
				)
			

		
	
 to 
	
		
			
				𝑡
				(
				𝑘
				+
				1
				)
			

		
	
.
Figure 1 and the current prediction (5) indicate that the performance of the FCS-MPC presented above depends on the accuracy of parameters (such as 
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 and 
	
		
			

				𝑅
			

		
	
) and input currents 
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 and 
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				𝛽
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				𝐿
			

		
	
 varies with the saturation status of the inductor core due to the magnetization nonlinearity; the accuracy of input currents is unavoidably affected by the signal filtering process. In the following section, impacts of parameter variation and filtering-resulted time delay on the FCS-MPC are studied.
3. Observer-Based FCS-MPC for Power Converters
3.1. Inductance Observer
Inductance error, discussed here, is the difference between the inductance value used by FCS-MPC strategy and the actual inductance value of the physical inductor. In this paper, the inductance value used by FCS-MPC strategy is called “model inductance,” and the actual value of the physical inductor is called “actual inductance.” Inductance error, resulted in such a way, may deteriorate the performance of FCS-MPC. Experimental results in Figure 3 are an example to illustrate this concern. It can be seen that the input current waveform distortion becomes obvious when model inductance 
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 used by the current prediction calculation becomes 40% of its actual value.





	
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
			
		
		
		
		
		
		
		
		
		
		
		
		
		
		
		
		
		
		
			
		
			
		
			
		
		
			
		
			
		
			
		
		
			
		
			
		
			
		
		
			
		
			
		
			
		
		
			
		
			
		
			
		
		
		
			
		
			
		
		
		
			
		
			
		
		
		
			
		
			
		
		
		
		
		
		
		
			
		
			
		
		
		
			
		
			
		
		
		
			
		
			
		
		
		
		
	
	



	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	
	
	


	
		
			
		
		
			
		
	















(a) Phase-a current waveform (3 A/div) when 
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(b) Phase-a current waveform (3 A/div) when 
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Figure 3: The negative impacts caused by inductance error in the current prediction.


The function of the proposed inductance observer is to estimate the actual value of the inductance in the power converter.
Considering (4), one can obtain the expression of the 
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-axis current at time instant 
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The estimated value of the inductance can be defined as 
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. With the estimated inductance 
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Subtracting (7) from (8), one can obtain the reciprocal of actual inductance 
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 as
								
	
 		
 			
				(
				9
				)
			
 		
	

	
		
			

				1
			

			
				
			
			
				𝐿
				=
				1
			

			
				
			
			
				
				+
				𝑖
				𝐿
				(
				𝑘
				−
				1
				)
			

			

				𝛼
			

			
				̂
				𝑖
				(
				𝑘
				)
				−
			

			

				𝛼
			

			
				(
				𝑘
				)
			

			
				
			
			
				𝑇
				
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				
				.
				(
				𝑘
				−
				1
				)
			

		
	

With the step value 
	
		
			

				𝑟
			

		
	
, the equation for estimating the value of inductance 
	
		
			

				𝐿
			

		
	
 can be
								
	
 		
 			
				(
				1
				0
				)
			
 		
	

	
		
			

				1
			

			
				
			
			
				
				=
				⎧
				⎪
				⎪
				⎪
				⎨
				⎪
				⎪
				⎪
				⎩
				1
				𝐿
				(
				𝑘
				)
			

			
				
			
			
				
				𝐿
				𝑖
				(
				𝑘
				−
				1
				)
				+
				𝑟
			

			

				𝛼
			

			
				̂
				𝑖
				(
				𝑘
				)
				−
			

			

				𝛼
			

			
				(
				𝑘
				)
			

			
				
			
			
				𝑇
				
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				
				(
				𝑘
				−
				1
				)
				i
				f
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				1
				(
				𝑘
				−
				1
				)
				≠
				0
			

			
				
			
			
				
				𝐿
				(
				𝑘
				−
				1
				)
				i
				f
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				=
				0
				.
			

		
	

Substituting (8) into (10) and rearranging the equations, the inductance observer is finally obtained as
								
	
 		
 			
				(
				1
				1
				)
			
 		
	

	
		
			

				1
			

			
				
			
			
				
				=
				⎧
				⎪
				⎪
				⎪
				⎨
				⎪
				⎪
				⎪
				⎩
				𝐿
				(
				𝑘
				)
				(
				1
				−
				𝑟
				)
			

			
				
			
			
				
				𝑖
				𝐿
				(
				𝑘
				−
				1
				)
				+
				𝑟
			

			

				𝛼
			

			
				(
				𝑘
				)
				−
				𝑖
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
			

			
				
			
			
				𝑇
				
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				
				(
				𝑘
				−
				1
				)
				i
				f
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				1
				(
				𝑘
				−
				1
				)
				≠
				0
			

			
				
			
			
				
				𝐿
				(
				𝑘
				−
				1
				)
				i
				f
				𝑒
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑢
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				−
				𝑅
				𝑖
			

			

				𝛼
			

			
				(
				𝑘
				−
				1
				)
				=
				0
				.
			

		
	

Since the 
	
		
			
				
				1
				/
				𝐿
				(
				𝑘
				)
			

		
	
 can be directly applied into the current prediction in (5), the calculation for 
	
		
			
				
				𝐿
				(
				𝑘
				)
			

		
	
 is not needed. This will avoid the amplification of noise in the division operation. By changing the parameter 
	
		
			

				𝑟
			

		
	
, the dynamic response speed of the observer can be adjusted.
3.2. Filter Time Delay Observer
FCS-MPC is a control algorithm which uses current signal to perform the current prediction then voltage vector selection for IGBT switching control. In possible future applications, the implementation of FCS-MPC requires a filtering operation on the measured current signals to ensure FCS-MPC functions as expected. In Figure 1, the filter block is usually placed in front of 
	
		
			
				𝑎
				𝑏
				𝑐
				/
				𝛼
				𝛽
			

		
	
 transformation block to serve such a purpose. A properly designed filter does help to take the unwanted high frequency harmonic noises off the measured current signals. However, the filtering operation results in a time delay between the current signal before filtering and the current signal after filtering. The time delay of the current signal plays a negative role in FCS-MPC. The influence of time delay distortion of currents on FCS-MPC is investigated and some results are presented below.
Figure 4(a) shows that the current signal time delay increases with the decrease of the filter cut-off frequency. The utilization of filter of lower cut-off frequency cleans the harmonics noise better, but it results in a longer time delay of the current signal, in other words, more time delay distortion of the current signal.


































	






	
	




















	
	
	
	
	
	
	



	


	
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
	


	
	
	


	
	
	
	


	
	
	
	


	
	
	
	


	
	















(a) Time delay depends on the cut-off frequency (1-order low-pass filter)





	
		
			
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
				
				
					
				
					
				
					
				
					
				
					
				
					
			
			
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
			
		
	
	
		
			
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
					
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
					
				
					
				
					
				
			
			
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
			
		
	


	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	
	
	


	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	
	
	















(b) The input current waveforms (3.0 A/div) with cut-off frequency 1 kHz (upper figure) and 20 kHz (lower figure), respectively
Figure 4: The negative impacts caused by filtering-resulted time delay on FCS-MPC.


As a result, Figure 4(b) gives the comparison of the three-phase current waveforms obtained by using a 1-order low-pass filter of cut-off frequency of 1 kHz and 20 kHz, respectively. It shows that the current waveform obtained with the use of 1 kHz cut-off frequency filtering contains more low frequency harmonics than the one obtained with the use of the 20 kHz cut-off frequency filtering. Such a result tells us that low-pass filtering removes the unwanted high frequency noises but brings in low frequency harmonics due to the time delay distortion of the current signal.
The identification of the problems promotes finding approaches to solve them. A filter time delay observer is proposed to eliminate the corresponding negative impacts of the filtering-resulted time delay on FCS-MPC. It is presented below starting with the mathematical description of the power converter circuit.
According to (2), the state equation of the power converter can be obtained as
								
	
 		
 			
				(
				1
				2
				)
			
 		
	

	
		
			
				d
				𝑖
			

			

				𝛼
			

			
				
			
			
				𝑅
				d
				𝑡
				=
				−
			

			
				
			
			
				𝐿
				𝑖
			

			

				𝛼
			

			
				+
				1
			

			
				
			
			
				𝐿
				𝑒
			

			

				𝛼
			

			
				−
				1
			

			
				
			
			
				𝐿
				𝑢
			

			

				𝛼
			

			
				,
				d
				𝑖
			

			

				𝛽
			

			
				
			
			
				𝑅
				d
				𝑡
				=
				−
			

			
				
			
			
				𝐿
				𝑖
			

			

				𝛽
			

			
				+
				1
			

			
				
			
			
				𝐿
				𝑒
			

			

				𝛽
			

			
				−
				1
			

			
				
			
			
				𝐿
				𝑢
			

			

				𝛽
			

			

				.
			

		
	

Taking consideration of the 1-order low-pass filter operation on the current signals, one has
								
	
 		
 			
				(
				1
				3
				)
			
 		
	

	
		
			
				𝐼
				𝐹
				(
				𝑠
				)
				=
			

			

				𝑓
			

			
				(
				𝑠
				)
			

			
				
			
			
				=
				1
				𝐼
				(
				𝑠
				)
			

			
				
			
			
				,
				1
				+
				𝑎
				𝑠
			

		
	

							where 
	
		
			
				𝐼
				(
				𝑠
				)
			

		
	
 is the current signal before filtering; 
	
		
			

				𝐼
			

			

				𝑓
			

			
				(
				𝑠
				)
			

		
	
 is the current signal after filtering; 
	
		
			
				𝐹
				(
				𝑠
				)
			

		
	
 is transfer function of filter; 
	
		
			
				𝑎
				=
				1
				/
				(
				2
				𝜋
				𝑓
			

			

				𝑐
			

			

				)
			

		
	
; and 
	
		
			

				𝑓
			

			

				𝑐
			

		
	
 is the cut-off frequency of the filter; this equation is shown in frequency domain.
Equation (13) can be rewritten into the state equation form. Considering the current signals filtering in the FCS-MPC based power converters, one has
								
	
 		
 			
				(
				1
				4
				)
			
 		
	

	
		
			
				d
				𝑖
			

			
				𝛼
				𝑓
			

			
				
			
			
				=
				1
				d
				𝑡
			

			
				
			
			
				𝑎
				𝑖
			

			

				𝛼
			

			
				−
				1
			

			
				
			
			
				𝑎
				𝑖
			

			
				𝛼
				𝑓
			

			
				,
				d
				𝑖
			

			
				𝛽
				𝑓
			

			
				
			
			
				=
				1
				d
				𝑡
			

			
				
			
			
				𝑎
				𝑖
			

			

				𝛽
			

			
				−
				1
			

			
				
			
			
				𝑎
				𝑖
			

			
				𝛽
				𝑓
			

			

				,
			

		
	

							where 
	
		
			

				𝑖
			

			

				𝛼
			

		
	
 and 
	
		
			

				𝑖
			

			

				𝛽
			

		
	
 are the current signals before filtering and 
	
		
			

				𝑖
			

			
				𝛼
				𝑓
			

		
	
 and 
	
		
			

				𝑖
			

			
				𝛽
				𝑓
			

		
	
 are the current signals after filtering.
With the consideration of (12) and (14), the proposed filter time delay observer is presented as follows:
								
	
 		
 			
				(
				1
				5
				)
			
 		
	

	
		
			
				d
				̂
				𝑖
			

			

				𝛼
			

			
				
			
			
				=
				1
				d
				𝑡
			

			
				
			
			
				𝐿
				𝑒
			

			

				𝛼
			

			
				−
				1
			

			
				
			
			
				𝐿
				𝑢
			

			

				𝛼
			

			
				−
				𝑅
			

			
				
			
			
				𝐿
				̂
				𝑖
			

			

				𝛼
			

			
				
				𝑖
				+
				𝑙
			

			
				𝛼
				𝑓
			

			
				−
				̂
				𝑖
			

			
				𝛼
				𝑓
			

			
				
				,
				d
				̂
				𝑖
			

			

				𝛽
			

			
				
			
			
				=
				1
				d
				𝑡
			

			
				
			
			
				𝐿
				𝑒
			

			

				𝛽
			

			
				−
				1
			

			
				
			
			
				𝐿
				𝑢
			

			

				𝛽
			

			
				−
				𝑅
			

			
				
			
			
				𝐿
				̂
				𝑖
			

			

				𝛽
			

			
				
				𝑖
				+
				𝑙
			

			
				𝛽
				𝑓
			

			
				−
				̂
				𝑖
			

			
				𝛽
				𝑓
			

			
				
				,
				d
				̂
				𝑖
			

			
				𝛼
				𝑓
			

			
				
			
			
				=
				1
				d
				𝑡
			

			
				
			
			
				𝑎
				̂
				𝑖
			

			

				𝛼
			

			
				−
				1
			

			
				
			
			
				𝑎
				̂
				𝑖
			

			
				𝛼
				𝑓
			

			
				,
				d
				̂
				𝑖
			

			
				𝛽
				𝑓
			

			
				
			
			
				=
				1
				d
				𝑡
			

			
				
			
			
				𝑎
				̂
				𝑖
			

			

				𝛽
			

			
				−
				1
			

			
				
			
			
				𝑎
				̂
				𝑖
			

			
				𝛽
				𝑓
			

			

				,
			

		
	

							where 
	
		
			
				̂
				𝑖
			

			

				𝛼
			

		
	
 and 
	
		
			
				̂
				𝑖
			

			

				𝛽
			

		
	
 are the estimated current signals before filtering; 
	
		
			
				̂
				𝑖
			

			
				𝛼
				𝑓
			

		
	
 and 
	
		
			
				̂
				𝑖
			

			
				𝛽
				𝑓
			

		
	
 are the estimated current signals after filtering; and 
	
		
			

				𝑙
			

		
	
 is the proportional parameter of the observer.
The function of the proposed filter time delay observer is to provide FCS-MPC with the currents which do not contain unwanted high frequency noise and without time delay. In other words, the purpose of the filter time delay observer is to eliminate the impacts of the current signals time delay caused by filters. The filters can also cause time delay on the source voltage signals, but the source voltages can be regarded as system disturbance variables instead of state variables of the system; the time delay on these variables (
	
		
			

				𝑒
			

			

				𝛼
			

		
	
 and 
	
		
			

				𝑒
			

			

				𝛽
			

		
	
) has lower impact on the performance of the power converter, so, in this paper, the source voltage signals 
	
		
			

				𝑒
			

			

				𝛼
			

		
	
 and 
	
		
			

				𝑒
			

			

				𝛽
			

		
	
 are thought to not have changed after the process of filtering.
3.3. Observe